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FOREWORD

ISO (the International Organization for Standardization) is a worldwide federation
of national standards institutes (ISO Member Bodies). The work of developing
International Standards is carried out through ISO Technical Committees. Every
Member Body interested in a subject for which a Technical Committee has been set
up has the right to be represented on that Committee. International organizations,

governmental and non-governmental, in liaison with ISO, also take part in the work. ~
Draft International Standards adopted by the Technical Committees are circulated
to the Member Bodies for approval before their acceptance as [nternational
Standards by the 1SO Council.
International Standard 1S0 2290 was drawn up by Technical Committee
ISO/TC 67, Materials and equipment for petroleum and natural gas industries.
It was approved in June 1971 by the Member Bodies of the following countries :
Austria Hungary Romania
Czechoslovakia India Spain
Egypt, Arab Rep. of Japan United Kingdom
France Netherlands US.A.
Germany New Zealand U.SS.R.
Greece Poland
No Member Body expressed disapproval of the document.
© International Organization for Standardization, 1972 e
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INTERNATIONAL STANDARD 1SO 2290-1972 (E)

Rotary drilling equipment — Upper and lower kelly cocks

1 SCOPE AND FIELD OF APPLICATION The upper kelly cock is intended for use between the lower
end of the swivel sub and the upper end of the kelly
. . e . (Figure 1).
This International Standard lays down specifications for
kelly cocks. These are manually operated valves in the The lower kelly cock is intended for use between the lower
circulating system of the drill stem, intended for use in end of the kelly and the upper end of the drill pipe or the
blow-out emergencies. upper end of the kelly saver sub (Figure 1)}.
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FIGURE 1 — Kelly and kelly cocks assembly
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