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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www​.iso​.org/​directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www​.iso​.org/​patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and 
expressions related to conformity assessment, as well as information about ISO's adherence to the 
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www​.iso​.org/​
iso/​foreword​.html.

This document was prepared by Technical Committee ISO/TC  45, Rubber and rubber products, 
Subcommittee SC 2, Testing and analysis.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www​.iso​.org/​members​.html.
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Vulcanized rubbers — Determination of antidegradants by 
high-performance liquid chromatography
WARNING 1 — Persons using this document should be familiar with normal laboratory practice. 
This document does not purport to address all of the safety problems, if any, associated with its 
use. It is the responsibility of the user to establish appropriate safety and health practices and to 
determine the applicability of any other restrictions.

WARNING 2 — Certain procedures specified in this document might involve the use or generation 
of substances, or the generation of waste, that could constitute a local environmental hazard. 
Reference should be made to appropriate documentation on safe handling and disposal after use.

1	 Scope

This document describes a procedure for the determination of the following antidegradants in 
vulcanized rubbers:

—	 aminoketone group;

—	 naphthylamine group;

—	 diphenylamine group;

—	 p-phenylenediamine;

—	 monophenol group.

The groups of antidegradants are summarized in Table A.1 with the chemical names, the abbreviated 
terms and the CAS registry numbers.

Extender oils, when present, can interfere.

For poly-2,2,4-trimethyl-1,2-dihydroquinoline, the method provides only an approximation because of 
its polymeric nature.

2	 Normative references

There are no normative references in this document.

3	 Terms and definitions

No terms and definitions are listed in this document.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

—	 ISO Online browsing platform: available at https://​www​.iso​.org/​obp

—	 IEC Electropedia: available at http://​www​.electropedia​.org/​

4	 Principle

The antidegradant, following quantitative extraction from the rubber, is separated by high-
performance liquid chromatography (HPLC) from other extracted components. Its component peaks 
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are detected and their areas are measured. Its concentration in the rubber is calculated by using 
standard calibration curve.

NOTE	 Some antidegradants contain more than one component peak and the ratio of the areas of component 
peaks can differ depending on the source of the antidegradant. The procedure described gives accurate results 
providing the composition of the reference antidegradant and the antidegradant being analysed contain the 
same number of component peaks with the same area ratios. Inaccurate results are obtained when this condition 
is not satisfied, with the extent of the error being dependent on the difference in composition between reference 
and sample antidegradants.

5	 Materials

5.1	 Eluent A: a 1:1 (by volume) mixture of methanol (HPLC grade) and a 0,01 mol/l aqueous solution 
of ammonium acetate (AR grade).

5.2	 Eluent B: methanol (HPLC grade).

5.3	 Extraction solvent: a 2:1 (by volume) mixture of isopropanol (HPLC grade) and dichloromethane 
(HPLC grade) or any suitable solvents.

5.4	 Single use PTFE filters: 25 mm diameter, 0,45 µm porosity.

6	 Apparatus

6.1	 HPLC apparatus, with gradient elution capability, a 10 µl fixed-loop injector, a variable-wavelength 
ultraviolet-visible (UV-VIS) detector and a recording-integrator data system.

6.2	 HPLC column, reverse-phase type.

Different columns may be used provided that a good separation of antidegradant component peaks 
from other extracted components is obtained. The method has been tested using a 5 µm particle size 
column. A column RP C18 (150 mm × 4,6 mm) is usually appropriate. However, the elution programme 
may need to be modified when columns different from the ones described in this document are used.

6.3	 Ultrasonic bath, typically of about 2 l capacity, operating at a frequency of 47,6 kHz ± 10 %.

An ultrasonic bath of different capacity and operating frequency may be used provided that extraction 
of the antidegradant is complete.

6.4	 Analytical balance, capable of weighing to 0,01 mg.

7	 Chromatographic conditions

7.1	 Pump A: Eluent A (5.1).

7.2	 Pump B: Eluent B (5.2).

7.3	 Flow rate: 1,0 ml/min.

7.4	 Column oven temperature: 40 °C.

7.5	 Injection volume: 10 µl.

﻿

2� © ISO 2021 – All rights reserved

Full document details: ISO 23075-2021

http://www.avadocuments.com/doc/iso-23075-2021
http://www.avadocuments.com/doc/iso-23075-2021


﻿

ISO 23075:2021(E)

7.6	 Detector wavelength:

—	 aminoketone group: 235 nm;

—	 all other antidegradants: 290 nm.

7.7	 Elution programme.

Time Eluent A Eluent B
min % %

0 100 0
20 0 100
40 0 100
50 100 0
55 End

8	 Procedure

8.1	 Preparation of the calibration curve

Prepare standard solutions, for example from 2 × 10−4 mol/l to 10−3 mol/l (see Table B.1).

The concentration range shall be adapted depending on the requested quantification limit.

The calibration curve is obtained by plotting the peak area against the initial concentration of the 
antidegradant (see examples in Figures B.1 and B.2).

Check that the calibration curve is linear and the determination coefficient r2 is greater than 0,99.

Repeat the injections twice and report the average of the two values.

NOTE	 Combination of antidegradants calibration can be used.

8.2	 Preparation of the sample

8.2.1	 Cut about 1 g sample into small pieces about 2 mm square.

8.2.2	 Weigh, to the nearest 0,1 mg, about 200 mg of the small pieces and place each test portion into a 
20 ml flask.

8.2.3	 Add accurately, by pipette, 10 ml of extraction solvent (5.3) and stopper the flask.

8.2.4	 Extract in the ultrasonic bath (6.3) for 3 h at a temperature not exceeding 30 °C.

If the bath temperature exceeds 30 °C, the flask may rupture. Therefore, it is necessary periodically to 
add cold water to the bath during the extraction, or to use a cooling system, in order to maintain the 
bath below 30 °C.

Filtrate with PTFE filter (5.4).

The tests shall be duplicated. Two test portions per sample are extracted.
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