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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing documents is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates
closely with the International Electrotechnical Commission (IEC) on all matters of electrotechnical
standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to
the World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see
www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 24, Particle characterization including
sieving, Subcommittee SC 4, Particle characterization.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

Small-angle X-ray scattering (SAXS) is a well-established method to obtain structural information on
inhomogeneities in materials at the nanoscale, typically between 1 nm and 100 nm, and is thus perfectly
suited for nanoparticulate systems. Under certain conditions, the upper limit can be extended to
200 nm and beyond. For sufficiently monodisperse spherical particles, the observed oscillations of the
scattered intensity as a function of the momentum transfer, which is directly related to the scattering
angle and the wavelength of the incident X-rays, enable the size determination of nanoparticles. In
order to determine their concentration in a liquid (also called suspending medium, solvent or matrix),
the absolute differential scattering cross section has to be determined, thus the ratio of the scattered
intensity to the incident intensity. Assumptions on the particle shape are required, which can be based
on microscopic techniques like electron microscopy. Furthermore, the electron density difference
between the particles and the liquid needs to be known.

The concentration of nanoparticles, thus particles in the size range between about 1 nm to 100 nm, is
one of the most important parameters for nanoparticle use in industry, medicine and research, and is
expected to become relevant as well for regulatory purposes, especially in the pharmaceutic sector.
The application of SAXS for the determination of the mean particle size and size distribution has been
described in ISO 17867. This document covers the extension to obtain the nanoparticle concentration
as well from SAXS measurements. User-friendly commercial SAXS instruments are available worldwide
from several manufacturers for both routine and more sophisticated analyses, and state-of-the-art
research instruments are available at synchrotron radiation facilities.

As in all particle size measurement techniques, care is required in all aspects of the use of the
instrument, collection of data, and further interpretation. Therefore, there is a need for a document
that allows users to obtain good inter-laboratory agreement on the accuracy and reproducibility of the
technique.

Since all illuminated particles present in the X-ray beam are measured simultaneously, SAXS results are
ensemble and time averaged across all the particle orientations which are present in the sample.
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INTERNATIONAL STANDARD 1SO 23484:2023(E)

Determination of particle concentration by small-angle
X-ray scattering (SAXS)

1 Scope

This document deals with the application of small-angle X-ray scattering (SAXS) for the measurement
of the particle concentration in suspensions. In this document, only the concentration of sufficiently
monodisperse spherical particles is treated, which means that the width of the size distribution is
typically below about 50 % of the mean diameter. Here, the differential scattering cross section can be
calculated based on the form factor, which depends only on the momentum transfer q and the particle
radius r. Furthermore, this document is limited to dilute systems. A dilute system in the sense of SAXS
means that particle interactions are absent. In case of long-range interactions (Coulomb forces between
the particles), special care needs to be taken and a reduction of the concentration can be necessary.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 17867, Particle size analysis — Small angle X-ray scattering (SAXS)

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

[SO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

31
particle
minute piece of matter with defined physical boundaries

Note 1 to entry: A physical boundary can also be described as an interface.
Note 2 to entry: A particle can move as a unit.

Note 3 to entry: This definition applies to nano-objects.

[SOURCE: ISO/TS 80004-6:2021, 3.9]

3.2

particle size

linear dimension of a particle (3.1) determined by a specified measurement method and under specified
measurement conditions

Note 1 to entry: Different methods of analysis are based on the measurement of different physical properties.
Independent of the particle property actually measured, the particle size can be reported as a linear dimension,
e.g.as an equivalent spherical diameter.

[SOURCE: ISO/TS 80004-6:2021, 4.1.1]
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