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Foreword 
IS0 (the International Organization for Standardization) is a worldwide federation of 
national standards bodies ( IS0 member bodies). The work of preparing International 
Standards is normally carried out through IS0 technical committees. Each member 
body interested in a subject for which a technical committee has been established has 
the right to be represented on that committee. International organizations, govern- 
mental and non-governmental, in liaison with ISO, also take part in the work. 

Draft International Standards adopted by the technical committees are circulated to 
the member bodies for approval before their acceptance as International Standards by 
the I S 0  Council. They are approved in accordance with IS0 procedures requiring at 
least 75 % approval by the member bodies voting. 

International Standard IS0 2373 was prepared by Technical Committee ISO/TC 108, 
Mechanical vibration and shock, in collaboration with IEC/TC 2, Rotating machinery. 

This second edition cancels and replaces the first edition (IS0 2373 : 19741, sub-clause 
7.1 of which has been technically revised. 

Users should note that all International Standards undergo revision from time to time 
and that any reference made herein ?a any other International Standard implies its 
latest edition, unless otherwise stated. 

O International Organization for Standardization, 1987 

Printed in Switzerland 
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INTERNATIONAL STANDARD IS0 2373 : 1987 (E) 

Mec ha nical vi bration of certain rotating electrical 
machinery with shaft heights between 80 and 400 mm - 
Measurement and evaluation of the vibration severity 

O Introduction 

Vibrations in rotating electrical machinery are caused by 

- unbalance in the rotating masses; 

- slight deformations in the frame or bed of the machine 
caused by certain magnetic attraction between the stator 
and rotor; 

i 
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- the rolling bearings; 

- aerodynamic loads and some secondaiy effects, such 
as instability of the shaft in the bearings, passive resistance, 
asymmetric expansion, etc. 

In spite of the accurate balancing that can be obtained with 
dynamic balancing machines, residual unbalance generally 
proves to be the main cause of once-per-revolution vibrations 
found in a machine. 

The measurement of vibration is closely linked to the mounting 
of the machine and it is usually desirable to carry out vibration 
measurements under actual installation and operating condi- 
tions. However, in order to estimate the quality as far as 
balance and vibrations of rotating electrical machines are con- 
cerned, it is necessary to take measurements on the machine 
alone under properly determined test conditions which permit 
reproducible tests to be carried out and provide comparable 
measurements. 

The annex is given for guidance only and does not form an in- 
tegral part of this International Standard. 

1 Scope 

This International Standard specifies the test and measurement 
conditions, and provides guidance on the limits for the level of 
vibration severity, to enable the quality of a machine to be 
estimated as far as vibration is concerned. 

2 Field of application 

This International Standard applies to three-phase 
a.c.-machines and to d.c.-machines with shaft heights be- 
tween 80 and 400 mm. 

It does not apply to motor convenors, single-phase machines 
or three-phase machines operated on single-phase systems. 

3 Reference 

IS0 2954, Mechanical vibration of rotating E& reciprocating 
machinery - Requirements for instruments for measuring 
vibration sevedy. 

4 Measurement quantity 

The criterion adopted for vibration seventy is the r.m.s.-value 
of the vibration-velocity in millimetres per second. The greatest 
value, determined at the stipulated measuring points (see 7.3), 
characterizes the vibration severity of the machine. 

NOTE - Recommended maximum limits of vibration severity are given 
in the annex for guidance. 

5 Measuring equipmentl) 

The equipment to be used shall have an electrical instrument 
with a true r.m.s. rectification characteristic, permitting reading 
of the r.m.s.-value of vibration velocity. The instrument-system 
shall have a frequency range from 10 to 1 O00 Hz with an 
overall frequency characteristic conforming to figure 1 and a 
measuring accuracy of at least f 10 % of the indicated value. 

The transverse sensitivity of the vibration pick-up shall be less 
than 10 % of the sensitivity in the normal measuring direction. 

NOTE - There are certain instruments, operating mainly on 
mechanical principles, 

- for measuring the vibration displacement, 

- for measuring the vibration acceleration, 

which also enable the vibration severity of the machine to be 
estimated. However, correspondence between vibration displacement, 
acceleration and velocity can only be precisely determined in the case 
of sinusoidal vibration. 

In order to eliminate differences in estimation and to permit effective 
and sufficiently accurate comparison of measurement, the only in- 
struments to be used should be those conforming to the specifications 
given in this clause. 

1) See1SO2954. 
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