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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization. 

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement. 

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and 
expressions related to conformity assessment, as well as information about ISO's adherence to 
the World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see 
www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 48, Laboratory equipment.

This first edition of ISO 23783-2, together with ISO 23783-1 and ISO 23783-3, cancels and replaces 
IWA 15:2015.

A list of all parts in the ISO 23783 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

Globalization of laboratory operations requires standardized practices for operating automated 
liquid handling systems (ALHS), communicating test protocols, as well as analysing and reporting 
of performance parameters. IWA  15:2015 was developed to provide standardized terminology, test 
protocols, and analytical methods for reporting test results. The concepts developed for, and described 
in, IWA 15 form the foundation of the ISO 23783 series.

Specifically, this document addresses the needs of:

—	 users of ALHS, as a basis for calibration, verification, validation, optimization, and routine testing of 
trueness and precision;

—	 manufacturers of ALHS, as a basis for quality control, communication of acceptance test specifications 
and conditions, and issuance of manufacturer’s declarations (where appropriate);

—	 test houses and other bodies, as a basis for certification, calibration, and testing.

The tests established in this document should be carried out by trained personnel.

v© ISO 2022 – All rights reserved	 ﻿
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INTERNATIONAL STANDARD ISO 23783-2:2022(E)

Automated liquid handling systems —

Part 2: 
Measurement procedures for the determination of 
volumetric performance

1	 Scope

This document specifies procedures for the determination of volumetric performance of automated 
liquid handling systems (ALHS), including traceability and estimations of measurement uncertainty of 
measurement results.

This document is applicable to all ALHS with complete, installed liquid handling devices, including tips 
and other essential parts needed for delivering a specified volume, which perform liquid handling tasks 
without human intervention into labware.

NOTE	 For terminology and general requirements of automated liquid handling systems, see ISO  23783-1. 
Determination, specification, and reporting of volumetric performance of automated liquid handling systems is 
described in ISO 23783-3.

2	 Normative references

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 3696, Water for analytical laboratory use — Specification and test methods

ISO 8655-6, Piston-operated volumetric apparatus – Part 6: Gravimetric reference measurement procedure 
for the determination of volume

ISO 23783-1, Automated liquid handling systems — Part 1: Terminology and general requirements

ISO 23783-3, Automated liquid handling systems — Part 3: Determination, specification, and reporting of 
volumetric performance

3	 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 23783-1 apply.

ISO and IEC maintain terminology databases for use in standardization at the following addresses:

—	 ISO Online browsing platform: available at https://​www​.iso​.org/​obp

—	 IEC Electropedia: available at https://​www​.electropedia​.org/​

4	 Abbreviated terms

For the purposes of this document, the abbreviated terms given in ISO 23783-1 apply.

1© ISO 2022 – All rights reserved	 ﻿
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5	 Measurement methods

5.1	 Overview of methods suitable for measuring ALHS performance

When choosing a test method for an ALHS, its suitability for the specific test situation shall be evaluated. 
This evaluation shall consider the systematic and random error requirements of the ALHS to which the 
test method is being applied. The selected test method shall be adequate to evaluate whether the ALHS 
performance is fit for its intended purpose.

NOTE 1	 Fitness for purpose is a foundational concept and closely related to the process of metrological 
confirmation as described in ISO 9000 and ISO 9001.

The test method shall have a sufficiently small measuring system uncertainty (MSU) for the specific 
test situation. The MSU should be determined in accordance with a suitable approach (see 8.2 for more 
detail).

NOTE 2	 The measurement model approach for estimating MSU is described in ISO/IEC Guide 98-3 and the 
measurement system approach is described in EURACHEM/CITAG Guide CG 4 [4]. 

Table  1 is intended to provide an overview of methods suitable for determining the volumetric 
performance of ALHS. It provides cross-references between the method abstracts from 5.2 to 5.5, and 
the corresponding procedures in Annexes  B to I. It further describes the volume ranges, plate and 
liquid types which can be used for testing ALHS performance with a given method. It also lists typical 
systematic and random errors achievable if a test procedure is exactly followed as described in its 
respective annex. The suitability of a method for a given test situation may also be determined by the 
required equipment or environmental conditions under which it needs to be carried out.

Only key test equipment is listed in Table 1, while test equipment to monitor liquid and air temperatures, 
relative humidity, and barometric pressure is required for each procedure, as specified in the 
corresponding annexes.

	 ﻿� © ISO 2022 – All rights reserved
�﻿

2

Full document details: ISO 23783-2-2022

http://avadocuments2026.com/doc/iso-23783-2-2022
http://avadocuments2026.com/doc/iso-23783-2-2022


ISO 23783-2:2022(E)

Ta
bl

e 
1 

—
 T

es
t m

et
ho

ds
 fo

r 
A

LH
S

M
et

ho
d 

Re
f.

M
et

ho
d

Li
qu

id
 

ty
pe

Pl
at

e 
ty

pe
Vo

lu
m

e 
ra

ng
e

Ty
pi

ca
l 

sy
st

em
at

ic
 

er
ro

r 
a

Ty
pi

ca
l 

ra
nd

om
 

er
ro

r 
a

En
vi

ro
nm

en
ta

l 
 c

on
di

ti
on

s 
b

Te
st

 e
qu

ip
m

en
t

 
 

 
w

el
ls

µl
%

%
 

 
Ph

ot
om

et
ri

c 
m

et
ho

ds
5.

2.
1

An
ne

x 
B

D
ua

l-d
ye

 ra
tio

m
-

et
ri

c p
ho

to
m

et
ri

c 
m

et
ho

d

Aq
ue

ou
s, 

DM
SO

 c
96

0,
1 

to
 3

50
,0

2,
0 

to
 3

,0
0,

15
 to

 0
,2

5
Te

m
pe

ra
tu

re
:

Aq
ue

ou
s:

15
 °C

 to
 3

0 
°C

DM
SO

 c : 
19

 °C
 to

 3
0 

°C
RH

 d :
 2

0 
%

 to
 9

0 
%

—
	

M
ic

ro
pl

at
e 

ab
so

rb
an

ce
 r

ea
de

r 
ca

pa
bl

e 
of

 m
ea

su
ri

ng
 a

bs
or

ba
nc

e 
at

 5
20

 n
m

 
an

d 
73

0 
nm

;

—
	

di
m

en
si

on
al

ly
 

ch
ar

ac
te

ri
ze

d 
96

- 
or

 
38

4-
w

el
l 

m
ic

ro
pl

at
es

 w
ith

 o
pt

ic
al

ly
 

cl
ea

r b
ot

to
m

;

—
	

ca
lib

ra
tio

n 
pl

at
e 

fo
r p

la
te

 re
ad

er
;

—
	

m
ic

ro
pl

at
e 

sh
ak

er
;

—
	

ba
la

nc
e;

—
	

sp
ec

tr
op

ho
to

m
et

er
 

ca
pa

bl
e 

of
 

m
ea

su
ri

ng
 a

bs
or

ba
nc

e 
at

 5
20

 n
m

 a
nd

 
73

0 
nm

;

—
	

pH
 m

et
er

;

—
	

vo
lu

m
et

ri
c f

la
sk

s.

38
4

0,
01

 to
 5

5,
0

2,
5 

to
 5

,5
0,

35
 to

 0
,5

5

a 	
Ty

pi
ca

lly
, l

ar
ge

r t
es

t v
ol

um
es

 le
ad

 to
 sm

al
le

r e
rr

or
s.

b 	
Th

e 
m

in
im

um
 te

m
pe

ra
tu

re
 o

f t
he

 te
st

 e
nv

ir
on

m
en

t s
ha

ll 
be

 a
bo

ve
 th

e 
m

el
ti

ng
 p

oi
nt

 o
f t

he
 te

st
 li

qu
id

, e
ns

ur
in

g 
th

at
 it

 w
ill

 n
ot

 so
lid

ify
 a

t a
ny

 p
oi

nt
 d

ur
in

g 
th

e 
te

st
. T

he
 re

la
ti

ve
 

hu
m

id
it

y 
of

 th
e 

te
st

 e
nv

ir
on

m
en

t s
ha

ll 
be

 n
on

-c
on

de
ns

in
g.

c 	
D

im
et

hy
ls

ul
fo

xi
de

. 
d 	

Re
la

ti
ve

 h
um

id
it

y.
 

© ISO 2022 – All rights reserved	 ﻿
﻿

3

Full document details: ISO 23783-2-2022

http://avadocuments2026.com/doc/iso-23783-2-2022
http://avadocuments2026.com/doc/iso-23783-2-2022


ISO 23783-2:2022(E)

M
et

ho
d 

Re
f.

M
et

ho
d

Li
qu

id
 

ty
pe

Pl
at

e 
ty

pe
Vo

lu
m

e 
ra

ng
e

Ty
pi

ca
l 

sy
st

em
at

ic
 

er
ro

r 
a

Ty
pi

ca
l 

ra
nd

om
 

er
ro

r 
a

En
vi

ro
nm

en
ta

l 
 c

on
di

ti
on

s 
b

Te
st

 e
qu

ip
m

en
t

 
 

 
w

el
ls

µl
%

%
 

 
5.

2.
2

An
ne

x 
C

Si
ng

le
-d

ye
 p

ho
to

-
m

et
ri

c m
et

ho
d

Aq
ue

ou
s

96
1,

0 
to

 1
00

,0
3

1,
5

Te
m

pe
ra

tu
re

:
15

 °C
 to

 3
0 

°C
RH

 d :
 4

0 
%

 to
 7

0 
%

—
	

M
ic

ro
pl

at
e 

ab
so

rb
an

ce
 r

ea
de

r 
ca

pa
bl

e 
of

 m
ea

su
ri

ng
 a

bs
or

ba
nc

e 
at

 4
92

 n
m

 
an

d 
62

0 
nm

;

—
	

96
- 

or
 

38
4-

w
el

l 
m

ic
ro

pl
at

es
 

w
ith

 
op

tic
al

ly
 c

le
ar

 b
ot

to
m

;

—
	

ba
la

nc
e;

—
	

m
ag

ne
tic

 s
ti

rr
er

;

—
	

m
ic

ro
pl

at
e 

sh
ak

er
;

—
	

pH
 m

et
er

;

—
	

m
an

ua
l p

ip
et

te
s;

—
	

vo
lu

m
et

ri
c f

la
sk

s.

38
4

0,
25

 to
 2

0,
0

3
1,

5

a 	
Ty

pi
ca

lly
, l

ar
ge

r t
es

t v
ol

um
es

 le
ad

 to
 sm

al
le

r e
rr

or
s.

b 	
Th

e 
m

in
im

um
 te

m
pe

ra
tu

re
 o

f t
he

 te
st

 e
nv

ir
on

m
en

t s
ha

ll 
be

 a
bo

ve
 th

e 
m

el
ti

ng
 p

oi
nt

 o
f t

he
 te

st
 li

qu
id

, e
ns

ur
in

g 
th

at
 it

 w
ill

 n
ot

 so
lid

ify
 a

t a
ny

 p
oi

nt
 d

ur
in

g 
th

e 
te

st
. T

he
 re

la
ti

ve
 

hu
m

id
it

y 
of

 th
e 

te
st

 e
nv

ir
on

m
en

t s
ha

ll 
be

 n
on

-c
on

de
ns

in
g.

c 	
D

im
et

hy
ls

ul
fo

xi
de

. 
d 	

Re
la

ti
ve

 h
um

id
it

y.
 

Ta
bl

e 
1 

(c
on

tin
ue

d)

	 ﻿� © ISO 2022 – All rights reserved
�﻿

4

Full document details: ISO 23783-2-2022

http://avadocuments2026.com/doc/iso-23783-2-2022
http://avadocuments2026.com/doc/iso-23783-2-2022


ISO 23783-2:2022(E)

M
et

ho
d 

Re
f.

M
et

ho
d

Li
qu

id
 

ty
pe

Pl
at

e 
ty

pe
Vo

lu
m

e 
ra

ng
e

Ty
pi

ca
l 

sy
st

em
at

ic
 

er
ro

r 
a

Ty
pi

ca
l 

ra
nd

om
 

er
ro

r 
a

En
vi

ro
nm

en
ta

l 
 c

on
di

ti
on

s 
b

Te
st

 e
qu

ip
m

en
t

 
 

 
w

el
ls

µl
%

%
 

 
5.

2.
3

An
ne

x 
H

Fl
uo

re
sc

en
ce

 m
et

h-
od

Aq
ue

ou
s,

DM
SO

 c

38
4

0,
00

1 
to

 0
,0

15
<8

<8
Te

m
pe

ra
tu

re
:

17
 °C

 to
 2

7 
°C

RH
 d :

 n
on

-c
on

de
ns

in
g

—
	

M
ic

ro
pl

at
e 

flu
or

es
ce

nc
e 

re
ad

er
 w

ith
 

ex
ci

ta
tio

n 
w

av
el

en
gt

h 
at

 4
94

 n
m

 a
nd

 
em

is
si

on
 a

na
ly

si
s a

t 5
21

 n
m

;

—
	

38
4-

 
or

 
15

36
-w

el
l 

flu
or

es
ce

nc
e 

m
ic

ro
pl

at
es

;

—
	

ba
la

nc
e;

—
	

bu
lk

 li
qu

id
 d

is
pe

ns
er

 o
r m

ul
ti-

ch
an

ne
l 

pi
pe

tt
e;

—
	

m
ic

ro
pl

at
e 

sh
ak

er
;

—
	

pH
 m

et
er

;

—
	

m
an

ua
l p

ip
et

te
s;

—
	

vo
lu

m
et

ri
c f

la
sk

s.

1 
53

6
0,

00
1 

to
 0

,0
15

<8
<8

a 	
Ty

pi
ca

lly
, l

ar
ge

r t
es

t v
ol

um
es

 le
ad

 to
 sm

al
le

r e
rr

or
s.

b 	
Th

e 
m

in
im

um
 te

m
pe

ra
tu

re
 o

f t
he

 te
st

 e
nv

ir
on

m
en

t s
ha

ll 
be

 a
bo

ve
 th

e 
m

el
ti

ng
 p

oi
nt

 o
f t

he
 te

st
 li

qu
id

, e
ns

ur
in

g 
th

at
 it

 w
ill

 n
ot

 so
lid

ify
 a

t a
ny

 p
oi

nt
 d

ur
in

g 
th

e 
te

st
. T

he
 re

la
ti

ve
 

hu
m

id
it

y 
of

 th
e 

te
st

 e
nv

ir
on

m
en

t s
ha

ll 
be

 n
on

-c
on

de
ns

in
g.

c 	
D

im
et

hy
ls

ul
fo

xi
de

. 
d 	

Re
la

ti
ve

 h
um

id
it

y.
 

Ta
bl

e 
1 

(c
on

tin
ue

d)

© ISO 2022 – All rights reserved	 ﻿
﻿

5

Full document details: ISO 23783-2-2022

http://avadocuments2026.com/doc/iso-23783-2-2022
http://avadocuments2026.com/doc/iso-23783-2-2022


ISO 23783-2:2022(E)

M
et

ho
d 

Re
f.

M
et

ho
d

Li
qu

id
 

ty
pe

Pl
at

e 
ty

pe
Vo

lu
m

e 
ra

ng
e

Ty
pi

ca
l 

sy
st

em
at

ic
 

er
ro

r 
a

Ty
pi

ca
l 

ra
nd

om
 

er
ro

r 
a

En
vi

ro
nm

en
ta

l 
 c

on
di

ti
on

s 
b

Te
st

 e
qu

ip
m

en
t

 
 

 
w

el
ls

µl
%

%
 

 
Gr

av
im

et
ri

c 
m

et
ho

ds
5.

3.
1

An
ne

x 
D

Si
ng

le
 ch

an
ne

l a
na

l-
ys

is
An

y
n/

a
0,

5 
to

 <
20

≤1
,4

≤0
,6

Te
m

pe
ra

tu
re

:
17

 °C
 to

 3
0 

°C
RH

 d :
 4

5 
%

 to
 8

0 
%

—
	

Ba
la

nc
e;

—
	

de
ns

it
y 

m
et

er
;

—
	

an
ti-

el
ec

tr
os

ta
tic

 e
qu

ip
m

en
t;

—
	

an
ti-

vi
br

at
io

n 
ta

bl
e;

—
	

te
m

pe
ra

tu
re

- a
nd

 h
um

id
it

y 
co

nt
ro

l f
or

 
en

vi
ro

nm
en

t;

—
	

dr
af

t s
hi

el
d 

or
 d

ra
ft-

fr
ee

 e
nv

ir
on

m
en

t 
fo

r b
al

an
ce

.

20
 to

 <
20

0
≤0

,9
≤0

,3
20

0 
to

 1
 0

00
≤0

,9
≤0

,3

5.
3.

2
An

ne
x 

E
Re

gr
es

si
on

 an
al

ys
is

An
y

n/
a

<0
,0

15
20

 to
 5

0
<1

0
Te

m
pe

ra
tu

re
:

17
 °C

 to
 2

7 
°C

RH
 d :

 4
5 

%
 to

 8
0 

%
Ba

ro
m

et
ri

c 
pr

es
su

re
: 

60
0 

hP
a 

to
 1

 1
00

 h
Pa

—
	

Ba
la

nc
e;

—
	

de
ns

it
y 

m
et

er
 w

ith
 6

 d
ec

im
al

 p
la

ce
s;

—
	

an
ti-

el
ec

tr
os

ta
tic

 e
qu

ip
m

en
t;

—
	

an
ti-

vi
br

at
io

n 
ta

bl
e;

—
	

te
m

pe
ra

tu
re

- a
nd

 h
um

id
it

y 
co

nt
ro

l f
or

 
en

vi
ro

nm
en

t;

—
	

dr
af

t s
hi

el
d 

or
 d

ra
ft-

fr
ee

 e
nv

ir
on

m
en

t 
fo

r b
al

an
ce

.

0,
01

5 
to

 <
0,

05
0

2 
to

 5
2,

5 
to

 5
0,

05
0 

to
 1

0,
5 

to
 2

<0
,5

a 	
Ty

pi
ca

lly
, l

ar
ge

r t
es

t v
ol

um
es

 le
ad

 to
 sm

al
le

r e
rr

or
s.

b 	
Th

e 
m

in
im

um
 te

m
pe

ra
tu

re
 o

f t
he

 te
st

 e
nv

ir
on

m
en

t s
ha

ll 
be

 a
bo

ve
 th

e 
m

el
ti

ng
 p

oi
nt

 o
f t

he
 te

st
 li

qu
id

, e
ns

ur
in

g 
th

at
 it

 w
ill

 n
ot

 so
lid

ify
 a

t a
ny

 p
oi

nt
 d

ur
in

g 
th

e 
te

st
. T

he
 re

la
ti

ve
 

hu
m

id
it

y 
of

 th
e 

te
st

 e
nv

ir
on

m
en

t s
ha

ll 
be

 n
on

-c
on

de
ns

in
g.

c 	
D

im
et

hy
ls

ul
fo

xi
de

. 
d 	

Re
la

ti
ve

 h
um

id
it

y.
 

Ta
bl

e 
1 

(c
on

tin
ue

d)

	 ﻿� © ISO 2022 – All rights reserved
�﻿

6

Full document details: ISO 23783-2-2022

http://avadocuments2026.com/doc/iso-23783-2-2022
http://avadocuments2026.com/doc/iso-23783-2-2022


ISO 23783-2:2022(E)

M
et

ho
d 

Re
f.

M
et

ho
d

Li
qu

id
 

ty
pe

Pl
at

e 
ty

pe
Vo

lu
m

e 
ra

ng
e

Ty
pi

ca
l 

sy
st

em
at

ic
 

er
ro

r 
a

Ty
pi

ca
l 

ra
nd

om
 

er
ro

r 
a

En
vi

ro
nm

en
ta

l 
 c

on
di

ti
on

s 
b

Te
st

 e
qu

ip
m

en
t

 
 

 
w

el
ls

µl
%

%
 

 
Ph

ot
om

et
ri

c/
gr

av
im

et
ri

c 
hy

br
id

 m
et

ho
d

5.
4

An
ne

x 
F

T
a

rt
ra

zi
n

e 
a

s 
ch

ro
m

op
ho

re
Aq

ue
ou

s
96

1,
0 

to
 3

00
,0

0,
2 

to
 0

,8
0,

5 
to

 1
,0

Te
m

pe
ra

tu
re

:
—

	
Ba

la
nc

e;

—
	

m
ic

ro
pl

at
e 

ab
so

rb
an

ce
 

re
ad

er
 

ca
pa

bl
e 

to
 m

ea
su

re
 a

bs
or

ba
nc

e 
at

 th
e 

fo
llo

w
in

g 
w

av
el

en
gt

hs
, d

ep
en

di
ng

 o
n 

th
e 

ch
ro

m
op

ho
re

 u
se

d:
38

4
1,

0 
to

 2
0,

0
0,

4 
to

 1
,0

0,
9 

to
 1

,5
17

 °C
 to

 3
0 

°C
—

	
4-

ni
tr

op
he

no
l: 

40
5 

nm
 an

d 
62

0 
nm

,
4-

ni
tr

op
he

no
l 

as
 

ch
ro

m
op

ho
re

Aq
ue

ou
s

96
10

 to
 1

 0
00

5 
to

 2
50

<1
 to

 5
1 

to
 2

Te
m

pe
ra

tu
re

 st
ab

ili
ty

:
< 

±0
,5

 °C
—

	
Ta

rt
ra

zi
ne

: 4
50

 n
m

 a
nd

 6
20

 n
m

,

96
, 3

84
1 

to
 6

0
0,

5 
to

 2
5

<1
 to

 5
1 

to
 2

RH
 d :

 4
5 

%
 to

 8
0 

%
RH

 d  s
ta

bi
lit

y:
< 

±1
0 

%

—
	

Or
an

ge
 G

: 4
92

 n
m

 a
nd

 6
20

 n
m

38
4,

 1
 5

36
0,

1 
to

 8
<2

 to
 1

0
2 

to
 5

—
	

m
ic

ro
pl

at
e 

sh
ak

er
;

—
	

96
- 

or
 

38
4-

w
el

l 
m

ic
ro

pl
at

es
 

w
ith

 
op

tic
al

ly
 c

le
ar

 b
ot

to
m

;

—
	

m
an

ua
l p

ip
et

te
s;

—
	

ce
nt

ri
fu

ge
 tu

be
s 1

,5
 m

l;

—
	

an
ti-

vi
br

at
io

n 
ta

bl
e;

Or
an

ge
 G

 as
 ch

ro
m

o-
ph

or
e

Aq
ue

ou
s

96
1 

to
 1

00
<1

 to
 5

1,
5

—
	

te
m

pe
ra

tu
re

- a
nd

 h
um

id
it

y 
co

nt
ro

l f
or

 
en

vi
ro

nm
en

t;
38

4
1 

to
 5

0
<1

 to
 5

1,
5

—
	

dr
af

t s
hi

el
d 

or
 d

ra
ft-

fr
ee

 e
nv

ir
on

m
en

t 
fo

r b
al

an
ce

.
a 	

Ty
pi

ca
lly

, l
ar

ge
r t

es
t v

ol
um

es
 le

ad
 to

 sm
al

le
r e

rr
or

s.
b 	

Th
e 

m
in

im
um

 te
m

pe
ra

tu
re

 o
f t

he
 te

st
 e

nv
ir

on
m

en
t s

ha
ll 

be
 a

bo
ve

 th
e 

m
el

ti
ng

 p
oi

nt
 o

f t
he

 te
st

 li
qu

id
, e

ns
ur

in
g 

th
at

 it
 w

ill
 n

ot
 so

lid
ify

 a
t a

ny
 p

oi
nt

 d
ur

in
g 

th
e 

te
st

. T
he

 re
la

ti
ve

 
hu

m
id

it
y 

of
 th

e 
te

st
 e

nv
ir

on
m

en
t s

ha
ll 

be
 n

on
-c

on
de

ns
in

g.
c 	

D
im

et
hy

ls
ul

fo
xi

de
. 

d 	
Re

la
ti

ve
 h

um
id

it
y.

 

Ta
bl

e 
1 

(c
on

tin
ue

d)

© ISO 2022 – All rights reserved	 ﻿
﻿

7

Full document details: ISO 23783-2-2022

http://avadocuments2026.com/doc/iso-23783-2-2022
http://avadocuments2026.com/doc/iso-23783-2-2022


ISO 23783-2:2022(E)

M
et

ho
d 

Re
f.

M
et

ho
d

Li
qu

id
 

ty
pe

Pl
at

e 
ty

pe
Vo

lu
m

e 
ra

ng
e

Ty
pi

ca
l 

sy
st

em
at

ic
 

er
ro

r 
a

Ty
pi

ca
l 

ra
nd

om
 

er
ro

r 
a

En
vi

ro
nm

en
ta

l 
 c

on
di

ti
on

s 
b

Te
st

 e
qu

ip
m

en
t

 
 

 
w

el
ls

µl
%

%
 

 
D

im
en

si
on

al
 m

et
ho

ds
5.

5.
1

An
ne

x 
G

Op
tic

al
 im

ag
e a

na
l-

ys
is

 o
f d

ro
pl

et
s

An
y

n/
a

Fr
ee

 fl
yi

ng
 d

ro
p-

le
ts

 o
f V

 <
0,

5 
µl

<5
<2

Te
m

pe
ra

tu
re

:
(2

0 
± 

3)
 °C

 or
 (2

7 
± 

3)
 °C

RH
 d :

 5
0 

%
 to

 8
0 

%

—
	

St
ro

bo
sc

op
ic

 
ca

m
er

a 
or

 
hi

gh
-s

pe
ed

 
ca

m
er

a;

—
	

au
to

m
at

ic
 im

ag
e 

de
te

ct
io

n 
so

ft
w

ar
e.

5.
5.

2
An

ne
x 

I
Op

tic
al

 im
ag

e a
na

ly
-

si
s o

f c
ap

ill
ar

ie
s

An
y

n/
a

0,
1 

to
 1

,0
<1

0
<7

Te
m

pe
ra

tu
re

:
15

 °C
 to

 3
5 

°C
RH

 d :
 1

5 
%

 to
 9

0 
%

—
	

Fl
at

be
d 

sc
an

ne
r;

—
	

im
ag

e 
an

al
ys

is
 so

ft
w

ar
e;

—
	

sp
ec

ia
liz

ed
 p

la
te

s w
ith

 c
ap

ill
ar

ie
s.

>1
,0

 to
 1

 0
00

<5
<4

a 	
Ty

pi
ca

lly
, l

ar
ge

r t
es

t v
ol

um
es

 le
ad

 to
 sm

al
le

r e
rr

or
s.

b 	
Th

e 
m

in
im

um
 te

m
pe

ra
tu

re
 o

f t
he

 te
st

 e
nv

ir
on

m
en

t s
ha

ll 
be

 a
bo

ve
 th

e 
m

el
ti

ng
 p

oi
nt

 o
f t

he
 te

st
 li

qu
id

, e
ns

ur
in

g 
th

at
 it

 w
ill

 n
ot

 so
lid

ify
 a

t a
ny

 p
oi

nt
 d

ur
in

g 
th

e 
te

st
. T

he
 re

la
ti

ve
 

hu
m

id
it

y 
of

 th
e 

te
st

 e
nv

ir
on

m
en

t s
ha

ll 
be

 n
on

-c
on

de
ns

in
g.

c 	
D

im
et

hy
ls

ul
fo

xi
de

. 
d 	

Re
la

ti
ve

 h
um

id
it

y.
 

Ta
bl

e 
1 

(c
on

tin
ue

d)

	 ﻿� © ISO 2022 – All rights reserved
�﻿

8

Full document details: ISO 23783-2-2022

http://avadocuments2026.com/doc/iso-23783-2-2022
http://avadocuments2026.com/doc/iso-23783-2-2022


ISO 23783-2:2022(E)

5.2	 Photometric methods

5.2.1	 Dual-dye ratiometric photometric method

This method allows the determination of volumes of aqueous test liquids from 0,1 µl to 350 µl in 96-
well plates, and from 0,01 µl to 55 µl in 384-well plates. Volumes of dimethylsulfoxide (DMSO)-based 
test liquids can be determined from 0,11 µl to 10 µl in 96-well plates, and from 0,01 µl to 2,5 µl in 384-
well plates.

This method is suitable to determine the performance of ALHS with up to 384 channels. The operating 
environment for this method is 15 °C to 30 °C (19 °C to 30 °C for DMSO liquids), and it is not dependent 
on the ambient relative humidity and barometric pressure at the test location. Further information on 
the effect of relative humidity and barometric pressure on this method can be found in Reference [5].

Traceability of the measurement results to the International System of Units (SI) is achieved through the 
use of a calibrated microplate absorbance reader, dimensionally characterized microplates, calibrated 
balance, and calibrated volumetric glassware. 

The procedure for the dual-dye ratiometric photometric method specified in Annex B shall be followed.

5.2.2	 Single-dye photometric method

This method is suitable for evaluating the volumetric performance of ALHS with up to 384 channels 
using  aqueous test liquids. Volumes from 1 µl to 100 µl can be measured in 96-well plates, and from 
0,25 µl to 20 µl in 384-well plates.

Traceability of the measurement results to the SI is achieved through the use of a calibrated balance, 
calibrated pipettes, a calibrated microplate absorbance reader, and calibrated volumetric glassware. 

The procedure for the single-dye photometric method specified in Annex C shall be followed.

5.2.3	 Fluorescence method

This method is suitable to evaluate the volumetric performance of ALHS delivering volumes smaller 
than 15 nl. The fluorescence of the test liquid of fluorescein in DMSO is measured in 384-well or 1536-
well microplates, which are specifically suited for fluorescence measurements.

This method is intended to be used for non-contact liquid delivery devices (e.g. acoustic, dispensing 
valves, or inkjet-type technology) that deliver the liquid volume as free flying droplets or jets into the 
wells of the microplate.

Traceability of the measurement results to the SI is achieved through the use of a calibrated fluorescence 
microplate reader, calibrated balance, calibrated pipettes, and calibrated volumetric glassware. 

The procedure for the fluorescence method specified in Annex H shall be followed.

5.3	 Gravimetric methods

5.3.1	 Single channel method

This method describes the apparatus, procedure and reference material for recording measurements 
with the gravimetric method. A single pan balance is used to take a measurement from a single channel 
at a time. The following accommodations shall be made:

—	 placement of the balance and the weighing vessel which reduce draft and vibrations to a suitable 
level;

—	 control of the environmental conditions affecting the mass to volume conversion of the measurement 
(temperature and relative humidity);
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—	 monitoring of the barometric pressure, which affects the mass to volume conversion.

Traceability of the measurement results to the SI  is achieved through the use of a calibrated balance 
and accounting for test liquid density and air buoyancy. 

The procedure for the single-channel gravimetric method specified in Annex D shall be followed.

5.3.2	 Regression analysis

The gravimetric regression method (GRM) is suitable for the measurement of very small liquid volumes, 
between 0,005 µl and 1 µl. The method is based on a gravimetric balance as the primary measurement 
device.

This method is intended to be used for non-contact liquid delivery devices (e.g. dispensing valves, 
acoustic, or inkjet-type dispensing) that deliver the liquid volume as free flying droplets or jets to the 
balance receptacle.

The key difference to traditional gravimetric methods used for the measurement of larger volumes is 
the determination of the target volume: a series of balance readings is recorded over a period of time 
before and after the device under test has delivered the liquid to be measured into the receptacle on 
the balance. The measurement result of the delivered test liquid is then determined as the difference 
between two linear regression lines fitted to the recorded balance data before and after the liquid 
delivery. This method allows measurement of balance drift due to evaporation and other disturbances 
of the measurement (e.g. by vibrations during the data acquisition), so that these can be compensated 
for in the measurement calculation (see Reference [6] for more details).

Accommodations regarding the placement of the balance and environmental control and monitoring 
given in 5.3.1 shall be made.

Traceability of the measurement results to the SI is achieved through the use of a calibrated balance. 

The procedure for the gravimetric regression method specified in Annex E shall be followed.

5.4	 Hybrid photometric/gravimetric method

The photometric / gravimetric hybrid method allows the evaluation of volumetric performance of ALHS 
by a combination of a gravimetric measurement with subsequent photometric measurements. Test 
liquid containing a chromophore is delivered into 96-well or 384-well microplates. The systematic error 
is determined by gravimetry of the aggregate deliveries into the microplate. Subsequently, the random 
error of volume deliveries is determined photometrically by measuring the relative absorbances of each 
well of the microplate.

Chromophores suitable for this method are Tartrazine, Orange  G, and 4-nitrophenol. The procedure 
described in Annex F is suitable for test volumes between 1 µl and 200 µl in 96-well plates, and 1 µl and 
50 µl in 384-well plates.

Accommodations regarding the placement of the balance and environmental control and monitoring 
given in 5.3.1 shall be made.

Traceability of the measurement results to the SI is achieved through the use of a calibrated balance, 
calibrated pipettes, and calibrated volumetric glassware. 

The procedure for the hybrid method specified in Annex F shall be followed.

5.5	 Dimensional methods

5.5.1	 Optical image analysis of droplets

This method measures the volume of delivered liquids by analysing images acquired by a high-
speed camera and stroboscopic illumination during the liquid delivery cycle. It is suitable for ALHS, 
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which deliver liquid volumes as a sequence of discreet micro droplets (for further information on the 
determination of droplet volumes, see Reference [7]).

Traceability of the measurement results to the SI is achieved through calibration of the length scale of 
the acquired images.

The procedure for the optical image analysis of droplets specified in Annex G shall be followed.

5.5.2	 Optical image analysis of capillaries

The method is based on the optical analysis of images acquired of capillaries of known and calibrated 
geometry. For the image acquisition, a flatbed scanner is used. The method provides a direct 
determination of the volume by the optical measurement of one or multiple lengths of the calibrated 
capillaries.

The method can be used to measure volumes between 0,1  µl and 1  000  µl for ALHS with 1 to 384 
channels. The measurement uncertainties only minimally depend on the environmental conditions and 
are reliable in a broad range of environmental conditions without error corrections.

Traceability of the measurement results to the SI is achieved by using calibrated capillaries and a 
calibrated image acquisition device. 

The procedure for the optical image analysis of capillaries specified in Annex I shall be followed.

6	 Equipment and preparation

6.1	 Test equipment

Test equipment used for volumetric performance measurements according to the procedures described 
in this document shall conform to the minimum performance requirements given in Tables 2, 3, 4, and 
5, unless different minimum performance requirements are described within a specific test procedure. 
Balances shall be allowed to settle for at least 6 s before reading the indicated value.

NOTE 1	 The balance repeatability and expanded uncertainty in use given in Table  2 are harmonized with 
Table 3 but the weighing ranges are restricted to improve accuracy when weighing an amount of dry chemicals.

NOTE 2	 The balance requirements given in Table  3 are based on ISO  8655-6 and allow multiple replicate 
deliveries of test liquid into the same weighing vessel without emptying it out.

Table 2 — Minimum requirements for balances for weighing dry materials

Smallest amount to be 
weighed Readability Repeatability Expanded uncertainty in 

use a (k = 2)
g mg mg mg

<1,0 0,001 0,006 0,012
1,0 0,01 0,025 0,05
10 0,1 0,2 0,4

100 1 2 4
1 000 10 20 40

a	 Uncertainty in use can be determined according to ASTM E898-20[8] and EURAMET CG-18[9] at the minimum mass 
listed in the table.
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Table 3 — Minimum requirements for balances for weighing liquids

Delivered volume of test 
liquid a Readability Repeatability Expanded uncertainty in 

use b (k = 2)
µl mg mg mg

<0,5 0,000 1 0,000 5 0,001
0,5 ≤ V < 20 0,001 0,006 0,012
20 ≤ V < 200 0,01 0,025 0,05

200 ≤ V ≤ 10 000 0,1 0,2 0,4
a	 Assumes one delivery of test liquid from a single channel.
b	 Uncertainty in use can be determined according to ASTM E898-20[8] and EURAMET CG-18[9] at the value of the largest 
volume of the listed range, assuming a single channel delivery.

Table 4 — Minimum performance requirements for absorbance microplate readers

Parameter Requirement
Photometric resolution 0,001 AU b

Photometric trueness a from 0 AU to 1,0 AU 0,005 AU
Photometric trueness a from > 1,0 AU to 2,0 AU 0,010 AU
Photometric repeatability from 0 AU to 2,0 AU 0,005 AU
System linearity between 0 AU and 2,0 AU 0,010 AU
Wavelength accuracy <  ± 1,5 nm
a	 Photometric trueness is sometimes called photometric accuracy. 
b	 Absorbance unit. 

Table 5 — Minimum performance requirements for other test equipment

Instrument Resolution Expanded uncertainty
    (k = 2)

Thermometer for liquids 0,1 °C 0,2 °C
Thermometer for ambient air 0,1 °C 0,2 °C
Hygrometer 1 % RH a 5 % RH a

Barometer 0,1 kPa 1 kPa
Timing device 1 s not relevant 
a	 Relative humidity. 

6.2	 Manually operated single- and multi-channel pipettes

Single-channel and multi-channel pipettes shall be calibrated and shall fulfil the minimum performance 
requirements given in ISO 8655-2. Operator impact on manually pipetted volumes shall be considered 
in the calculation of errors and measurement uncertainty.

6.3	 Preparation for testing

The ALHS under test, including all exchangeable parts to be used during the test, and all test equipment 
and test liquids shall be in thermal equilibrium (±2 °C) for at least 2 h prior to the start of testing. During 
the time of testing, the environmental conditions shall not change more than ±1 °C and 5 % relative 
humidity (RH). Requirements for environmental conditions are described in each test procedure. 
Laboratory instrumentation is designed to be operated under non-condensing humidity conditions.

All test equipment shall be calibrated according to the test procedure in this document, or according to 
the manufacturer’s instructions if the calibration is not specifically explained in the procedure.
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The ALHS under test and test equipment shall be powered on and allowed sufficient time to equilibrate 
for proper functionality according to the manufacturer’s instructions.

Liquid reservoirs of ALHS shall be filled immediately before testing begins. ALHS which require priming 
shall be primed according to the manufacturer’s instructions immediately before testing begins.

The tips of piston-operated ALHS should be pre-rinsed with the test liquid at least five times, whereby 
the dispensed test liquid is discarded to waste. This step is required every time a tip is changed.

7	 Thermal expansion

If the test temperature is different from the temperature of adjustment of the ALHS, and if the cubic 
thermal expansion coefficient γ of the volumetric apparatus is known, Formula  (1) may be used to 
correct the measured volume of test liquid for thermal expansion:

V V t tL,tc L T ref= × − × −[ ]1 γ ( ) 	 (1)

where

  VL,tc is the delivered volume of test liquid, corrected for thermal expansion of the ALHS;

  VL is the delivered volume of test liquid measured at the test temperature;

  γ is the cubic thermal expansion coefficient of the volumetric apparatus;

  tT is the temperature at which the test is performed;

  tref is the reference temperature of adjustment of the ALHS.

8	 Traceability and measuring system uncertainty

8.1	 Traceability

All measurements by relevant test equipment used for the calibration of an ALHS shall be traceable to 
the International System of Units (SI). The uncertainty of relevant test equipment affects the error of 
the reported volumetric results.

NOTE	 Relevant test equipment can include but is not limited to: balances, thermometers, pH meters, 
hygrometers, plate readers, spectrophotometers, calibrated pipettes, volumetric glassware, size calibration 
charts, and timing devices.

8.2	 Estimation of measuring system uncertainty

8.2.1	 Whole system approach

Measuring system uncertainty (MSU) may be estimated by statistical evaluation of results produced 
by the entire measuring system. Precision and bias studies, measurement system analysis, and inter-
laboratory comparisons are some of the means by which this is achieved. Detailed approaches are 
described in Reference [4].

8.2.2	 Measurement model approach

This approach estimates MSU based on an analysis of each input to a measurement model. This approach 
is detailed in Reference [3].
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9	 Reporting

Measurement results, traceability, and measurement uncertainty shall be reported in accordance with 
ISO 23783-3.
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Annex A 
(normative) 

 
Calculation of liquid volumes from balance readings

A.1	 Calculation of liquid volume from the balance reading

A.1.1	 General formula for volume

For the conversion of the balance reading of the mass, m, to volume, V, at the test temperature, a 
correction for the liquid’s density and air buoyancy is necessary. The calculation of the liquid volume at 
the test temperature is given by Formula (A.1).

In case the test liquid is water and the calculations given in Clause  A.1 are not feasible, the balance 
indications may be converted to volume using the correction factors given in Clause A.2.

NOTE 1	 Formula (A.1) is based on Formula (1) of ISO 4787:2021, however, the thermal expansion of the ALHS 
is neglected and only the thermal expansion of the test liquid is accounted for.

V m mL L E
L A

A

B

= − ×
−

× −





( )

1
1

ρ ρ
ρ
ρ

	 (A.1)

where

  VL is the calculated volume of test liquid at the test temperature, in ml;

  mL is the balance reading of the weighing vessel after test liquid delivery, in g;

  mE is the balance reading of the weighing vessel before test liquid delivery, in g (mE = 0 in case the 
balance was tared with the weighing vessel);

  ρA is the density of air, in g/ml, see Formula (A.2);

  ρB is the actual or assumed density of the weights used to calibrate the balance, in g/ml;

    NOTE 2	 Stainless steel weights of density 8,0 g/ml are typically used for balance calibration.

  ρL is the density of the test liquid at the test temperature t (in °C), in g/ml.

For water, ρL can be calculated with the “Tanaka” Formula (A.3); the density of other test liquids should 
be determined with sufficiently small uncertainty (see A.1.4).

A.1.2	 Calculation of air density

Formula (A.2) for air density can be used at temperatures between 15 °C and 27 °C, barometric pressure 
between 600 hPa and 1 100 hPa, and relative humidity between 20 % and 80 %.

ρA
 

 
= ×

× − × ×
+

×
1

1 000

0 34 848 0 009

273 15

0 061, ,

,

( , )p h e
t

t
r 	 (A.2)

where

  ρA is the air density, in g/ml;
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  t is the ambient temperature, in °C;

  p is the barometric pressure, in hPa;

  hr is the relative air humidity, in %.

The uncertainty of this formula can be calculated according to OIML R 111‑1:2004, section C.6.3.6 [11]. 
At other environmental conditions, Formula (A.2) shall be replaced with the current CIPM air density 
equation.

NOTE	 The air density calculation valid at the time of publication of this document is CIPM-2007 and is 
described in Reference [12].

A.1.3	 Calculation of water density

The density of pure water is normally calculated using formulae given in the literature. Formula (A.3), 
as published by Tanaka[13] provides a good basis for standardization:

ρW
W W

W

= × −
+ × +

× +













a
t a t a

a t a5
1

2
2

3 4

1
( ) ( )

( )
	 (A.3)

where

  ρW is the density of water, in g/ml

  tW is the water temperature, in °C

  a1 =  −3,983 035 °C

  a2 =  301,797 °C

  a3 =  522 528,9 (°C)2

  a4 =  69,348 81 °C

  a5 =  0,999 974 950 g/ml

A.1.4	 Test liquids other than water

When the test liquid is not pure water, the density of the test liquid ρL cannot be calculated by 
Formula (A.3). For these test liquids, density shall be measured or obtained from literature values.

NOTE	 The error associated with density measurements or use of literature values can range from negligible 
to significant.

A.2	 Correction factors for the conversion of balance readings to volume

If the test liquid is distilled water, another possible procedure for the conversion of mass to volume is 
using the Z correction factors specified in Table A.1.

Convert each mass mi obtained from balance readings by applying the Z correction factors at the 
mean temperature and barometric pressure measured during the measurement procedure, and using 
Formula (A.4):

V m Zi i= × 	 (A.4)
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where

  Vi is the delivered test volume, in µl;

  mi is the measured mass of the delivered test volume, in mg;

  Z is the Z correction factor from Table A.1, in µl/mg.

Table A.1 — Z correction factors for distilled water (air-saturated) in units of µl per mg

Temperature Barometric pressure
°C hPa
  800 850 900 950 1 000 1 013 1 050

15,0 1,001 7 1,001 8 1,001 9 1,001 9 1,002 0 1,002 0 1,002 0
15,5 1,001 8 1,001 9 1,001 9 1,002 0 1,002 0 1,002 0 1,002 1
16,0 1,001 9 1,002 0 1,002 0 1,002 1 1,002 1 1,002 1 1,002 2
16,5 1,002 0 1,002 0 1,002 1 1,002 1 1,002 2 1,002 2 1,002 2
17,0 1,002 1 1,002 1 1,002 2 1,002 2 1,002 3 1,002 3 1,002 3
17,5 1,002 2 1,002 2 1,002 3 1,002 3 1,002 4 1,002 4 1,002 4
18,0 1,002 2 1,002 3 1,002 3 1,002 4 1,002 5 1,002 5 1,002 5
18,5 1,002 3 1,002 4 1,002 4 1,002 5 1,002 5 1,002 6 1,002 6
19,0 1,002 4 1,002 5 1,002 5 1,002 6 1,002 6 1,002 7 1,002 7
19,5 1,002 5 1,002 6 1,002 6 1,002 7 1,002 7 1,002 8 1,002 8
20,0 1,002 6 1,002 7 1,002 7 1,002 8 1,002 8 1,002 9 1,002 9
20,5 1,002 7 1,002 8 1,002 8 1,002 9 1,002 9 1,003 0 1,003 0
21,0 1,002 8 1,002 9 1,002 9 1,003 0 1,003 1 1,003 1 1,003 1
21,5 1,003 0 1,003 0 1,003 1 1,003 1 1,003 2 1,003 2 1,003 2
22,0 1,003 1 1,003 1 1,003 2 1,003 2 1,003 3 1,003 3 1,003 3
22,5 1,003 2 1,003 2 1,003 3 1,003 3 1,003 4 1,003 4 1,003 4
23,0 1,003 3 1,003 3 1,003 4 1,003 4 1,003 5 1,003 5 1,003 6
23,5 1,003 4 1,003 5 1,003 5 1,003 6 1,003 6 1,003 6 1,003 7
24,0 1,003 5 1,003 6 1,003 6 1,003 7 1,003 7 1,003 8 1,003 8
24,5 1,003 7 1,003 7 1,003 8 1,003 8 1,003 9 1,003 9 1,003 9
25,0 1,003 8 1,003 8 1,003 9 1,003 9 1,004 0 1,004 0 1,004 0
25,5 1,003 9 1,004 0 1,004 0 1,004 1 1,004 1 1,004 1 1,004 2
26,0 1,004 0 1,004 1 1,004 1 1,004 2 1,004 2 1,004 3 1,004 3
26,5 1,004 2 1,004 2 1,004 3 1,004 3 1,004 4 1,004 4 1,004 4
27,0 1,004 3 1,004 4 1,004 4 1,004 5 1,004 5 1,004 5 1,004 6
27,5 1,004 5 1,004 5 1,004 6 1,004 6 1,004 7 1,004 7 1,004 7
28,0 1,004 6 1,004 6 1,004 7 1,004 7 1,004 8 1,004 8 1,004 8
28,5 1,004 7 1,004 8 1,004 8 1,004 9 1,004 9 1,005 0 1,005 0
29,0 1,004 9 1,004 9 1,005 0 1,005 0 1,005 1 1,005 1 1,005 1
29,5 1,005 0 1,005 1 1,005 1 1,005 2 1,005 2 1,005 2 1,005 3
30,0 1,005 2 1,005 2 1,005 3 1,005 3 1,005 4 1,005 4 1,005 4
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Annex B 
(normative) 

 
Dual-dye ratiometric photometric procedure

B.1	 General

The delivered volumes into wells of microplates are determined using two chromophore solutions 
with known concentrations of each chromophore. Ponceau S and copper(II) chloride have absorbance 
maxima at 520 nm and 730 nm, respectively. All liquids contain the same concentration of copper(II) 
chloride, which is used to determine the fill height of each well. The test volume of Ponceau S test liquid 
is delivered into each well, mixed, and absorbances are read at 520 nm and 730 nm to calculate the 
delivered test liquid volume.

B.2	 Test equipment

B.2.1	 General

All test equipment shall be chosen such that the required measuring system uncertainty (MSU) can be 
obtained.  The MSU can be estimated according to the approach given in ISO/IEC Guide 98-3.

B.2.2	 Microplate absorbance reader

A microplate absorbance reader meeting the minimum performance requirements according to Table 4 
shall be used. Bandpass filters with centre wavelengths of (520  ±  1)  nm and (730  ±  2)  nm shall be 
installed in the plate reader. Alternatively, plate readers with monochromators suitable to select 
(520 ± 1) nm and (730 ± 2) nm as centre wavelengths may be used.

B.2.3	 Spectrophotometer

Absorbance values of the copper(II) chloride and Ponceau S liquids shall be measured on a 
spectrophotometer with the minimum performance specifications as listed in Table B.1. Bandpass filters 
with centre wavelengths of (520 ± 1) nm and (730 ± 2) nm shall be installed in the spectrophotometer.

A calibrated cuvette with an optical path length of 10  mm shall be used for the absorbance 
measurements.

Table B.1 — Minimum performance requirements of the spectrophotometer

Parameter Requirement
Photometric resolution 0,000 1 AU c

Photometric repeatability at A = 0,0 AU a 0,000 15 AU
Photometric repeatability at A = 0,5 AU a 0,000 15 AU
Photometric repeatability at A = 1,0 AU a 0,000 15 AU
Photometric repeatability at A = 1,5 AU a 0,000 15 AU
System linearity between 0 AU and 1,5 AU b 0,000 25 AU
a	 Bandpass and signal averaging time may be increased to meet the photometric repeatability requirement.
b	 Corrections may be applied to meet the system linearity requirement.
c	 Absorbance unit. 
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B.2.4	 Microplates

High quality ANSI/SLAS  96-well or 384-well plates with a flat, optically clear bottom shall be used. 
Microplates shall be characterized on a lot basis to determine the bottom diameter or width (depending 
on plate type), and side-wall taper angle. Additionally, wells should be characterized to correct for any 
non-uniformity in well dimensions for well-specific correction throughout that lot of plates.

B.2.5	 Calibrator plate

A calibrator plate shall be used to calibrate the daily performance of the microplate reader. Optical 
standards used in the calibrator plate shall have stable absorbances at 520 nm and 730 nm, and shall be 
re-calibrated regularly, according to the manufacturer’s instructions.

B.2.6	 Microplate shaker

The microplate shaker used to mix the delivered liquids shall fulfil the minimum requirements given in 
Table B.2.

Table B.2 — Microplate shaker minimum requirements for standard ANSI/SLAS microplates

Plate type Speed Orbit
  r/min mm

96 wells 1 300 1
384 wells 2 600 1

B.2.7	 Balance

Balances used for accurate weighing of dry reagents and preparation of solutions shall meet the 
requirements of Tables 2 and 3.

Weighing results for liquids shall be corrected for density, temperature and air buoyancy when 
determining volume (see Annex A).

B.2.8	 Other test equipment

The test equipment used in this procedure shall conform to the minimum performance requirements 
given in Table 5.

B.2.9	 Volumetric glassware, Class A

Known volumes of reagent solutions or test liquids shall be prepared by volumetric or gravimetric 
means. In case of gravimetric preparation, the densities of the liquids shall be known and properly 
accounted for. Calibrated Class A glassware may be used for the preparation of the liquids.

NOTE	 Specifications for one-mark volumetric pipettes can be found in ISO 648 and ASTM E969[15] and for 
one-mark volumetric flasks in ISO 1042 and ASTM E 288[17].

B.3	 Reagents

B.3.1	 General requirements

All components used in the preparation of reagent solutions shall be of at least 99 % analytical purity 
unless otherwise stated. The chemical abstracts service (CAS) numbers of the chemicals used in this 
procedure are summarized in Table B.3.
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Table B.3 — Chemicals used in the dual-dye ratiometric photometric method

Name Formula CAS number
Copper(II) chloride dihydrate CuCl2 · 2H2O 10125–13–0
Disodium hydrogen phosphate dihydrate Na2HPO4 · 2H2O 10028–24–7
Hydrochloric acid HCl 7647–01–0
Ponceau S C22H12N4Na4O13S4 6226–79–5
Potassium hydrogen phthalate HOOCC6H4COOK 877–24–7
Sodium hydroxide NaOH 1310–73–2
Tetrasodium ethylenediamine-tetraacetic 
acid dihydrate (EDTA) (NaOOCCH2)2NCH2CH2N(CH2COONa)2 · 2H2O 10378–23–1

Water H2O 7732–18–5

B.3.2	 Water

Water used for chromophore solutions shall comply with grade 1 in accordance with ISO 3696.

B.3.3	 Stability of solutions

If reagents or test liquids are to be stored for any length of time, they shall be tested for chemical 
stability. Preservatives may be added, if needed, to prevent microbiological growth. Such preservatives 
shall not alter the liquid properties or interfere with the absorbance properties of the liquids. All liquids 
shall be stored protected from light.

B.3.4	 Preparation of reagent solutions

B.3.4.1	 Buffer

Prepare phthalate buffer from 4,08 g/l of potassium hydrogen phthalate and 3,74 g/l of tetrasodium 
EDTA. Adjust to pH = 6,0 with either HCl or NaOH as needed and filter the solution through a 0,2 μm filter.

B.3.4.2	 Copper(II) chloride solution

Prepare copper(II) chloride solution by dissolving 1,12  g of CuCl2·2H2O per litre of phthalate buffer 
(B.3.4.1), and subsequent filtration through a 0,2 μm filter. Measure and record the absorbance ab at 
730 nm in a cuvette with a 10 mm path length.

B.3.4.3	 Ponceau S test liquids

Dissolve Ponceau S in copper(II) chloride solution (see B.3.4.2). Table B.4 lists Ponceau S test liquids 
for various ranges of test volumes (VT) depending on the plate type used and indicates the amount 
of Ponceau S chromophore (which can contain up to 15 % of water) per litre of Ponceau S test liquid. 
Ponceau S test liquids No. 5 and No. 6 can be prepared by dissolving Ponceau S directly in phthalate 
buffer (B.3.4.1). Filter each Ponceau S test liquid through a 0,2 μm filter.

Table B.4 — Ponceau S test liquids

Ponceau S test liquid
No.

Test volume range in 96-
well plates

Test volume range in 
384-well plates

Ponceau S chromophore 
a

  µl µl g/1 000 ml
1 200 < VT ≤ 350 n/a 0,040 0
2 50 ≤ VT ≤ 200 10 ≤ VT ≤ 55 0,079 7
3 10 ≤ VT < 50 2,5 ≤ VT < 10 0,318 8

a	 Amounts listed in this table are target values. Actual amounts may vary up to ±5 % from the target value.
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