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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity
assessment, as well as information about ISO’s adherence to the WTO principles in the Technical Barriers
to Trade (TBT) see the following URL: Foreword - Supplementary information

The committee responsible for this document is Technical Committee I[SO/TC 23, Tractors and machinery
for agriculture and forestry, Subcommittee SC 6, Equipment for crop protection.

ISO 24253 consists of the following parts, under the general title Crop protection equipment — Spray
deposition test for field crop:

— Part 1: Measurement in a horizontal plane

— Part 2: Measurement in a crop
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Introduction

Efficacy of plant protection products (PPP), their safety to the crop and the environment may be much
influenced by spraying efficiency. The dose of the active ingredient and its variation that is retained on
target surfaces in a downward directed (boom) spray application such as ground surface need to be
measured in a manner that is both accurate and precise.

The location, numbers, and sampling structures used to monitor sprayed depositions need to be defined
in a standard manner to enable results from different experiments to be compared.

A test can be set up to quantify or to describe the in-field situation or for machine comparison.
A spray system can be compared with a reference system.

This International Standard does not deal with the deposition of spray outside the treatment zone, in
crop canopy nor thatlostas airborne spray drift. However, the combination of this part of ISO 24253 with
the protocol for field measurements of spray drift as given in ISO 22866[5] when measured at the same
time may result in a possible evaluation of spray mass balance. On the other hand, its combination with
the measuring of sprayer boom movements in the field (see ISO 14131[2]) can also be used to evaluate
the spray deposition and its variation in the field as a result of the boom movement.

Spray deposition from horizontal boom sprayers with downward directed application is affected by
nozzle parameters, boom height, boom steadiness, sprayer speed, meteorological conditions, and other
sprayer additional devices such as air assistance. These dynamic factors can all be elements of a test to
determine the quantity and the variation in spray deposition.

Documents

] Document SharingVHub
© ISO 2015 - All rights reserved

Full document details: ISO 24253-1-2015


http://avadocuments2026.com/doc/iso-24253-1-2015
http://avadocuments2026.com/doc/iso-24253-1-2015

Documents

Document Sharing Hub

Full document details: ISO 24253-1-2015


http://avadocuments2026.com/doc/iso-24253-1-2015
http://avadocuments2026.com/doc/iso-24253-1-2015

INTERNATIONAL STANDARD ISO 24253-1:2015(E)

Crop protection equipment — Spray deposition test for
field crop —

Part 1:
Measurement in a horizontal plane

1 Scope

This part of ISO 24253 specifies field measurements of spray deposition to determine the quantity
and distribution of spray in a plane surface area, treated by horizontal boom sprayers with downward
directed application.

This part of ISO 24253 allows flexibility in the arrangement of field tests, but specifies standardized
measurement procedures that are useful to be able to compare the results from different field
experiments or to compare with laboratory tests, such as that described in ISO 5682-2.[1]

This part of ISO 24253 may not be appropriate for those spraying systems which rely on the presence
of a crop canopy for efficient deposition (for example directed spraying, electrostatic charged spraying,
very fine spraying, variable rate spraying).

This International Standard is not intended for use in or for a regulatory framework.

2 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

2.1
spray dose
quantity of active ingredient (PPP or tracer) applied

Note 1 to entry: It is expressed in kg/ha (solids) or 1/ha (liquids).

2.2
spray volume
quantity of sprayed liquid applied

Note 1 to entry: It is expressed in 1/ha.

2.3
spray deposition
quantity of spray liquid that is deposited on the collector(s)

Note 1 to entry: It can be expressed as absolute amount of spray per unit of area (ul/cm2, 1/ha) as well as in
relative terms as a % of theoretically applied spray volume or spray dose.

2.4
collector
artificial target to collect the sprayed liquid

Note 1 to entry: Examples of collectors for spray deposition measurements are listed in Annex A.
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2.5
tracer
traceable material representing a plant protection product to quantify spray deposition

[SOURCE: Adapted from ISO 22522.]

2.6
target area
area where it is intended to apply spray liquid

2.7
spray liquid
mixture of water, tracer and/or pesticide and/or additives which is sprayed

3 Test method

3.1 Principle

A spray deposition test comprises the measurement of spray deposition immediately available to the
target area being the ground surface, represented by the collectors. This spray deposition measurement
may utilize a dye, or other readily measurable tracer to simulate a plant protection product.

Spray depositions are assessed quantitatively. The variation in spray deposition is quantified.
Spray deposition values used to quantify mean deposition and deposition variation of the spray liquid

applied by the tested sprayer is assessed using spray deposition collectors placed on a ground surface.

3.2 Testarea

The test shall be performed on the ground surface (bare soil surface or short mowed grass of max.
8 cm height). Since there are influences from boom movement (boom ends) and other disturbances such
as air turbulences around the tractor and the sprayer (centre of the machine), measurements shall be
taken on both sides of the sprayer and at different distances along the spray boom (see 4.3).

The length of the test area shall ensure the output of the intended spray volume over the sampling area.
The test area shall therefore have a track length before and after the sampling area assuring that the
sprayer has reached even intended output flow considering sprayer size and forward speed.

NOTE With rate control in manual mode, a minimum track length of 10 m is suggested for travelling speeds of
up to 2 m/s and 20 m for travelling speeds up to 4 m/s. With the rate control in automatic mode, the track length
has to be adapted also considering the system reaction time.

Details of the spraying and sampling layout shall be fully reported with the test results, in accordance
with Annex B (see also 4.3).

In identifying the place of the test area take notice of surrounding vegetation on the wind profile. The
test area should be at least 10 times the height of the vegetation away from the surrounding vegetation
or constructions.

Details of the test area and surroundings shall be specified in the test report.

3.3 Monitoring of meteorological conditions

Monitoring of the meteorological conditions shall be made at the time and the place of the test. The
maximum error of measurements shall be

— forwind speed: 0,1 m/s for wind speed up to and including 1 m/s and 0,2 m/s for wind speed over 1 m/s,

— for temperature: 0,5 °C, recorded in the shade, and
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