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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization. 

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the 
different types of ISO document should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

ISO draws attention to the possibility that the implementation of this document may involve the use 
of (a) patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed 
patent rights in respect thereof. As of the date of publication of this document, ISO had not received 
notice of (a) patent(s) which may be required to implement this document. However, implementers are 
cautioned that this may not represent the latest information, which may be obtained from the patent 
database available at www.iso.org/patents. ISO shall not be held responsible for identifying any or all 
such patent rights.

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement. 

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and 
expressions related to conformity assessment, as well as information about ISO's adherence to 
the World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see 
www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 206, Fine ceramics.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www.iso.org/members.html.
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ISO 24448:2023(E)

Introduction

Photocatalytic performance depends on testing light sources. To fairly evaluate photocatalytic 
performance, an ISO Standard on testing light sources for photocatalytic materials used under indoor 
lighting environments was developed based on the lighting environment prevalent at the time of its 
drafting (ISO  14605[1]). Fluorescent lamps are specified as a testing light source in the document. 
However, in order to achieve a low-carbon society and reduce the environmental load of mercury, 
production of this type of lamp will stop in the near future. Light sources for indoor lighting will change 
from this type of lamp to white LED lamps. According to a global lighting market report, the LED share 
in general lighting was 45 % in 2016 and almost 70 % in 2020.[11] Another report estimates the 2018 
share of solid-state light products, including LEDs, as 64 %, and predicts that by 2030 this will rise to 
96 %.[12] This document has been developed based on this background.
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INTERNATIONAL STANDARD ISO 24448:2023(E)

Fine ceramics (advanced ceramics, advanced technical 
ceramics) — LED light source for testing semiconducting 
photocatalytic materials used under indoor lighting 
environment

1	 Scope

This document specifies light emitting diodes (LED) for light source and radiometers used in the 
performance evaluation of semiconducting photocatalytic materials under indoor LED lighting 
environments in a laboratory. Light sources for indoor lighting environments do not include sunlight 
passing through window glass.

This document does not replace ISO  14605.[1] Either document can apply depending on the lighting 
environment in which the photocatalytic material is used.

2	 Normative references

There are no normative references in this document.

3	 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

ISO and IEC maintain terminology databases for use in standardization at the following addresses:

—	 ISO Online browsing platform: available at https://​www​.iso​.org/​obp

—	 IEC Electropedia: available at https://​www​.electropedia​.org/​

3.1
indoor lighting environment
lighting environment with artificial light source for general lighting service that does not include 
sunlight

[SOURCE: ISO 14605:2013, 3.3[1]]

3.2
light emitting diode
LED
solid-state device embodying a p-n junction, emitting incoherent optical radiation when excited by an 
electric current

[SOURCE: IEC 60050‑845:1987, 845-04-40[3]]

3.3
correlated colour temperature
temperature of the Planckian radiator whose perceived colour most closely resembles that of a given 
stimulus at the same brightness and under specified viewing conditions

Note 1 to entry: The correlated colour temperature is expressed in kelvins (K).

Note 2 to entry: The recommended method of calculating the correlated colour temperature of a stimulus is to 
determine on a chromaticity diagram the temperature corresponding to the point on the Planckian locus that is 
intersected by the agreed isotemperature line containing the point representing the stimulus.
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