INTERNATIONAL ISO
STANDARD 2815

Second edition
2003-04-01

Paints and varnishes — Buchholz
indentation test

Peintures et vernis — Essais d'indentation Buchholz

—_— Reference number
= — ISO 2815:2003(E)

EISO: Documents

=\ f— Document Sharing Hub

Full document details: ISO 2815-2003


http://www.avadocuments.com/doc/iso-2815-2003
http://www.avadocuments.com/doc/iso-2815-2003

ISO 2815:2003(E)

PDF disclaimer

This PDF file may contain embedded typefaces. In accordance with Adobe's licensing policy, this file may be printed or viewed but
shall not be edited unless the typefaces which are embedded are licensed to and installed on the computer performing the editing. In
downloading this file, parties accept therein the responsibility of not infringing Adobe's licensing policy. The ISO Central Secretariat
accepts no liability in this area.

Adobe is a trademark of Adobe Systems Incorporated.

Details of the software products used to create this PDF file can be found in the General Info relative to the file; the PDF-creation
parameters were optimized for printing. Every care has been taken to ensure that the file is suitable for use by ISO member bodies. In
the unlikely event that a problem relating to it is found, please inform the Central Secretariat at the address given below.

© 1S0 2003

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized in any form or by any means,
electronic or mechanical, including photocopying and microfilm, without permission in writing from either ISO at the address below or
ISO's member body in the country of the requester.

ISO copyright office
Case postale 56 « CH-1211 Geneva 20
Tel. +412274901 11
Fax +41 22749 09 47
E-mail copyright@iso.org
Web www.iso.org
Published in Switzerland

Documents

.. Document Sharing Hub
1] © ISO 2003 — Al rights reserved

Full document details: ISO 2815-2003


http://www.avadocuments.com/doc/iso-2815-2003
http://www.avadocuments.com/doc/iso-2815-2003

ISO 2815:2003(E)

Contents Page
0 T o o iv
1 8T o - 1
2 NOIrmMative referenCes ... ————— 1
3 PrINCIPI@ ... e amanannnannnannnnnnnnnnnnn 1
4 N o o - - 1 PSPt 1
5 £ =T 0] o1 1T T PSSR 4
6 L5238 2= 18 1= PPt 4
7 g o o= o 11T N 5
8 Calculation and expression of reSUlts ... 6
9 =Y o7 =TT 6
10 L= 00 =] oo T o T 7
Annex A (informative) Buchholz indentation resistance............ccccciriiiimiiiiicc 8

Documents

Document Sharing Hub
© 1SO 2003 — Al rights reserved 11l

Full document details: ISO 2815-2003


http://www.avadocuments.com/doc/iso-2815-2003
http://www.avadocuments.com/doc/iso-2815-2003

ISO 2815:2003(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.
The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an

International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 2815 was prepared by Technical Committee ISO/TC 35, Paints and varnishes, Subcommittee SC 9,
General test methods for paints and varnishes.

This second edition cancels and replaces the first edition (ISO 2815:1973), which has been technically revised.
The main changes are as follows:

— only indentation length is now determined;

— the conversion of indentation length to indentation resistance is described in an informative annex.
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INTERNATIONAL STANDARD ISO 2815:2003(E)

Paints and varnishes — Buchholz indentation test

1 Scope

This International Standard describes a method for carrying out an indentation test on a single coating or
multicoat system of paint, varnish or related product, using a Buchholz indentor. The length of the indentation
produced is indicative of the residual deformation of the coating.

This indentation test is not suitable for products which contain a strong plasticizer.

NOTE 1 Since the indentation test, like other physical tests on paints, gives results which can be dependent upon time,
temperature and humidity, comparable results will only be obtained if the test is carried out under well-defined conditions.

NOTE 2  Since the indentation depth depends upon the film thickness, the result obtained for the indentation length is
only valid if the coating thickness exceeds a certain minimum value (see Annex A).

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 1513, Paints and varnishes — Examination and preparation of samples for testing

ISO 1514, Paints and varnishes — Standard panels for testing

ISO 2808, Paints and varnishes — Determination of film thickness

ISO 15528, Paints, varnishes and raw materials for paints and varnishes — Sampling

3 Principle

An indentor of specified size and shape is applied to the coating under defined conditions. The indentation
length is measured in millimetres (see Annex A).

4 Apparatus

4.1 Indentation apparatus

This is shown in Figure 1. It consists essentially of a rectangular block of metal, which forms the body of the
instrument, an indentor and two pointed feet.
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