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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 2834-3 was prepared by Technical Committee ISO/TC 130, Graphic technology. 

ISO 2834 consists of the following parts, under the general title Graphic technology — Laboratory preparation 
of test prints: 

⎯ Part 1: Paste inks 

⎯ Part 2: Liquid printing inks 

⎯ Part 3: Screen printing inks 
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Introduction 

This part of ISO 2834 describes the procedure for the preparation of test prints using screen inks. Test prints 
need to have a uniform distribution of ink on the substrate to be used for testing. Where such test prints are to 
be used for optical tests, the level of ink coverage needs to be controlled and reproducible to allow the 
relationship between reflectance data and ink coverage to be determined. If test prints are intended to only be 
used for evaluation of mechanical and/or chemical resistance, less accurate preparation methods can be used. 

Test prints, as well as production prints, can have an ink film thicknesses that range between 10 µm and more 
than 100 µm. The viscosity range is from about 300 Pa⋅s to 2 000 Pa⋅s. The inks’ varnish systems used can 
be oil-based, solvent-based, water-based, plastisol or energy curing. Print substrates include paper, board, 
glass, textiles, plastics and metals. 

The test print preparation methods described in this document support, and are referenced by, ISO 2846-4 
and ISO 2836. The preparation of test prints using paste inks (lithography) is defined in ISO 2834-1 and the 
preparation of test prints using liquid inks is defined in ISO 2834-2. 
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