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ISO 285Y’l993(E) 

Foreword 

ISO (the International Organization for Standardization) is a worldwide 
federation of national Standards bodies (ISO member bodies). The work 
of preparing International Standards is normally carried out through ISO 
technical committees. Esch member body interested in a subject for 
which a technical committee has been established has the right to be 
represented on that committee. International organizations, governmental 
and non-governmental, in liaison with ISO, also take part in the work. ISO 
collaborates closely with the International Electrotechnical Commission 
(1 EC) on all matters of electrotechnical standardization. 

Draft International Standards adopted by the technical committees are 
circulated to the member bodies for voting. Publication as an International 
Standard requires approval by at least 75 % of the member bodies casting 
a vote. 

International Standard iS0 2851 was prepared by Technical Committee 
ISO/TC 5, f-errous metal pipes and metalic fittings, Sub-Committee SC 1 I 
Steel tubes. 

This second edition cancels and replaces the first edition 
(ISO 2851:1973), of which the table giving dimensions and the clause on 
materials have been technically revised. 

Annexes A, B and C of this International Standard are for information only. 
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ISO 2851:1993(E) 

Introduction 

Face-to-centreline dimensions for pipe bends and tees are an important 
design feature and have been Chosen in this International Standard to give 
sufficient straight lengths for application of commonly used pipe couplings 
and to give sufficient bend radius equal to approximately 1,5 times the 
tube outside diameter. 
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