INTERNATIONAL ISO
STANDARD 28941-1

First edition
2008-12-15

Plastics — Poly(phenylene ether) (PPE)
moulding and extrusion materials —

Part 1:
Designation system and basis for
specifications

Plastiques — Matériaux a base de poly(phénylene éther) (PPE) pour
moulage et extrusion —

Partie 1: Systeme de désignation et base de spécification

_ Reference number
= — ISO 28941-1:2008(E)

EISO: Documents

=X r— Document Sharing Hub

Full document details: ISO 28941-1-2008


http://www.avadocuments.com/doc/iso-28941-1-2008
http://www.avadocuments.com/doc/iso-28941-1-2008

ISO 28941-1:2008(E)

PDF disclaimer

This PDF file may contain embedded typefaces. In accordance with Adobe's licensing policy, this file may be printed or viewed but
shall not be edited unless the typefaces which are embedded are licensed to and installed on the computer performing the editing. In
downloading this file, parties accept therein the responsibility of not infringing Adobe's licensing policy. The ISO Central Secretariat
accepts no liability in this area.

Adobe is a trademark of Adobe Systems Incorporated.

Details of the software products used to create this PDF file can be found in the General Info relative to the file; the PDF-creation
parameters were optimized for printing. Every care has been taken to ensure that the file is suitable for use by ISO member bodies. In
the unlikely event that a problem relating to it is found, please inform the Central Secretariat at the address given below.

COPYRIGHT PROTECTED DOCUMENT

© 1S0O 2008

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized in any form or by any means,
electronic or mechanical, including photocopying and microfilm, without permission in writing from either ISO at the address below or
ISO's member body in the country of the requester.

ISO copyright office
Case postale 56 « CH-1211 Geneva 20
Tel. +412274901 11
Fax +41 22749 09 47
E-mail copyright@iso.org
Web www.iso.org
Published in Switzerland

Documents

. Document Sharing Hub
] © 1SO 2008 — All rights reserved

Full document details: ISO 28941-1-2008


http://www.avadocuments.com/doc/iso-28941-1-2008
http://www.avadocuments.com/doc/iso-28941-1-2008

ISO 28941-1:2008(E)

Contents Page
[0 T =312 oY (o N iv
1 T o - P 1
2 NOIMALIVE FrEfErE@NCES ........ciiiiiiiee i rrs s rr e s s s s s s s e e e e s anasa s e e reesnansssa s e e e ssnnsnnnsasassrenannn 2
3 (D T=X3 T [ E=Y 4 Lo 4 B35 (=Y o o 2
3.1 (€T =Y 1= - 2
3.2 [ 2= 1 = T o (o Yo Qe 2
3.3 [ 2= 1 = T o (o o3 12 3
34 [ 2= 1 = T o (o o LG 4
3.5 [0 - 1= T o] [0 o 1R 6
3.6 [0 - 1= T o] [0 o LG 7
4 Examples of deSignations ... e 8
41 [ T3 T F= Lo T 0T o T | 8
4.2 Designation transformed into a specification ...........ooo e 9

Documents

Document Sharing Hub
© 1SO 2008 — All rights reserved 11l

Full document details: ISO 28941-1-2008


http://www.avadocuments.com/doc/iso-28941-1-2008
http://www.avadocuments.com/doc/iso-28941-1-2008

ISO 28941-1:2008(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. 1ISO shall not be held responsible for identifying any or all such patent rights.

ISO 28941-1 was prepared by Technical Committee ISO/TC 61, Plastics, Subcommittee SC 9, Thermoplastic
materials.

ISO 28941 consists of the following parts, under the general title Plastics — Poly(phenylene ether) (PPE)
moulding and extrusion materials:

— Part 1: Designation system and basis for specifications

ISO 28941-1 is a revision of ISO 15103-1, the revision concerning principally the inclusion of melt volume-flow
rate as a designatory property and the inclusion of additional ranges of values of the other designatory
properties. In order to give users time to switch from ISO 15103-1 to ISO 28941-1, ISO 15103-1 will remain in
force for a number of years after publication of ISO 28941-1. During this period, 1ISO 15103-2 will effectively
be Part 2 of this International Standard.
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Plastics — Poly(phenylene ether) (PPE) moulding and extrusion
materials —

Part 1:
Designation system and basis for specifications

1 Scope

1.1 This part of ISO 28941 establishes a system of designation for PPE thermoplastic materials, which may
be used as the basis for specifications.

1.2 The types of PPE plastic are differentiated from each other by a classification system based on
appropriate levels of the designatory properties

a) temperature of deflection under load
b) melt volume-flow rate

c) Charpy notched impact strength

d) flammability

and on information about basic polymer parameters, intended application and/or method of processing,
important properties, additives, colorants, fillers and reinforcing materials.

1.3 This part of ISO 28941 is applicable to all PPE materials, including those modified with polystyrene or
polyamide or other materials.

It applies to materials ready for normal use in the form of powder, granules or pellets and to materials
unmodified or modified by colorants, additives, fillers, etc.

1.4 It is not intended to imply that materials having the same designation necessarily have the same
performance. This part of I1ISO 28941 does not provide engineering data, performance data or data on
processing conditions which may be required to specify a material for a particular application and/or method of
processing.

If such additional properties are required, they shall be determined in accordance with the test methods
specified in ISO 15103-2, if suitable.

1.5 In order to specify a thermoplastic material for a particular application or to ensure reproducible
processing, additional requirements may be given in data block 5 (see 3.1).
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