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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.
The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an

International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 2909 was prepared by Technical Committee ISO/TC 28, Petroleum products and lubricants.

This third edition cancels and replaces the second edition (ISO 2909:1981), which has been technically

revised.
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INTERNATIONAL STANDARD ISO 2909:2002(E)

Petroleum products — Calculation of viscosity index from
kinematic viscosity

1 Scope

This International Standard describes two procedures for calculating the viscosity index (VI) of petroleum
products and related materials, such as lubricating oils, from their kinematic viscosities at 40 °C and 100 °C.

Procedure A is applicable to petroleum products of viscosity index up to and including 100.

Procedure B is applicable to petroleum products of viscosity index 100 or greater.

NOTE The results obtained from the calculation of VI from kinematic viscosities determined at 40 °C and 100 °C are
virtually the same as those obtained from the former VI system using kinematic viscosities determined at 37,78 °C and
98,89 °C.

This International Standard does not apply to petroleum products with kinematic viscosities less than
2,0 mm2/s at 100 °C. Table 1 applies to petroleum products with kinematic viscosities between 2 mm?2/s and
70 mm2/s at 100 °C. Equations are provided for calculating the viscosity index of petroleum products having
kinematic viscosities above 70 mm?2/s at 100 °C.

NOTE In cases where kinematic viscosity data are not available at temperatures of 40 °C and 100 °C, an estimate
may be made of the viscosity index by calculating the kinematic viscosity at temperatures of 40 °C and 100 °C from data
obtained at other temperatures. Such viscosity index data may be considered as suitable for information only and not for
specification purposes.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 3104:1994, Petroleum products — Transparent and opaque liquids — Determination of kinematic
viscosity and calculation of dynamic viscosity

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

31

viscosity index

Vi

number used to characterize the variation of the kinematic viscosity of a petroleum product with temperature

NOTE For products of similar kinematic viscosity, the higher the viscosity index, the smaller the effect of temperature
on its kinematic viscosity.
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