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Foreword 

IS0 (the International Organization for Standardization) is a worldwide federation of 

national standards bodies (IS0 member bodies). The work of preparing International 

Standards is normally carried out through IS0 technical committees. Every member 

body interested in a subject for which a technical committee has been established has 

the right to be represented on that committee. International organizations, govern- 

mental and non-governmental, in liaison with ISO, also take part in the work. 

Draft International Standards adopted by the technical committees are circulated to 

the member bodies for approval before their acceptance as International Standards by 

the IS0 Council. They are approved in accordance with IS0 procedures requiring at 

least 75 % approval by the member bodies voting. 

International Standard IS0 3002/4 was prepared by Technical Committee ISO/TC 29, 

Small tools. 

0 International Organization for Standardization, 1994 l 

Printed in Switzerland 
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INTERNATIONAL STANDARD IS0 3002/4-1964 (E) 

Basic quantities in cutting and grinding - 
Part 4: Forces, energy, power 

0 Introduction 

The forces considered in this part of IS0 3002 are those exerted 

by the tool upon the workpiece. 

Forces can vary in time; in this part of IS0 3002 instantaneous 

forces, torques, and power are considered at an instant in time 

which, if necessary, should be specified. 

Forces, torques, energy and power in this part of IS0 3002 may 

be considered in relation to a cutting part or to the tool as a 

whole. Whenever a clear distinction must be made the suffix 

“S” should be added to the symbols when related to the cut- 

ting part. 

1 Scope and field of application 

This International Standard defines a nomenclature for certain 

basic concepts concerning the machining and grinding of 

materials. This part of IS0 3002 establishes and defines those 

terms used for forces, energy and power in connection with 

cutting. It should be read in conjunction with IS0 300211 

which is more general. 

It is generally applicable to all machining operations, including 

grinding. However certain terms specifically for grinding are 

defined in IS0 3002/5. 

The definitions’) are divided into five main clauses: the first two 

deal with forces and torques exerted by a tool or by the cutting 

part on the workpiece, the next two are concerned with energy 

and power for a particular operation on a specific machine tool, 

and the last gives details of individual quantities where these 

may differ from the basic quantities. 

NOTE - In addition to the terms given in the three official IS0 
languages (English, French, Russian), this pan of IS0 3002 gives the 
equivalent terms in German, Italian and Dutch: these terms have been 
included at the request of Technical Committee ISO/TC 29, and are 
published under the responsibility of the committee members for Ger- 
many, F.R. (DIN), Italy (UN11 and the Netherlands (NNI). However, 
only the terms given in the official languages can be considered as IS0 
terms. 

2 References 

IS0 841, Numerical control of machines - Axis and motion 

nomenclature. 

IS0 300211, Basic quantities in cutting and grinding - Part 1: 

Geometry of the active part of cutting tools - General terms, 

reference systems, tool and working angles, chip breakers. 

IS0 300212, Basic quantities in cutting and grinding - Part 2: 

Geometry of the active part of cutting tools - General conver- 

sion formulae to relate tool and working angles. 

IS0 300213, Basic quantities in cutting and grinding - Part 3: 

Geometric and kinematic quantities in cutting. 

IS0 3002/5, Basic quantities in cutting and grinding - Part 5: 

Basic terminology concerning grinding by wheel. 2) 

3 Forces and torques exerted by the tool 

3.1 total force exerted by the tool: The resultant of the 

total force F (see 4.1) exerted by all cutting parts engaged. 

3.2 total torque exerted by the tool M: The entire torque 

produced by the cutting action of a tool around a specified axis. 

3.3 cutting torque M,: The torque exerted around the axis 

of rotation of the primary motion. 

4 Forces exerted by a cutting part 

Although it is realized that the total force on the cutting part 

does not act only on the cutting edge, it is assumed that the 

origin of the total force vector is located at the cutting edge 

principal point. Torques so caused are not considered here. 

All planes and directions needed for the resolution of the total 

force are defined in the cutting edge principal point. 

4.1 total force F exerted by a cutting part : The entire force 

produced by the action of a cutting part of the tool on the 

workpiece. 

1) Definitions of all concepts mentioned or used in this part of IS0 3002 (printed in italics) can be found either in the body of this part or in the other 

pans, to which the reader is referred. 

2) At present at the stage of draft. 

Full document details: ISO 3002-4-1984

http://www.avadocuments.com/doc/iso-3002-4-1984
http://www.avadocuments.com/doc/iso-3002-4-1984


IS0 3002/4-19&I (El 

NOTE - In grinding the total force may be considered at an individual 

grain in a similar way as a cuffing part of a tool. More commonly, 

however, the total force exerted by all active grains is considered. For 

the purpose of resolution of the total force in grinding, the grinding 

principal point D is defined in IS0 3002/5. 

4.2 General principles related to the resolution 

of the total force exerted by a cutting part 

Different components of the total force can be considered : 

a) geometrical components of the total force derived from 

the vector resolution of the total force along any chosen 

axes; 

b) physical forces due to specific physical actions in cer- 

tain directions, the simultaneous action of which results in 

the total force. 

As an example, the geometrical totalforce in a certain direction 

relative to the tool face can physically be produced by one or 

more components such as a friction force component, a thrust 

force component (see 4.3.4.3), etc. 

This part of IS0 3002 deals only with the geometricalresolution 

of the total force into components. Attention is drawn to the 

fact that a clear distinction must be made between the com- 

ponents of the total force exerted by a cutting part and those 

forces originating from a physical action at the tool surfaces, 

and contributing to the total force. 

Geometrical resolution can be undertaken in many ways. This 

part of IS0 3002 recommends principles for terminology and 

symbols for the most common cases. 

4.2.1 Geometrical resolution of the total force along 

directions of different motions and in directions 

perpendicular to these motions 

Components of the rota/force can be resolved by perpendicular 

projection along the directions of the different motions and in 
directions perpendicular to these motions. 

This will be the usual method whenever power is considered. In 

principle the component of total force will then be indicated 

with a suffix corresponding to the motion considered : 

c for the direction of primary motion; 

f for the direction of feed motion; 

e for the resultant cutting direction; 

N may be used as an additional suffix to indicate a direc- 

tion normal to a line or direction, or a direction perpen- 

dicular to a plane. In the case of defining a direction nor- 

mal to a line then the plane containing the normal direc- 
tion should be specified. 

p for the direction perpendicular to the working plane P,,, 

i.e. the direction perpendicular to both the direction of 

feed motion and the direction of primary motion. 

NOTE - A detailed study of these principles is given in 4.2.7 and 4.3. 

4.2.2 Geometrical resolution of the total force along the 

line of intersection of planes and tool surfaces 

The force component symbol shall be identified by two suf- 

fixes: the first to denote the plane and the second to denote the 

surface. 

F is the component of total force acting along the in- 

tlysection of the cutting edge normalplane P, and the tool 

face A,. 

4.2.3 Geometrical resolution of the total force along 

machine reference axes (see IS0 841 and figure I) 

The component of the total force along a machine axis shall be 

identified by the characteristic suffix of this axis followed by the 

letter “m” (for machine). 

Example: 

Fxm - &m - Fz, 

4.2.4 Components of the total force related to 

characteristic directions of the workpiece or to 

an axis connected with the workpiece 

In such cases, an additional suffix “w” shall be added to the ap- 

propriate directional suffix (or suffixes). 

Example : 

4.2.5 Components of the total force related to 

characteristic directions of the tool 

In such cases, an additional suffix “s” shall be added to the ap- 

propriate directional suffix (or suffixes). 

Example : 

FXS - FY, - Fz, 

4.2.6 Components of the total force related to the 

assumed shear plane, assumed chip flow direction, etc. 

In such cases, suffix “sh” shall be used for shear direction and 

suffix “ch” for chip flow direction. 

A standard example in the particular case of orthogonal cutting 

is given in 4.4. 

4.2.7 Components of total force perpendicular to a 

plane or tool surface 

When the designation of a component of the total force in a 

direction perpendicular to a plane or tool surface is required and 

this direction cannot be defined in relation to other directions 
(see 4.2.1, 4.2.3 and 4.2.4) or by the intersection of previously 

defined planes (see 4.2.21 then the direction should be in- 

dicated by using two suffixes; the first to denote the plane or 

tool surface and “N” to indicate a direction perpendicular to the 

plane. 
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Thus the component of total force perpendicular to the cutting 

edge normal plane P, would be designated by FnN and the 

component of total force perpendicular to the tool face A, 

would be designated by FrN. 

4.3 Geometrical resolution of the total force 
exerted by a cutting part, by perpendicular 
projection to the directions of motion and to 
their perpendiculars (see figures 2 and 3) 

4.3.1 active force F, (see figures 2, 3, 4 and 5) : The projec- 

tion of the total force Fin the working plane Pt,. 

4.3.2 back force Fp (see figure 2) : The component of total 

force F perpendicular to the working plane Pt,. 

NOTES 

1 Because Fp is perpendicular to the directions both of primary mo- 
tion and of feed mofion it does not contribute to the cutting power 
(see 6.3). 

2) F* = F; + F* 
P 

4.3.3 Components of the total force F in the working 

plane related to the resultant cutting direction 

4.3.3.1 working force F, (see figures 2, 3, and 4) : The com- 

ponent of the total force F obtained by perpendicular projection 

on the resultant cutting direction (i.e. along vector 3.J. It is 

therefore defined in the working plane P,,. 

4.3.3.2 working perpendicular force FeN (see figure 3) : In 

the workingplane P,,, the component of the totalforce perpen- 
dicular to the resultant cutting direction. 

F; = F; + F& 

4.3.4 Components of the total force in the working 

plane related to the direction of primary motion 

4.3.4.1 cutting force F, (see figures 2, 3 and 5) : The compo- 

nent of the total force obtained by perpendicular projection on 

the direction of the primary motion (i.e. along vector QJ. 

4.3.4.2 cutting perpendicular force FcN (see figure 3) : The 

component of the total force perpendicular to the direction of 

the primary motion and in the working plane Pt,. 

Fi = FE + F& 

4.3.5 Components of the total force in the working 

plane related to the direction of the feed motion 

4.3.5.1 feed force Ff (see figures 2, 3, and 5): The compo- 

nent of the total force obtained by perpendicular projection on 

the direction of the feed motion (i.e. along vector $1. 

4.3.5.2 feed perpendicular force Ft, (see figure 3): The 

component of the total cutting force perpendicular to the direc- 

tion of the feed motion in the working plane Pt,. 

F; = F: + F& 

NOTE - When the feed motion angle cp = 90° (for example turning, 
drilling), the feed force Ff is identical to the cutting perpendicular force 
FcN, and the cutting force F, is identical to the feedperpendicular force 

FfN : 

4 = FcN 

Fc = FfN 

For such operations, only the terms feed force and cut?ing force shall 
be used. In these cases: 

F2 = F; + F2 a c 

4.3.6 thrust force FD (see figures 2 and 5) : The component 
of the total force obtained by perpendicular projection on the 
cut dimension plane. 

NOTE - The other components of the rota/force in the cut dimension 
plane have already been defined, i.e. 

a) back force Fp (see 4.3.2) 

b) cuffing perpendicular force F,N (see 4.3.4.2) 

The following relationships are valid : 

F; = F’, + FEN 

F* = FE + F; 

4.3.7 Angles between force components 

The angles between force components shall be indicated 

explicitly. 

Examples: 

FTa is the angle between F and F, (see figure 4); 

FFe is the angle between F, and F,. 

Similarly cos FTa or cos F>e are respectively the cosines of the 

angles between F, F, and F,, F,. 

NOTE - It is mathematically correct to derive further force com- 
ponents in a plane from the projection of the total force on this plane 
but projection on a direction should not be further resolved. 

Therefore it is acceptable to compute the components of the total 

force in the working plane by computing the components of the active 
force in this plane since (see figure 4) 

cos F>e = cos FTa cos Fpe 

Example : 

F, = F cos Fqe = F, cos F2e = F cos FTa cos Fpe 

4.4 Geometrical resolution of the total force in 
the simplified two dimensional model for 
orthogonal cutting (see figure 5) 

Assuming that the active cutting edge is straight and sharp, 

that K, = 90’ and 1, = O”, neglecting all physical force com- 
ponents on the flank, and assuming that no lateral deformation 

3 

Full document details: ISO 3002-4-1984

http://www.avadocuments.com/doc/iso-3002-4-1984
http://www.avadocuments.com/doc/iso-3002-4-1984

