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Foreword

SO (the International Organization for Standardization) is a worldwide
federation of national standards bodies (ISO member bodies). The work of
preparing International Standards is normally carried out through I1SO
technical committees. Each member body interested in a subject for
which a technical committee has been established has the right to be
represented on that committee. International organizations, governmental
and non-governmental, in liaison with I1SO, also take part in the work. ISO
collaborates closely with the International Electrotechnical Commission
(IEC) on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are
circulated to the member bodies for voting. Publication as an International
Standard requires approval by at least 75 % of the member bodies casting
a vote.

International Standard ISO 3029 was prepared by Technical Committee
ISO/TC 42, Photography.

This third edition cancels and replaces the second edition (!SO 3029:1983), of
which it constitutes a technical revision.

Annexes A and B of this International Standard are for information only.

©® I1SO 1995

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced
or utiized In any form or by any means, electronic or mechanical, including photocopying and
microfilm, without permission in writing from the publisher.
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INTERNATIONAL STANDARD ¢ ISO

ISO 3029:1995(E)

Photography — 126-size cartridge — Dimensions of
cartridge, film and backing paper

1 Scope

This International Standard specifies the dimensions
of 126-size cartridges, as well as dimensions of film
and backing paper. Certain desirable camera charac-
teristics are given, for guidance, in annex A.

This International Standard also specifies the dimen-
sions of a set of film identification notches which
assigns a code number to a specific film at the
request of the film manufacturer. Neither the assign-
ment nor incorporation of film identification notches
for particular film products is required by this Inter-
national Standard. However, the procedure to be fol-
lowed by film manufacturers in obtaining code
numbers is given in annex B.

2 Normative references

The following standards contain provisions which,
through reference in this text, constitute provisions of
this International Standard. At the time of publication,
the editions indicated were valid. All standards are
subject to revision, and parties to agreements based
on this International Standard are encouraged to in-
vestigate the possibility of applying the most recent
editions of the standards indicated below. Members
of IEC and ISO maintain registers of currently valid
International Standards

ISO 1:1975, Standard reference temperature for
industrial length measurements.

ISO 554:1976, Standard atmospheres for conditioning
and/or testing — Specifications.

3 Conditions for measurement of
dimensions

The dimensions and tolerances specified in this
International Standard apply at the time of manu-
facture, measured under atmospheric conditions of

23°Cx£2°C and 50 % + 5 % relative humidity, as
specified in ISO 554 1.,

4 Dimensions and characteristics of
cartridge and spool

4.1 The dimensions and characteristics of the car-
tridge and of the spool shall be as shown in figure 1
and as given in table 1.

4.2 Most cartridge dimensions are given with
respect to a set of three mutually perpendicular
datum planes U, S, T (see figure 1), which are
coincident with the surfaces that engage mating
camera parts in such a way as to ensure proper
alignment of the cartridge in the camera.

4.3 [n order to visualize the minimum space which
needs to be reserved in cameras for the cartridge, all
cartridge diagrams have been drawn employing the
particular contours which result in a cartridge of
maximum profile (see also 4.9).

4.4 For quality control purposes, the four areas of
datum U are used for gauging the dimensions of the
cartridge. )

4.5 Figure 1 shows the spool or core, on which the
film is wound, pushed to the uppermost limit in the
cartridge.

4.6 The radius Cys shall be a single radius tangential
1o three planes, determined respectively by Cy, max.,
Ci14 max., and a plane passing at an angle of C,4 min.
through the intersection of two other planes
determined respectively by Cy5 min. and G, max. (see
figure 1, detail O).

1) All measuring instrument calibrations should be referred to a temperature of 20 °C (as specified in ISO 1) and a relative

humidity of 50 %.
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Dimensions in millimetres
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Figure 1 — Cartridge and spool
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Dimensions in millimetres
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Figure 1 — Cartridge and spool (concluded)
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Table 1 — Cartridge and spool dimensions
Dimension Millimetres Dimension Millimetres

min. max min max
A 39,37 Ey 3,25 427
Ay 1,78 Ex 40,39 41,40
Az 5,08 Eg radius 0.38
Ay 8,89 E7 radius 0,64
Ag 26,16 Eg diameter 16,51
Ag 30,73 Eg diameter 2 x radius
Ay 38,35 Cos
Ag 5,59 Eqq radius 0,25
Ag 3,30 F 3,81
Aqg radius 6,48 F, see 4.19 41,40
A 1,14 Fy 1,37 1,47
A" 17,91 Fy 2,41
Ay see 4.15 7,11 Fg 5,18
Aq456€ 4.15 38,10 Fg radius 4,44
By 4,32 F, radius 3.18
Bj radwus 0,51 Fgradus 1,65
B3 0,25 Fgradwus 0,13
c; 27,33 Fipsee 4.18 35,05 36,46
Cz 60,96 F1q 1,27
C3 25,15 Fy, radus 1,27
Cy 58,42 Fi3 38,86
cs " 13,97 Fia 4,88 5,89
Ce 14,30 Fi5 13,84
C; 4,06 Fig 21,72
Cg radus 12,45 Fy7 30,05 30,81
Cq 0,00 Fig 33,60 33,96
Cig 3,81 Fig 1,90 2,18
¢y 8,53 Fypsee 414" 3,18
Cip 21,46 Fyy 6,20 6,60
Ci3 1,14 1,40 Fy, radius 0,76
Cia 26,92 Faa 4,06
Cis 0,89 Fyy 14,30
Cis 35,41 35,66 Fys5 0,51
Cq7 38,68 Fog 37,85
Cig 59,79 Fp7 1,52
Cqg radius 10,80 Fag 1,52
Cyp 0,76 Fag 34,29
Coq 3.81 Fqq radius 1,27
Cyy 18,54 Fa 2,29
Cp3 radius 10,80 Fap 35,05
Cp4 degrees 4° Gy 4,32 483
Cos see 4.6 Gy 4,57 4,83
Cog radius 1/2 width G3 3,30 3,81
Cy7 3,68 Gy 2,54 3,05
Cog 0,03 Gs 3,56
Cyg radius 1,52 Gg 137 1.47
Ca radius 0,08 Gy 19,30
Ca3q radius 0,25 Gg 23,62
D radius 0,51 Gy 36,93 37,19
D, radius 1,52 Gio 40,26
see 4.7 Gq1 nominal 1,45
Eq diameter 10,29 10,64 Gy, degrees 20°
Ep 0,76 Gis 1,40 1,65
Eq 38,10 Gig 1,98
1) Basic or true position dimension.
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