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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.org/
iso/foreword.html.

This document was prepared by Project Committee ISO/PC 318, Community scale resource-oriented
sanitation treatment systems.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

Hygienic sanitation systems are crucial for public health, yet 61 % of the global population do not have
access to safely managed sanitation services; that is, excreta safely treated in situ or treated off-site.

Safe and sustainably managed sanitation improves health and welfare and is fundamental to human
development. Integrated business models and technologies throughout the sanitation value chain
(see Figure 1) can ensure the economic viability of processes that turn waste into valuable resources,
such as renewable energy by-products (e.g. electricity, biofuels, or briquettes) or agriculture products.
Safely managed sanitation systems can also prevent contamination of water sources, thus leading to
livelihood improvements.

Faecal sludge management

A
[ |

On-site sanitation technology
Il

I 1

User interface Containment Collection and transport  Treatment Reuse or disposal

NOTE Treatment is the focus of this document (depicted in the dashed box).
Figure 1 — Sanitation value chain

As shown in Figure 1, this document focuses on non-sewered faecal sludge treatment units with the
purpose to specify performance and safety requirements of community-scale resource recovery faecal
sludge treatment units serving approximately, but not limited to, 1 000 to 100 000 people. It aims to
specify technical requirements and recommendations for such treatment units in terms of performance,
safety, operability and maintainability.

This document is intended to ensure the performance, safety, and sustainability of community-scale
resource recovery faecal sludge treatment units as well as technical robustness and safety in terms of
human health and the environment.

It further aims to promote trust among the different stakeholders involved in faecal sludge
management, such as investors, technology developers, government officials, regulatory bodies, local
service providers, and users, increasing their willingness to implement innovative new technologies.
Manufacturers and technology developers can use this document to gain consumer confidence in
the reliability and safety of treatment units. Stakeholders can use this document as a benchmark to
compare performance capabilities of different treatment unit options and identify which option is most
suitable for their needs.
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Faecal sludge treatment units — Energy independent,
prefabricated, community-scale, resource recovery units —
Safety and performance requirements

1 Scope

This document specifies requirements and test methods to ensure performance, safety, operability and
maintainability of community-scale resource recovery faecal sludge treatment units (herein addressed
as treatment units) that serve approximately, but not limited to, 1 000 to 100 000 people. This document
applies to treatment units that:

a) primarily treat faecal sludge,
b) are able to operate in non-sewered and off-grid environments,
c) are prefabricated,

d) exhibit resource recovery capability (e.g. recovering energy, reusable water, soil amendment
products), and are capable of being energy neutral or energy net positive.

This document does not apply to treatment units requiring major sewer infrastructure.

Figure 2 illustrates the scope of this document with respect to treatment unit inputs and outputs.

g ~
4 R irements an meth
/ Recovered \
I  Performance resources for reuse '\ g
. . ..
I Safety Pathogen threshold | .
— o Operability compliant and quality of
| |
I — ¢ Maintainability ] e Gaseous I resources
e Liquid I e
« Solid reuse
e Energy :
Faecal sludge
t t t Dischar nd di 1 I
rea men Environmental and |
Optional unit Outputs pathogen threshold |
additional compliant 1
feedstock - e Gaseous |
| e Liquid |
I e Solid I
¢ Noise /
\\ e Odour /
« SCOPE OF DOCUMENT 7
N o e e e mem mm e e e e e e e e e e e mmm e -

Key
--- boundary of the scope of this document

Figure 2 — Scope of this document

Inputs are primarily faecal sludge derived from human excreta and can include additional substances
at the discretion of the manufacturer. This document does not specify the characteristics of the faecal
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sludge (e.g. COD, BOD, moisture content, etc.) and which forms of the additional inputs (e.g. food
waste) are treated within the unit. These inputs are defined by the manufacturer as well as the input
characteristics which meet the requirements specified in this document.

This document addresses:

— the performance, safety, operability, and maintainability of the treatment unit,
— the protection of human health and the environment,

— safety aspects of the treatment unit’s solid, liquid, and gaseous outputs,

— noise and odour outputs of the treatment unit.

This document specifies minimum requirements of all types of outputs from the treatment unit. It does
not specify or mandate the quality of resources recovered as these are highly dependent on the local
(e.g. economic, social) context.

Any resources produced and consumed internally to the process itself are outside the scope of this
document. Similarly, with the exception of pathogen requirements, the quality and value of any resource
recovery and reuse products derived from the treatment unit are outside the scope of this document.
Apart from the requirement for energy independence under manufacturer specified input conditions
during steady-state operation, this document does not set performance targets with respect to the
amount or type of energy or resources to recover and/or use locally.

This document does not address transportation and any intermediary processes required to supply
the treatment unit with the defined inputs. Provisions of this document apply to the treatment unit
according to its unit boundaries, i.e. within the process chain beginning with its specified inputs
and ending with its outputs. Some of the considerations on sustainability of the treatment unit are
highlighted in Annex B.

2 Normative references

The following documents are referred to in the text in such a way that some or all of the content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 4126 (all parts), Safety devices for protection against excessive pressure

ISO 5667-1, Water quality — Sampling — Part 1: Guidance on the design of sampling programmes and
sampling techniques

ISO 5667-3, Water quality — Sampling — Part 3: Preservation and handling of water samples

ISO 5667-13, Water quality — Sampling — Part 13: Guidance on sampling of sludges

ISO 7250 (all parts), Basic human body measurements for technological design

ISO 12100, Safety of machinery — General principles for design — Risk assessment and risk reduction
[SO 14159, Safety of machinery — Hygiene requirements for the design of machinery

ISO/IEC 17065:2012, Conformity assessment — Requirements for bodies certifying products, processes
and services

[SO 19458, Water quality — Sampling for microbiological analysis

ISO 20816-1, Mechanical vibration — Measurement and evaluation of machine vibration — Part 1: General
guidelines

ISO 55000, Asset management — Overview, principles and terminology
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[SO 80000 (all parts) and IEC 80000 (all parts), — Quantities and units

IEC 31010, Risk management — Risk assessment techniques

IEC 60050-192, International Electrotechnical Vocabulary (IEV) — Part 192: Dependability

IEC 60204 (all parts), Safety of machinery

IEC 60309-1, Plugs, socket-outlets and couplers for industrial purposes — Part 1: General requirements
[EC 60364 (all parts), Low voltage electrical installations

IEC 60529, Degrees of protection provided by enclosures (IP Code)

IEC 60664-1, Insulation coordination for equipment within low-voltage systems — Part 1: Principles,
requirements and tests

IEC 60942, Electroacoustics — Sound calibrators
IEC 60947 (all parts), Low voltage switchgear and control gear
IEC 61000-6, Electromagnetic compatibility — Part 6: Generic standards

IEC 61069, Industrial process measurement, control and evaluation — Evaluation of system properties for
the purpose of system assessment

IEC 61140, Protection against electric shock — Common aspects for installation and equipment

IEC 61260-1, Octave-band and fractional-octave-band filters — Part 1: Specifications

IEC 61511 (all parts), Functional safety — Safety instrumented systems for the process industry sector
IEC 61558 (all parts), Safety of transformers, reactors, power supply units and combinations thereof
IEC 61672-1, Electroacoustics — Sound level meters — Part 1: Specifications

IEC 61882, Hazard and operability studies (HAZOP studies)

IEC 61984, Connectors — Safety requirements and tests

IEC 62305 (all parts), Protection against lightning

IEC/IEEE 82079-1, Preparation of information for use (instructions for use) of products — Part 1: Principles
and general requirements

EN 547 (all parts), Safety of machinery — Human body measurements

EN 1127-1, Explosive atmospheres — Explosion prevention and protection — Part 1: Basic concepts and
methodology

EN 1837, Safety of machinery — Integral lighting of machines

EN 1839, Determination of the explosion limits and the limiting oxygen concentration (LOC) for flammable
gases and vapours

EN 10216 (all parts), Seamless steel tubes for pressure purposes — Technical delivery conditions
EN 10217 (all parts), Welded steel tubes for pressure purposes — Technical delivery conditions
EN 13480 (all parts), Metallic industrial piping

EN 13725:2003, Air quality — Determination of odour concentration by dynamic olfactometry

EN 15259, Air quality — Measurement of stationary source emissions — Requirements for measurement
sections and sites and for the measurement objective, plan and report Documents
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ASTM E681, Standard Test Method for Concentration Limits of Flammability of Chemicals (Vapors and Gases)
API1 520, Sizing, selection, and installation of pressure-relieving devices

API 521, Pressure-relieving and depressuring systems

API 650, Welded steel tanks for oil

ASME B31.1, Power piping

ASME BPVC Boiler and pressure vessel code

SW-846 Test Method 1311, Toxicity Characteristic Leaching Procedure

Confidence Grading System, International Infrastructure Management Manual (IIMM), 2015

NFPA 30, Flammable and Combustible Liquids Code

UL 58, Standard for steel underground tanks for flammable and combustible liquids

UL 142, Standard for steel aboveground tanks for flammable and combustible liquids

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.
ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at http://www.electropedia.org/

3.1 General

3.1.1
human excreta
waste products of human metabolism, in solid or liquid form, generally urine and/or faeces

[SOURCE: ISO 24521:2016, 3.3]

3.1.2

faecal sludge

sludge generated from the storage of human excreta (3.1.1) in pit latrines, septic tanks or other onsite
sanitation systems that may be mixed with flush water, domestic waste, anal cleansing material and
other liquids

3.1.3

input

substances fed to the treatment unit; primarily faecal sludge (3.1.2), which may include other substances
such as liquid and solid domestic waste (3.2.1) and may include different forms of biomass (3.2.2)

3.1.4
prefabricated
factory produced either as a fully assembled unit or as a set of components that assemble to form the unit

3.1.5

design requirement

requirement that specifies or constrains the design of a system or system component; cf. functional
requirement, implementation requirement, interface requirement, performance requirement, and
physical requirement
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3.1.6
risk assessment
overall process comprising a risk analysis and a risk evaluation

[SOURCE: ISO/IEC Guide 51:2014, 3.11]

3.1.7

safety assessment

review of the aspects of design and operation of the treatment unit which are relevant to the protection
of persons or the safety of the treatment unit, including the analysis of the safety and protection
provisions established in the design and operation of the treatment unit and the analysis of risks
associated with normal conditions and accident situations

3.1.8
design process
process of converting the requirements of the functional specification into the technical specification

[SOURCE: ISO 13880:1999, 3.3]

3.2 Input, energy balance, and resource recovery

3.2.1
domestic waste
waste that arises from domestic use of a private dwelling

3.2.2
biomass
material of biological origin excluding material embedded in geological formations and/or fossilized

Note 1 to entry: This definition includes crop waste, food waste, wood chips, etc. that can increase the calorific
content of input beyond the content in faecal sludge.

[SOURCE: ISO 16620-1:2015, 3.1.2, modified — The Note has been added.]

3.2.3
steady state
condition in which all relevant operational parameters are not significantly changing with time

3.2.4

energy balance

accounting of input (3.1.3) and/or interconversion of different forms of energy outputs, and energy
usage within a defined boundary

3.2.5

energy independent

able to perform the intended functions of the treatment unit relying exclusively on energy from faecal
sludge (3.1.2) as defined by the manufacturer during steady state operation

3.2.6

energy positive

able to convert the treatment unit’s defined input (3.1.3) into energy and/or output materials that can
be converted into energy that can be reused in applications beyond the treatment unit

3.2.7
thermal treatment
treatment process that uses heat to convert inputs (3.1.3) into outputs
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3.2.8

calorific value

quantity of heat produced by the combustion, at a constant pressure equal to 0,101 325 MPa, of unit
volume or mass, the constituents of the combustible mixture being taken at reference conditions and
the products of combustion being brought back to the same conditions

Note 1 to entry: A distinction is made between:

a) the superior calorific value (Hs)/ gross calorific value/ upper heating value (UHV) in which the water
produced by combustion is assumed to be condensed, and

b) the inferior calorific value (Hi)/ net calorific value/ lower heating value (LHV) in which the water produced
by combustion is assumed to be in the vapour state.

The units used for calorific value are either:
¢) megajoules per cubic metre (MJ/m3) on dry basis at the reference conditions, or
d) megajoules per kilogram (M]/kg) on dry basis.

Note 2 to entry: This document does not mandate the use of the superior or inferior heating value as long as the
one used is most relevant to the technology and clearly noted.

[SOURCE: ISO 22967:2010, 3.2.2, modified — The Note 2 to entry has been added, to remove “gas”, to
include “/gross calorific value/upper heating value (UHV)” and “/net calorific value/lower heating value
(LHV)”]

3.29

biochemical oxygen demand

BOD

mass concentration of dissolved oxygen consumed under specified conditions by the aerobic biological
oxidation of a chemical compound or organic matter

Note 1 to entry: It is typically expressed in mg/1.

[SOURCE: ISO 14592-2:2002, 3.1.3, modified — “in water” has been deleted, Note 1 to entry has been
modified.]

3.2.10

chemical oxygen demand

CcoD

mass concentration of oxygen equivalent to the amount of a specified oxidant consumed by a chemical
compound or organic matter

Note 1 to entry: It is typically expressed in mg/1.

[SOURCE: ISO 9408:1999, 2.6, modified — "when a water sample is treated with the oxidant under
defined conditions" has been deleted, Note 1 to entry has been modified.]

3.2.11

total suspended solids

TSS

mass of particulates, both organic and inorganic, suspended, but not dissolved, per unit of water

[SOURCE: ISO 16345:2014, 2.58, modified — “weight” has been replaced with “mass’, Note 1 to entry
has been deleted.]

3.2.12

total nitrogen

TN

sum of total Kjeldahl nitrogen (ammonia, organic and reduced nitrogen), nitrite-N and nitrate-N
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3.2.13

total phosphorus

TP

sum of organically bound and inorganically bound phosphorus measured under specified conditions

3.2.14

volatile organic compound

vocC

any organic liquid and/or solid that evaporates spontaneously at the prevailing temperature and
pressure of the atmosphere with which it is in contact

[SOURCE: ISO 4618:2014, 2.270, modified — Notes to entry have been deleted.]

3.2.15
resource recovery
using input (3.1.3) to generate valuable outputs

3.3 Performance

3.3.1

utilization time

period during which the treatment unit is in operation or is being maintained calculated as the sum
of the mean time between failure (3.3.6), technical downtime (3.3.5), and all other downtimes including
preventive maintenance (3.3.3) but not including downtime owing to factors external to the system (e.g.
supply, labour, weather)

3.3.2

technical availability

ratio of the mean time between failure (3.3.6) and the sum of the meantime between failure and
meantime to repair (3.3.7) under ideal conditions:

A= BF
Tgp +Trg
where
A is the technical availability;

Tgrp is the mean time between failure;

Trr is the mean time to repair

3.3.3
preventive maintenance time
T
pm . . . . . . .
part of the maintenance time taken to perform preventive maintenance, including technical delays and
logistic delays inherent in preventive maintenance

Note 1 to entry: Preventive maintenance activities aim to minimize the technical downtime by precluding failure
or damage.

[SOURCE: IEC 60050-192:2015, 192-07-05, modified — Note 1 to entry has been replaced.]

3.3.4
downtime
time interval for which the item is in a down state

[SOURCE: IEC 60050-192:2015, 192-02-21, modified — Spelling has been changed from “down time” to
“downtime”, Note to entry has been deleted.]
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3.3.5

technical downtime

unscheduled downtime (3.3.4) during which the treatment unit’s processes are not conforming to
the expectations in terms of performance, safety, operability, and maintainability as specified by the
manufacturer

Note 1 to entry: This may be due to shortcomings in the design, material defects, process interruptions due to
design deficits, or shortcomings in the product literature provided by the manufacturer.

Note 2 to entry: There are various methods to determine the PFD-value, e.g. Markov models, Bayesian models,
quantitative fault tree analysis.

3.3.6

mean time between failure

MTBF

expectation of the duration of the operating time between failures

[SOURCE: IEC 60050-192:2015, 192-05-13, modified — “mean operating time between failures” has
been changed to “mean time between failure”, Note to entry has been deleted.]

3.3.7

mean time to repair

MTTR

expectation of the time to restoration under the control of the designer

Note 1 to entry: MTTR generally does not reflect lead time for parts or administrative or logistical downtime.

Note 2 to entry: MTTR refers to reactive maintenance, i.e. maintenance activities triggered only after failure or
damage has already occurred.

[SOURCE: IEC 60050-192:2015, 192-07-23, modified — “mean time to restoration” has been changed to

“mean time to repair”, “under the control of the designer” has been added, original Note to entry has
been deleted and two new Notes to entry have been added.]

3.3.8
failure on demand
failure of the treatment unit to respond as intended to operator signals

EXAMPLE 1  Failure to resume stable operations after starting or re-starting the treatment process.
EXAMPLE 2 Failure to enter a safe state following shutoff.

3.3.9

interlock

mechanical, electrical or other type of devices, the purpose of which is to prevent the operation of
machine elements under specified conditions by an inhibit command from the interlocking device that
(a) directly interrupts the energy supply or directly disconnects parts from the equipment or (b) is
introduced into the control system so that interruption of the energy or disconnection of parts from
the equipment is triggered by the control system, or (c) provides safety protection for personnel and
equipment

[SOURCE: IS0 21789:2009, 3.6, modified — "(c) provides safety protection for personnel and equipment”
has been added.]

3.3.10
redundancy
existence of more than one means for performing a required function

[SOURCE: ISO 20815:2018, 3.1.49, modified — “of an item” has been deleted, all Notes to entry have
been deleted.]
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3.4 Operability

3.4.1
process stability
process condition exhibiting consistent means and variances throughout the utilization time (3.3.1)

3.4.2
water tightness
ability of the closed faecal sludge treatment unit to resist water penetration and leakage

[SOURCE: ISO 15821:2007, 3.6, modified — "test specimen" has been replaced with "faecal sludge

treatment unit”, “and leakage” has been added.]

3.4.3

technical tightness

inherent characteristics of a faecal sludge treatment unit that prevents hazardous fluids, gases, or
suspended particulate matter from passing through the external environment to the processing/
treatment internal environment, or from the processing/treatment internal environment to the
external environment, or both

Note 1 to entry: The sanitation system or components thereof are considered technically tight if the leakage rate
does not exceed 0,000 01 mbar 1/s.

3.5 Outputs

3.5.1

effluent

liquid discharged from any item of equipment after fulfilment of its function or after having itself
been treated

[SOURCE: ISO 1213-1:1993, 6.1.9, modified — "water" has been replaced with "liquid", “(e.g. for
clarification)” has been deleted.]

3.5.2
pathogen
organism capable of producing disease in a susceptible plant or animal, including humans

[SOURCE: ISO 6107-5:2004, 39, modified — “man” has been replaced with “humans”.]

3.5.3

protozoa

phylum of unicellular eukaryotic animals varying from simple uninucleate organisms to cell colonies or
highly organized structures and with a considerable diversity of forms and nutrition

[SOURCE: ISO 6107-5:2004, 47]

3.54

environmental correction

correction applied to the mean (energy average) of the time-averaged sound pressure levels over all
the microphone positions on the measurement surface, to account for the influence of reflected or
absorbed sound

Note 1 to entry: Environmental correction is expressed in decibels.
Note 2 to entry: The environmental correction is frequency dependent; the correction in the case of a frequency
band is denoted K2f, where f denotes the relevant mid-band frequency, and that in the case of A-weighting is

denoted K2A.

[SOURCE: ISO 3744:2010, 3.17, modified — Note 3 has been deleted.]
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3.5.5

total dust

particles, of any shape, structure or density, dispersed in the gas phase at the sampling point which
may be collected by filtration under specified conditions after representative sampling of the gas to
be analysed, and which remain upstream of the filter and on the filter after drying under specified

conditions

3.6 Abbreviated terms

APHA
API
ASME
ASSE
ASTM

BMUB

BOD
CAPEX
CFU
COD
EPA
GHG
HAZOP
LEL
NFPA
NIOSH
OPEX
ou,
PFD
PFU
TSS
TCLP
STLC
UEL
UL

10

American Public Health Association
American Petroleum Institute

American Society of Mechanical Engineers
American Society of Safety Engineers

American Society for Testing and Materials

German Federal Ministry for the Environment, Nature Conservation, Building and

Nuclear Safety

biochemical oxygen demand

capital expenditure

colony-forming units

chemical oxygen demand

U.S. Environmental Protection Agency
greenhouse gas emissions

hazard and operability study

lower explosive limit

National Fire Protection Association
US National Institute for Occupational Safety and Health
operational expenditures

odour unit (European)

probability of failure on demand
plaque-forming units

total suspended solids

toxic characteristic leaching procedure
soluble threshold limit concentration
upper explosive limit

Underwriters Limited
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UN United Nations
VDI Association of German Engineers
voC volatile organic compound

4 General requirements

4.1 Industrial design and manufacture

Treatment units shall be designed and manufactured in accordance with industrial best practices. For
the purposes of this document, industrial design and manufacture comprise the following requirements:

a) Design and manufacture of the treatment unit shall be specified and realized in accordance with
the International System of units (SI) defined in ISO 80000 (all parts) and IEC 80000 (all parts).

b) Design and manufacture shall be systematically planned, realized, and tested along a defined
product safety lifecycle that ensures testability, quality, and conformity of the treatment unit.

c¢) Design and manufacture of the treatment unit shall be based on a clearly specified design basis
and uniform manufacturing process. The design basis shall cover electrical, mechanical, structural,
and process engineering, including the basis for calculating the declared capacity, availability, and
performance of the treatment unit.

d) Design and manufacture of the treatment unit shall be documented in a systematic technical file.

4.2 Hazard and operability study and risk assessment

The manufacturer shall carry out a hazard and operability study (HAZOP) following IEC 61882, and a
risk assessment following either ISO 12100 or IEC 31010.

The hazard and operability study and risk assessment shall:

a) determine the health and safety requirements that apply to the treatment unit;

b) determine risk-mitigating measures to be taken;

c¢) demonstrate the safety of the product by documenting the results of a safety assessment;
d) be completed before field testing commences;

e) cover the relevant life cycle of the treatment unit, considering its expected use and use in a way not
intended by the designer, but which can result from readily predictable human behaviour.

This assessment should be carried out during the design process.

NOTE Operational issues over which the operator (rather than the manufacturer) has control are outside
the scope of this document and therefore excluded from this assessment.

4.3 Ambient operation conditions

The treatment unit shall operate within the ambient temperature range, air humidity, and pressures
specified by the manufacturer (see 12.1).

4.4 Expected technical lifetime

Treatment units shall be designed for a serviceable life of not less than 20 years, assuming operation
and maintenance are conducted according to the manufacturer’s specifications. The expected technical
lifetime requirement relates to the design of the treatment unit and does not impose any requirement

on spare parts (see 9.4) of the treatment unit. Documents
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4.5 Treatment unit input

4.5.1 Inputtypes
Treatment units shall primarily treat faecal sludge derived from human excreta.

Other inputs in addition to faecal sludge (e.g. biomass) may be treated.

4.5.2 Specification of input parameters and ranges

Manufacturers shall specify the necessary range of values for performance-based input parameters
required to achieve energy independence (5.2.1) or energy positive status (5.2.2).

If the treatment unit can operate with an extended range of input parameter values while remaining in
compliance with the exception of the energy independence requirement, then the manufacturer shall
specify the extended range of defined inputs for which the treatment unit does not meet the energy
independence requirement. Table 1 provides an example of how to specify the input specifications.

EXAMPLE Calorific value, moisture content, and ash content of input can require specification for a
combustion system.

Table 1 — Example of treatment unit input specifications

Input type Input parameter Units Range of values Range of values
of parameter of parameter
(compliant (energy
operation, energy | independent and/
independence not | or energy positive
required) for testing)
Faecal sludge |Throughput (dry basis) |kg/h <375 20,0 to 37,5
Calorific value M]J/kg >9,0 >15,0
Solids content % solids >10,0 >15,0
Inorganic content % mass, dry basis <25,0 <15,0
Other inputs Throughput (dry basis) |kg/h <20,0
Calorific value M]/kg >12,0
Solids content % solids >15,0
NOTE 1 Parameters and values in Table 1 are for illustration purposes only.
NOTE 2 Not all possible combination of these parameter values may be viable simultaneously.
NOTE 3 Other formats for presenting the extended range of input parameters, such as graphs may be used;
choice of format is at the discretion of the manufacturer.

Examples of input specifications templates are provided in Annex A.
4.6 Requirements for handling of faecal sludge as a fuel

4.6.1 Reception of faecal sludge

The treatment unit shall be designed so as to take all necessary precautions concerning the reception
of faecal sludge to prevent negative effects on the environment, such as the pollution of air, soil, surface
water, and groundwater and the potential for odours, noise, and direct risks to human health, e.g.
through contact with faecal sludge.

4.6.2 Storage of faecal sludge

If the treatment unit includes a component for storage of faecal sludge, the treatment unit shall be
designed so as to take all necessary precautions concerning the storage of faecal sludgeﬁo revent
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negative effects on the environment, such as the pollution of air, soil, surface water and groundwater
and the potential for odours, noise, and direct risks to human health.

4.6.3 Feeding system

The faecal sludge feeding system including other inputs shall be closed and automatically operated to
minimize direct risks to human health and safety.

4.6.4 Drying facilities

If the treatment unit includes drying facilities, the treatment unit shall be designed so as to take all
necessary precautions to prevent exposure from the drying process and direct risks to human health.

5 Energy balance and resource recovery

5.1 General

This clause specifies requirements and recommendations for performance with respect to energy
balance and resource recovery. Energy and resource recovery performance requirements as well as
test methods for verification may vary across treatment units. Performance verification for energy
balance and resource recovery specifications are given in 12.5.

5.2 Energy balance

5.2.1 Energy independence

Treatment units shall be able to operate in an off-grid environment at steady state without relying on
external energy sources apart from exclusively faecal sludge as defined in 4.5.2. Manufacturers shall
define the properties of exclusively faecal sludge input and specify the duration of time under which the
treatment unit can operate in energy independent mode.

Alternatively, energy independence may be demonstrated by using an auxiliary system. The auxiliary
system need not be part of the treatment unit and may only be used for the purpose of testing for energy
independence. The auxiliary system shall not have any integration with the treatment unit, beyond that
of recovering energy and without relying on external energy apart from exclusively faecal sludge as
defined in 4.5.2.

This requirement does not apply to start-up, shutdown, and maintenance periods. Energy from an
electrical grid or fuel from external sources for onsite electricity generation may be used only when
necessary for safe process start-up, shutdown, and unscheduled maintenance.

EXAMPLE1 A treatment unit produces methane as a resource recovered output. During testing, an auxiliary
system e.g. a generator able to utilize the methane to produce electricity is used to show that the treatment unit
is energy independent.

EXAMPLE 2  Use of a generator (e.g. diesel generator) utilizing non-renewable sources or use of renewable
energy sources (e.g. photovoltaic/solar, wind, hydropower) to generate heat and/or electricity to power the
treatment unit during testing for energy independence would exclude the unit from the scope of this document.

NOTE1 The intent of these provisions is to ensure that the primary source of energy for the treatment unit is
the treatment unit’s defined input. These provisions allow comparisons of technologies.

NOTE 2  These provisions do not restrict treatment units that meet the requirements of this document from
adapting to the local context and/or utilizing resources that render the unit most viable from an economic or
technical standpoint.
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5.2.2 Energy positive

In addition to achieving energy independence (see 5.2.1), treatment units may be energy positive,
i.e. generate excess energy from the defined inputs (e.g. as biocrude or biogas) that can be used in
applications beyond the treatment unit. Energy positive status fulfils the resource recovery requirement
articulated in 5.3.

5.3 Resource recovery

The treatment unit shall recover resources from the specified input. This requirement may be met
through positive energy balance (see 5.2.2) and/or through recovery of additional resources. Examples
of such additional resources include, but are not limited to, biosolids, biochar, fertilizer (pellets or
concentrated solutions), soil amendments, metal salts, biogas, biofuels, carbon dioxide and carbonates,
chemical intermediates (alcohols, acids, biopolymers), biomass (plant and algal), and reclaimed water.
The type of resource recovery shall be specified in the product literature [see 12.3 a) 1)].

6 Performance requirements
6.1 Technical process availability

6.1.1 Mean time between failure (MTBF)

The manufacturer shall specify the technical availability of the treatment unit based on MTBF (3.3.6)
calculations. The technical availability shall allow the treatment unit to conform to the expectations
in terms of performance, safety, operability, and maintainability as specified by the manufacturer for
greater than or equal to 85 % of the sum of the MTBF and MTTR.

MTRBF calculations shall be made in accordance with IEC 60050-192, as shown in Figure 3.

Development of availability targets, and the expected reduction of the statistical variance and
confidence interval of the MTBF values, shall be calculated in accordance with the Confidence Grading
System of the International Infrastructure Management Manual (IIMM), and ISO 55000 approaches on
asset management planning.

utilization time

technical down time [MTTR]

all other down times
e.g. scheduled down times

Figure 3 — MTBF as a component of utilization time

6.1.2 Mean time to repair (MTTR)

The manufacturer shall specify the expected technical downtime of the treatment unit based on MTTR
calculations.

6.1.3 Preventive maintenance time (T,,)

The manufacturer shall specify the expected preventive maintenance time (T,,) required for the
treatment unit in hours/annum. Preventive maintenance includes any work to lge done according to
the maintenance schedule provided by the manufacturer. The maximum preventive maintenance time
requiring shutdown shall be less than 5 % of the utilization time.
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6.2 Process reliability

6.2.1 Process stability

Treatment units shall realize process stability and the manufacturer shall specify all measures
and activities necessary to ensure the treatment process conforms to the expectations in terms of
performance, safety, operability, and maintainability (see 12.3).

6.2.2 Startreliability and start time

The manufacturer shall specify the probability of failure on demand (PFD) when starting or re-starting
the treatment process, which shall be calculated independently from the expected technical downtime
of the process. All activities and measures necessary for the operator to reliably achieve the PFD shall
be specified (see 12.3). The manufacturer shall specify the treatment process ramp-up time necessary
to reach process stability.

6.2.3 Shut-off reliability and shut-off time

The manufacturer shall specify the probability of failure on demand (PFD) when stopping or shutting
off the treatment process. All activities and measures necessary for the operator to reliably achieve the
PFD shall be specified (see 12.3). The manufacturer shall specify the treatment process shut-off time
necessary to reach a safe state.

NOTE There are various methods to determine the PFD-value, e.g. Markov models, Bayesian models,
quantitative fault tree analysis.

7 Safety and functional requirements

7.1 Applicability

Some of the provisions in this clause may not be applicable to certain treatment units, depending on
treatment unit technologies. To identify which of the requirements of this clause are relevant to a
specific treatment unit, a hazard and operability (HAZOP) study and risk assessment shall be conducted
as specified in 4.2.

7.2 Process control

7.2.1 General

Treatment units shall be equipped with a control system. The control system shall provide all control
functions necessary for the treatment unit to conform to the expectations in terms of performance,
safety, operability, and maintainability as specified by the manufacturer. Any malfunction of the control
system shall transition the treatment unit to a safe state. In the event that a control system is required
to achieve a safe state, it shall be equipped with an uninterrupted power supply or emergency back-up
power. Design and performance of the control system shall be in accordance with IEC 61069.

7.2.2 Degree of automation

The control system should enable automated operation of the treatment unit. The treatment unit shall
not require continuous action on the part of the operator.

7.2.3 Intentional starting of operation

Starting and restarting of the treatment unit through deliberate actuation, including restarting after
a stoppage, shall be enabled exclusively through a start-up sequence of control actions that trip the
treatment unit’s ready-state condition interlocks. The start-up sequence and related interlocks shall be
clearly indicated by the manufacturer (see 12.3). Documents
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Restarting of the treatment process after a stoppage shall not be possible without deliberately resetting
the treatment process into default mode for an intentional starting.

7.2.4 Intentional stopping of operation

The control system shall be capable of transitioning the treatment unit safely to a complete stop and
safe state through a shutdown sequence of control actions that trip the shutdown condition interlocks.
The shutdown sequence and related interlocks shall be clearly indicated by the manufacturer (see 12.3).

If a safe state cannot be immediately achieved upon the shutdown sequence and a transition period
follows initiation of the stop command, the control system shall clearly indicate transition mode status
and the duration of this transition period. The safety of the system during this transition period shall be
ensured. If necessary, a safety-related function shall be available for use until the shutdown interlocks
are fully applied. The stop control shall retain priority over the start and operational controls.

7.2.5 Emergency stop

The treatment unit shall be equipped with one or more emergency stop devices that safely halt
all treatment processes and operations (e.g. mechanical and electrical) and cut off energy supply.
Additional emergency stops may be installed that only affect relevant individual subsystems, if the
results of a risk assessment prove the entire treatment unit remains safe when those subsystems are
halted. The subsystem affected through a subsystem-level emergency stop shall be clearly indicated. It
is recommended to refer to ISO 13850 for additional guidance concerning emergency stop functions.

7.2.6 Continuous monitoring

Treatment units shall continuously monitor critical unit process parameters during the utilization
time. Unit process parameters shall be regarded as critical if they interfere with and/or determine
either the process performance or the process safety (e.g. boiler temperature, vessel pressure, output).
The critical process parameters shall be determined through a HAZOP and risk assessment (see 4.2).
Continuous monitoring shall be automatic and may be remote and/or capable of online reporting.

7.2.7 Feedback of process failures

The treatment unit shall incorporate a control system that serves to acquire and process data and
information regarding the safe, reliable, and efficient operation of the treatment unit. The control
system shall provide continuous control and monitoring of all critical process parameters. The control
system shall be capable of:

a) generating system alarms that provide feedback of any process failures, where possible preventively
(before the process failure occurs);

b) prioritizing generated alarms according to their criticality for the treatment process performance
and safety;

c¢) maintaining the treatment unit in a safe state or initiating the transition of the treatment unit into
a safe state;

d) providing error codes to aid system corrections on the operational level which the manufacturer
expects to be managed by the operator; the related corrective actions shall be described in the
operation manual; and

e) creating an onsite and offsite digital record of process failures.

7.2.8 Safety-related functions of the control system

If the HAZOP and risk assessment (see 4.2) reveal the need for further risk reduction additional to the
operational functions of the electric, electronic, or programmable electronic system for the treatment

process control, then this necessary risk reduction should be realized through safety fﬁlctions of
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