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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through 
ISO technical committees. Each member body interested in a subject for which a technical committee 
has been established has the right to be represented on that committee. International organizations, 
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely 
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described 
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types 
of ISO document should be noted (see www.iso.org/directives).

ISO draws attention to the possibility that the implementation of this document may involve the use of (a) 
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent 
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a) 
patent(s) which may be required to implement this document. However, implementers are cautioned that 
this may not represent the latest information, which may be obtained from the patent database available at 
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions 
related to conformity assessment, as well as information about ISO's adherence to the World Trade 
Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by the European Committee for Standardization (CEN) (as EN 12312-11:2005) 
and drafted in accordance with its editorial rules. It was assigned to Technical Committee ISO/TC 20, 
Aircraft and space vehicles, Subcommittee SC 9, Air cargo and ground equipment and adopted under the “fast-
track procedure”.

A list of all parts in the ISO 32312 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. 
A complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

This document specifies health and safety requirements, as well as some functional and performance 
requirements for container/pallet dollies and loose load trailers intended for moving unit load devices 
(ULD), loose freight, mail and baggage on an airport.

The minimum essential criteria are considered to be of primary importance in providing safe, serviceable, 
economical and practical container/pallet dollies and loose load trailers. Deviations from the recommended 
criteria should occur only after careful consideration, extensive testing, risk assessment and thorough 
service evaluation have shown alternative methods or conditions to be satisfactory.

This document is a type C standard as stated in both parts of ISO 12100.

The machinery concerned and the extent to which hazards, hazardous situations and events are covered are 
indicated in the scope of this document.

When provisions of this type C standard are different from those which are stated in type A or B standards, 
the provisions of this type  C standard take precedence over the provisions of the other standards, for 
machines that have been designed and built according to the provisions of this type C standard.
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International Standard ISO 32312-11:2024(en)

Aircraft ground support equipment — Specific 
requirements —

Part 11: 
Container/Pallet dollies and loose load trailers

1	 Scope

This document specifies the technical requirements to minimise the hazards listed in Clause 4 which can 
arise during the commissioning, operation and maintenance of container/pallet dollies and loose load 
trailers when carried out in accordance with the specifications given by the manufacturer or his authorised 
representative. It also takes into account some performance requirements recognised as essential by 
authorities, aircraft and ground support equipment (GSE) manufacturers as well as airlines and handling 
agencies.

This document applies to container/pallet dollies using ball-mat, inverted cargo castors, or rollers and loose 
load trailers intended to be used for the transportation of baggage and cargo on airports (examples, see 
Annex A).

This document does not apply to trailers of similar design as used on public roads, e.g., truck type trailers.

This document does not establish requirements for noise and vibration.

Noise and vibration are dealt with respectively in EN 1915-4 and EN 1915-3.

This document is not applicable to container/pallet dollies and loose load trailers which are manufactured 
before the date of publication by ISO of this document.

NOTE	 Certain measurements have been given in imperial units (in parentheses), following the metric 
measurements, since the containers/pallets to be handled are based mainly on the imperial system.

2	 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes 
requirements of this document. For dated references, only the edition cited applies. For undated references, 
the latest edition of the referenced document (including any amendments) applies.

EN 1050:1996, Safety of machinery — Principles for risk assessment

EN  1915-1:2001, Aircraft ground support equipment  — General requirements  — Part  1: Basic safety 
requirements

EN 1915-2+A1, Aircraft ground support equipment — General requirements — Part 2: Stability and strength 
requirements, calculations and test methods

ISO  12100-1:2003, Safety of machinery  — Basic concepts, general principles for design  — Part  1: Basic 
terminology, methodology (ISO 12100-1:2003)

ISO  12100-2:2003, Safety of machinery  — Basic concepts, general principles for design  — Part  2: Technical 
principles (ISO 12100‑2:2003)
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3	 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 12100-1:2003, ISO 12100-2:2003 
and EN 1915-1:2001 and the following apply.

ISO and IEC maintain terminology databases for use in standardization at the following addresses:

—	 ISO Online browsing platform: available at https://​www​.iso​.org/​obp

—	 IEC Electropedia: available at https://​www​.electropedia​.org/​

3.1
dolly
trailer designed for the transportation of containers or palletized loads

3.2
loose load trailer
trailer capable of transporting loose loads

EXAMPLE	 Baggage, parcels, mail bags.

3.3
container overhang
part of a container contoured beyond the base to match the design of an aircraft

3.4
overrun brake
brake operated by inertia to slow down a trailer in addition to the braking power of the towing vehicle

3.5
auto reverse brake
brake that releases automatically when the trailer is reversed

3.6
end towing
towing of a dolly from the shorter edge

3.7
side towing
towing of a dolly from the longer edge

3.8
end transfer (end loading)
loading/unloading of the ULD in line with the direction of travel of the trailer/dolly

3.9
side transfer (side loading)
loading/unloading of the ULD at 90° to the direction of travel of the dolly

3.10
roller
uni-directional transfer unit

3.11
inverted castor
omni-directional transfer unit

3.12
ball transfer unit
omni-directional transfer unit using ball modules
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3.13
guide
fixed or retractable device used to maintain the desired direction of movement of ULDs

3.14
lead-on roller
special roller, positioned close to the edge of the platform to ease transfer of loads and absorb initial impact

3.15
lead-in flare
tapered end of guides to facilitate the easy transfer of ULDs

3.16
stop
fixed or retractable device capable of preventing horizontal movement of ULDs

3.17
lock
fixed or retractable device capable of preventing horizontal and vertical movement of ULDs

3.18
protective cover
fixed or flexible sheet to protect the load

3.19
cover stowage box
device to store flexible protective covers when not in use

4	 List of hazards

The list of risks and hazards (see Annex B) is based on EN 1050:1996 and contains the hazards and hazardous 
situations, as far as they are dealt with in this document, identified by risk assessment as significant for 
container/pallet dollies and loose load trailers and which require action to eliminate or reduce risks.

5	 Safety requirements and/or measures

5.1	 General requirements

5.1.1	 Container/pallet dollies and loose load trailers shall conform to the relevant requirements of 
EN  1915-1:2001, unless otherwise specified in this document. They shall also conform to the specific 
requirements of this document.

5.1.2	 Stability and strength calculations shall be carried out in accordance with EN 1915-2+A1.

5.1.3	 Container/pallet dollies and loose load trailers shall be designed to be towed in trains, e.g., by having 
a drawbar at one end and a towing coupling at the other.

5.1.4	 When dollies/trailers are towed in trains, the design shall be such as to avoid any contact between 
adjacent dollies/trailers and ULDs intended to be carried when dollies/trailers are at 90° to each other.

5.1.5	 Control device actuators, e.g., handles, foot pedals, shall be accessible and positioned so that they 
can be operated whilst wearing protective clothing, e.g., cold weather protection, safety shoes. Handles shall 
be designed to be operated by gloved hands.
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