INTERNATIONAL 1SO
STANDARD 3686-2

First edition
2000-07-15

Test conditions for high accuracy turret
and single spindle coordinate drilling
and boring machines with table of fixed
height with vertical spindle — Testing
of the accuracy —

Part 2:
Portal type machines with moving table

Conditions d'essai des machines a percer et a aléser verticales
monobroches a coordonnées de haute précision avec table de hauteur
fixe — Contr6le de la précision —

Partie 2: Machines & portique avec table mobile

_— Reference number
= = ISO 3686-2:2000(E)

SN Documents
- Documen?éﬁgrlzrg)g%ub

Copyright International Organization for Standardization
Provided by IHS under license with ISO
No reproduction or networking permitted without license from IHS Not for Resale

Full document details: ISO 3686-2-2000


http://avadocuments2026.com/doc/iso-3686-2-2000
http://avadocuments2026.com/doc/iso-3686-2-2000

ISO 3686-2:2000(E)

PDF disclaimer

This PDF file may contain embedded typefaces. In accordance with Adobe's licensing policy, this file may be printed or viewed but shall not
be edited unless the typefaces which are embedded are licensed to and installed on the computer performing the editing. In downloading this
file, parties accept therein the responsibility of not infringing Adobe's licensing policy. The ISO Central Secretariat accepts no liability in this
area.

Adobe is a trademark of Adobe Systems Incorporated.

Details of the software products used to create this PDF file can be found in the General Info relative to the file; the PDF-creation parameters
were optimized for printing. Every care has been taken to ensure that the file is suitable for use by ISO member bodies. In the unlikely event
that a problem relating to it is found, please inform the Central Secretariat at the address given below.

© 1SO 2000

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized in any form or by any means, electronic
or mechanical, including photocopying and microfilm, without permission in writing from either ISO at the address below or ISO's member body
in the country of the requester.

ISO copyright office

Case postale 56 « CH-1211 Geneva 20
Tel. +412274901 11

Fax +4122 74909 47

E-mail copyright@iso.ch

Web www.iso.ch

Printed in Switzerland

. Document Sharing Hub
Copyright Inlllernational Organization for Standardization © ISO 2000 - A" nghts reserved
Provided by IHS under license with ISO
No reproduction or networking permitted without license from IHS Not for Resale

Full document details: ISO 3686-2-2000


http://avadocuments2026.com/doc/iso-3686-2-2000
http://avadocuments2026.com/doc/iso-3686-2-2000

ISO 3686-2:2000(E)

Contents Page
[To T €= Lo T o FR iv
1 o7 0] o 1 2 PSPPSR 1
2 N (o] g0 = LAV =] =T =T Lo = PP PP PP PP PPPPPPPPPTN 1
3 Terminology and deSigNation Of @XES ........u e a e e e e e e e e e e e e e e aaae s 2
4 e Tt L= U Y =T 4= T P 3
4.1 == RoT U o TR T 0T 3
4.2 REFEIENCE 10 IS0 2301 eeieeiieee ittt e et e e e e e s et ettt e e e e e s e aab b be e et e e e e e sanbbbeeeeeaeeeaanbbbneeeaeeaeannns 3
4.3 L ] g Le IET=To [UT=T o SO PRSPPSO PP PP 3
4.4 TESES 10 D PEITOIMEM ...ttt e e s et e e st e e s bttt e e s bbbt e e s aabn e e e s annneeas 3
4.5 MEASUITNG INSTIUMENTS ...ttt ettt e e et e e e st et e e e o b bt e e e ek b e e e e ek be e e e ek bt e e e aabe e e e e anbeeeeaneee 3
4.6 Y T e a RV T e LT =T (ot =TSSP PPSRPPPPPPPPRt 3
4.7 [ T T T gL B £ O P PO TOUP PP PTPPPN 3
5 LT 0] =T A Lol = 4
5.1 I LT T q= s PO PP PP PP PPPPPPPPPT 4
5.2 JLIE= 101 = TP P TP O PP PPPPPTRPP 8
5.3 S 11 o 1= 12
54 U L] T Lo | L= AU T = A == T SR 15
6 [V o Te] o T T T I =] TP PT PR PPPPPPPPN 16
=TT o1 To T =T 01 720N 17

Documents

Document Sharingiili-|ub

AleA AAAA AN Lialean .
Copyright International Organization for Slandardization‘?served

Provided by IHS under license with ISO

No reproduction or networking permitted without license from IHS Not for Resale

Full document details: ISO 3686-2-2000


http://avadocuments2026.com/doc/iso-3686-2-2000
http://avadocuments2026.com/doc/iso-3686-2-2000

ISO 3686-2:2000(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this part of ISO 3686 may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

International Standard 1SO 3686-2 was prepared by Technical Committee I1SO/TC 39, Machine tools,
Subcommittee SC 2, Test conditions for metal cutting machine tools.

This first edition of 1SO 3686-2 together with ISO 3686-1 cancel and replace ISO 3686:1976, of which they
constitute a technical revision.

ISO 3686 consists of the following parts, under the general title Test conditions for high accuracy turret and single
spindle coordinate drilling and boring machines with table of fixed height with vertical spindle — Testing of the
accuracy:

— Part 1. Single column type machines

— Part 2: Portal type machines with moving table
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INTERNATIONAL STANDARD ISO 3686-2:2000(E)

Test conditions for high accuracy turret and single spindle
coordinate drilling and boring machines with table of fixed height
with vertical spindle — Testing of the accuracy —

Part 2:
Portal type machines with moving table

1 Scope

This part of ISO 3686 specifies, with reference to ISO 230-1, both geometric tests and machining tests on vertical
spindle, portal type coordinate drilling and boring machines. It also specifies the applicable tolerances
corresponding to the above-mentioned tests.

It should be noted that, besides drilling and boring operations, it may be possible to carry out light milling
operations with these machines. However, this part of 1ISO 3686 does not deal with jig boring machines or
machining centres.

This part of ISO 3686 deals only with the verification of accuracy of the machine. It does not apply to the testing of
the machine operation (vibrations, abnormal noises, stick-slip motion of components, etc.), nor the machine
characteristics (such as speeds, feeds, etc.), which should generally be carried out before testing the accuracy.

This part of ISO 3686 provides the terminology used for the principle components of the machine and indicates the
designation of the axes in accordance with ISO 841.

2 Normative reference

The following normative document contains provisions which, through reference in this text, constitute provisions of
this part of ISO 3686. For dated references subsequent amendments to, or revisions of, any of these publications
do not apply. However, parties to agreements based on this part of ISO 3686 are encouraged to investigate the
possibility of applying the most recent edition of the normative document indicated below. For undated references,
the latest edition of the normative document referred to applies. Members of ISO and IEC maintain registers of
currently valid International Standards.

ISO 230-1:1996, Test code for machine tools — Part 1: Geometric accuracy of machines operating under no-load
or finishing conditions.
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3 Terminology and designation of axes

See Figure 1 and Table 1
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Figure 1
Table 1
Ref. English French German
1 Bed Banc Bett
2 Table Table Tisch
3 Slideways for table Glissieres de table Tisch-Fuhrungsbahnen
4 Table surface Surface de fixation Aufspannflache
5 Column, left-hand Montant, gauche Stéander, links
6 Column, right-hand Montant, droit Stander, rechts
7 Cross-rail Traverse Querbalken
8 Slideways for cross-rail Glissiéres de traverse Querbalken-Fuhrungsbahnen
9 Spindle head Poupée porte-broche Spindelstock
10 Spindle head saddle Chariot poupée porte-broche Spindelstockschlitten
11 Spindle Broche Spindel
12 Quill Fourreau porte-broche Spindelpinole
13 Bridge Pont Traverse
NO?fE In addition to terms used in two of the three ISO languages (English and French), this table gives the equivalent term in
German; these are published under the responsability of member body for Germany (DIN). However, only the terms given in the official
languages can be considered as ISO terms.
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4 Preliminary remarks

4.1 Measuring units

In this part of 1SO 3686, all linear dimensions, deviations and corresponding tolerances are expressed in
millimetres; angular dimensions are expressed in degrees, and angular deviations and the corresponding
tolerances are expressed primarily in ratios, but in some cases microradians or arcseconds may be used for
clarification purposes. The equivalence of the following expressions should be kept in mind:

0,010/1 000 = 10 prad ~ 2"

4.27‘; Reference to ISO 230-1

To épply this part of ISO 3686, reference shall be made to ISO 230-1, especially for the installation of the machine
before testing, warming up of the spindle and other moving components, description of measuring methods and
recommended accuracy of testing equipment.

In the “Observations” block of the tests described in clauses 5 and 6 the instructions are followed by a reference to
the corresponding clause in ISO 230-1, in cases where the test concerned is in compliance with the specifications
of ISO 230-1.

4.3 Testing sequence

The sequence in which the tests are presented in this part of ISO 3686 in no way defines the practical order of
testing. In order to make the mounting of instruments or gauging easier, tests may be performed in any order.

4.4 Tests to be performed

When testing a machine, it is not always necessary nor possible to carry out all the tests described in this part of
ISO 3686. When the tests are required for acceptance purposes, it is up to the user to choose, in agreement with
the supplier/manufacturer, those tests relating to the components and/or the properties of the machine which are of
interest. These tests are to be clearly stated when ordering a machine.

It should be noted that, for turret head-drilling machines, all the geometric tests that concern the rotation of the
spindle, i.e., tests G9, G10, G11 and G12, should be carried out on all spindles.

4.5 Measuring instruments

The measuring instruments indicated in the tests described in clauses 5 and 6 are examples only. Other
instruments measuring the same quantities and having at least the same accuracy may be used. Dial gauges shall
have a resolution of 0,001 mm.

4.6 Minimum tolerance

When the tolerance for a geometric test is established for a measuring length different from that given in this part of
ISO 3686 (see 2.311 of ISO 230-1:1996), it shall be taken into consideration that the minimum value of tolerance is
0,005 mm.

4.7 Machining tests

Machining tests shall be made with finishing cuts only, not with roughing cuts which are liable to generate
appreciable cutting forces.
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