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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of
national standards bodies (ISO member bodies). The work of preparing International
Standards is normally carried out through ISO technical committees. Each member
body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, govern-
mental and non-governmental, in liaison with ISO, also take part in the work.

Draft International Standards adopted by the technical committees are circulated to
the member bodies for approval before their acceptance as International Standards by
the 1ISO Council. They are approved in accordance with ISO procedures requiring at
least 75 % approval by the member bodies voting.

International Standard 1SO 393/2 was prepared by Technical Committee ISO/TC 77,
Products in fibre reinforced cement.

Users should note that all International Standards undergo revision from time to time
and that any reference made herein to any other International Standard implies its
latest edition, unless otherwise stated.
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INTERNATIONAL STANDARD

1SO 393/2-1986 (E)

Asbestos-cement products —

Part 2: Asbestos-cement-cellulose corrugated sheets and
fittings for roofing and cladding

1 Scope and field of application

This part of 1ISO 393 specifies the characteristics of straight
asbestos-cement-cellulose corrugated sheets -and asbestos-
cement-cellulose fittings to be used mainly for roofing and
cladding. It also lays down tests to check them, marking and
conditions of acceptance.

This part of SO 393 covers products intended for use mainly in
temperate or tropical areas. Where more severe climatic con-
ditions (frost) are encountered, national standards may lay
down a higher value for density.

Some of these requirements can apply, after agreement

between manufacturer and purchaser, to curved asbestos-
cement-cellulose corrugated sheets.

2 References

1SO 393, Asbestos-cement products —

Part 1: Corrugated sheets and fittings for roofing and clad-
ding.

Part 3: Asymmetrical section corrugated sheets and fittings
for roofing and cladding.

Part 4: Trapezoidal section sheets for roofing and clad-
ding. 1!

Part 5: Short corrugated and asymmetrical section sheets
and fittings for roofing. !

1) At present at the stage of draft.

2) National standards may specify the binder to be used.

Full document details: ISO 393-2-1986

ISO 7337, Asbestos reinforced cement products — Guidelines
for on-site work practices. '

ISO 8108, Guidelines for the fixing of ashestos-cement cor-
rugated and asymmetrical section sheets and fittings for
roofing. -

3 Corrugated sheets

3.1 Composition

Corrugated sheets to which this part of ISO 393 applies consist
essentially of an inorganic hydraulic binder?, reinforced with
asbestos and cellulose fibres to which other fibres may be
added.

Fillers and pigments may be added.

Corrugated sheets may be left in their natural colour, or colour-
ing matter may be added in the composition; they may also
receive adherent coloured or uncoloured coatings on their sur-
faces.

3.2 General appearance and finish (see figure 1)

Sheets are straight components, the cross-section of which
consists of regular corrugations defined by their pitch ¢ and
their height & where the inner radius R4 and the outer radius Ry
do not differ by more than 20 % of R;.

The surface intended to be exposed to the weather shall be of
smooth finish. Variations of the surface appearance are per-
mitted if they do not impair the characteristics of the sheets as
defined in this part of 1SO 393.
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