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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of
national standards bodies {ISO member bodies). The work of preparing International
Standards is normally carried out through ISO technical committees. Each member
body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, govern-
mental and non-governmental, in liaison with ISO, also take part in the work.

Draft International Standards adopted by the technical committees are circulated to
the member bodies for approval before their acceptance as International Standards by
the ISO Council. They are approved in accordance with ISO procedures requiring at
least 76 % approval by the member bodies voting.

International Standard I1SO 393/4 was prepared by Technical Committee ISO/TC 77,
Products in fibre reinforced cement.

Users should note that all International Standards undergo revision from time to time
and that any reference made herein to any other International Standard implies its
latest edition, unless otherwise stated.

© International Organization for Standardization, 1986 @

Printed in Switzerland
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INTERNATIONAL STANDARD

ISO 393/4-1986 (E)

Asbestos-cement products — Part 4 : Trapezoidal section
sheets for roofing and cladding

0 Introduction

This part of 1ISO 393 is one of a series covering asbestos-
cement products used mainly for roofing and cladding. The
series will comprise :

1SO 393, Asbestos-cement products —

Part 1 : Corrugated sheets and fittings for roofing and clad-
ding.

Part 2 : Asbestos-cement-cellulose carrugated sheets and
fittings for roofing and cladding.

Part 3 : Asymmetrical section corrugated sheets and fittings
for roofing and cladding.

Part 4 : Trapezoidal section sheets for roofing and cladding.

Part 5 : Short corrugated and asymmetrical section sheets
and fittings for roofing. 1)

1 Scope and field of application

This part of ISO 393 specifies requirements for asbestos-
cement trapezoidal section sheets used mainly for roofing and
cladding. It also specifies test methods to check conformity
with these requirements, together with requirements for mark-
ing and acceptance conditions.

It does not apply to corrugated sheets, to asymmetrical section
corrugated sheets or to corrugated or asymmetrical section
“short sheets” 2, which are covered as indicated in clause 0.

1) At present at the stage of draft.
2] These sheets (about 0,60 m long) are small roofing components.
3) National standards may specify the hydraulic binder to be used.
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2 References

The following International Standard will be needed to apply
this part of ISO 393 :

1SO 390, Asbestos-cement products — Sampling and inspec-
tion.

The following International Standards provide complementary
information to this part of (SO 393 :

ISO 7337, Asbestos reinforced cement products — Guidelines
for on-site work practices.

ISO 8108, Directives for fixing asbestos-corrugated and asym-
metrical section sheets and fittings for roofing.V

3 Requirements

3.1 Composition

The trapezoidal section sheets to which this part of ISO 393
applies consist essentially of an inorganic hydraulic binder3
reinforced with asbestos fibres to which other fibres may be
added.

Filler and pigments may be added.

The sheets may be left in their natural colour or colouring

matter may be added in the composition; they may also receive
adherent coloured or uncoloured coatings on their surfaces.
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3.2 Description — one ribbed, the other flat (see figure 1), or

— both ribbed (see figures 2 and 3}, or
3.2.1 Profile (see figures 1 to 7}
— both flat (see figure 4).

The sheets are straight components, the cross-section of which In the case of two flat sides, the adjoining sheets meet
has a trapezoidal shape. longitudinally by means of a joint cover of an appropriate form.
The characteristics of joint covers shall be defined in manufac-
The longitudinal sides are : turers’ technical literature.
a
a
Covering rib
L 058 g Covered rib
Covering rib \ 2
] ;
<i H>h+e N e < Ri>ry
H=>h+e
ZZ ~y
{ { o
Figure 1 Figure 2
a
et a - Covered rib or -
I covering rib ; Joint cover

)

Figure 3 Figure 4

Documents
Document Sharing Hub

2

Full document details: ISO 393-4-1986


http://www.avadocuments.com/doc/iso-393-4-1986
http://www.avadocuments.com/doc/iso-393-4-1986

