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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this International Standard may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

International Standard ISO 4009 was prepared by Technical Committee ISO/TC 22, Road vehicles, Subcommittee
SC 15, Interchangeability of components of commercial vehicles and buses.

This third edition cancels and replaces the second edition (ISO 4009:1989), which has been technically revised.
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Introduction

There were a number of reasons for this revision.

Both transport-industry trade unions and operators had been critical of the arrangement of the electrical and
pneumatic connections on the rear cross-members of towing-vehicle chassis according to ISO 4009:1989,
reporting an incidence of hand injuries and damage to supply lines and coupling heads.

Until now, no standard specified the arrangement of electrical connections on semi-trailers (ISO 1728, for example,
relates only to pneumatic connections), nor of electrical and pneumatic connections for close-coupled vehicles.

It had become necessary to revise requirements of ISO 1728 in order to obviate the deleterious effects that
walkways on the tractor have had on flexible connecting lines.

This International Standard now covers the use of 15-pin electrical plug connectors and the quick pneumatic
coupling.

Copyright International Organization for Standardization 
Provided by IHS under license with ISO 

Not for ResaleNo reproduction or networking permitted without license from IHS

--`,,```,,,,````-`-`,,`,,`,`,,`---

Full document details: ISO 4009-2000

http://www.avadocuments.com/doc/iso-4009-2000
http://www.avadocuments.com/doc/iso-4009-2000


INTERNATIONAL STANDARD ISO 4009:2000(E)

© ISO 2000 – All rights reserved 1

Commercial vehicles — Location of electrical and pneumatic
connections between towing vehicles and trailers

1 Scope

This International Standard specifies the locations of coupling devices for electrical and pneumatic connections
between towing and towed commercial road vehicles. It is applicable to heavy vehicles equipped with pneumatic
braking systems and 24 V electrical equipment of the following types: drawbar-trailer combinations whose towing
vehicles have rear-mounted couplings or couplings mounted forward and below, and articulated vehicles.

2 Normative references

The following normative documents contain provisions which, through reference in this text, constitute provisions of
this International Standard. For dated references, subsequent amendments to, or revisions of, any of these
publications do not apply. However, parties to agreements based on this International Standard are encouraged to
investigate the possibility of applying the most recent editions of the normative documents indicated below. For
undated references, the latest edition of the normative document referred to applies. Members of ISO and IEC
maintain registers of currently valid International Standards.

ISO 1185, Road vehicles — Electrical connections between towing and towed vehicles with 24 V systems — 7 pole
connector type 24 N (normal).

ISO 1726, Road vehicles — Mechanical coupling between tractors and semi-trailers — Interchangeability.

ISO 1728, Road vehicles — Pneumatic braking connections between motor vehicles and towed vehicles —
Interchangeability.

ISO 3731, Road vehicles — Electrical connections between towing and towed vehicles with 24 V systems — 7 pole
connector type 24 S (supplementary).

ISO 7638-1, Road vehicles — Electrical connectors for braking systems — Part 1: Connectors for 24 V nominal
supply voltage.

ISO 11406, Commercial road vehicles — Mechanical coupling between towing vehicles with rear-mounted coupling
and drawbar trailers — Interchangeability.

ISO 11407, Commercial road vehicles — Mechanical coupling between towing vehicles with coupling mounted
forward and below, and centre-axle trailers — Interchangeability.

ISO 12098, Commercial vehicles with 24 V systems — 15-pole connectors between towing vehicles and trailers —
Dimensions and contact allocation.
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