INTERNATIONAL ISO
STANDARD 4079-2

First edition
2005-10-15

Rubber hoses and hose assemblies —
Textile-reinforced hydraulic types —
Specification —

Part 2:
Water-based fluid applications

Tuyaux et flexibles en caoutchouc — Types hydrauliques avec
armature de textile — Spécifications —

Partie 2: Applications pour fluide a base d'eau

_ Reference number
= — ISO 4079-2:2005(E)

EISO: Documents

=X r— Document Sharing Hub

Full document details: ISO 4079-2-2005


http://avadocuments2026.com/doc/iso-4079-2-2005
http://avadocuments2026.com/doc/iso-4079-2-2005

ISO 4079-2:2005(E)

PDF disclaimer

This PDF file may contain embedded typefaces. In accordance with Adobe's licensing policy, this file may be printed or viewed but
shall not be edited unless the typefaces which are embedded are licensed to and installed on the computer performing the editing. In
downloading this file, parties accept therein the responsibility of not infringing Adobe's licensing policy. The ISO Central Secretariat
accepts no liability in this area.

Adobe is a trademark of Adobe Systems Incorporated.

Details of the software products used to create this PDF file can be found in the General Info relative to the file; the PDF-creation
parameters were optimized for printing. Every care has been taken to ensure that the file is suitable for use by ISO member bodies. In
the unlikely event that a problem relating to it is found, please inform the Central Secretariat at the address given below.

© 1S0 2005

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized in any form or by any means,
electronic or mechanical, including photocopying and microfilm, without permission in writing from either ISO at the address below or
ISO's member body in the country of the requester.

ISO copyright office
Case postale 56 « CH-1211 Geneva 20
Tel. +412274901 11
Fax + 4122749 09 47
E-mail copyright@iso.org
Web www.iso.org
Published in Switzerland

Documents

. Document Sharing Hub
] © I1SO 2005 — All rights reserved

Full document details: ISO 4079-2-2005


http://avadocuments2026.com/doc/iso-4079-2-2005
http://avadocuments2026.com/doc/iso-4079-2-2005

ISO 4079-2:2005(E)

Contents Page
[0 T =312 oY (o iv
1 T o - P 1
2 NOIMALIVE rEfEIrE@NCES ........ciiiiiiiiee i s e s s e e e e e s s s s s e e e s anasa s e e reesnnnassa s e e e ssnnsnnnsasassrenennn 1
3 (03 F= 133 1 o= 1 oY o T 2
4 [\ P Y=Y P 1K= T Lo I o ] 153t e 4 oY o 2
41 T3 2
4.2 i Lo == T =Y 41 o1 =3 2
5 [T 1= 13 e o 1 2
5.1 Hose diameters and hose concentriCity........ccoocvciiiiiiiiinni 2
5.2 = 3 T o 2
6 Performance reqUIrEMENLS ..........ooo i ssmn e e e mmn e e e s se s s s mmmn e e e e e e e s e smmmn e eesannnn 4
6.1 (€= 0 1= - 1 [ 4
6.2 Hydrostatic reqUIrements ... 4
6.3 MiIiNIMUM DENA FAAIUS .......iiieiiieiii e i resas e rrea s e e esass s raasssstranssssranssssaanssssransssssannsssssrennssnnnnnan 4
6.4 Impulse test reqUIremMENts ....... ..o e e e e e e e e e en e e e s 6
6.5 Leakage of hose aSSEMDBIIES .........cccmiiiiiiiicccceiirr e s smnne e e e e e e s mnne e se s nnnn 6
6.6 L0 oY (e I8 1= 1 1 3/ PSPPSR 6
6.7 Adhesion between COMPONENES..........cceeiieeeieemmmmmmiecececrceenenenennnnnnnnnsssnsssssssnsnssssssssssssssssssssssssssssssssnnnnnn 6
6.8 R = Lo L0 g T =Y £ =1 3 1o - 7
6.9 Y o = T3 o o T =Y £ = 1 1o - 7
6.10 [l LT I =YoT 13 = T 1o = 7 7
6.11 [0 720 Y L= Y =Y 53 = 1 1o - 8
7 ] T4 1 T 8
71 i [ X = Y 8
7.2 [ Lo XT3 ET T =Y 1 41 o] = 8
Annex A (normative) Type and routine testing of production hoses ..o 9
Annex B (informative) Production acceptance testing.......ccccccveccciimmmiiiiiicccccceeerr s e 10
Annex C (informative) Recommendations for lengths of supplied hoses and length tolerances on
lengths Of hOoSe aSSEMDIIES....c.ccoiiic e e e e e e s nme e e e s nnn 11
=1 0 [T'e o - o] 172 12
Documents

Document Sharing Hub
© I1SO 2005 — All rights reserved 11l

Full document details: ISO 4079-2-2005


http://avadocuments2026.com/doc/iso-4079-2-2005
http://avadocuments2026.com/doc/iso-4079-2-2005

ISO 4079-2:2005(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.
The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an

International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 4079-2 was prepared by Technical Committee ISO/TC 45, Ruber and rubber products, Subcommittee
SC 1, Hoses (rubber and plastics).

Together with Part 1 (see below), it cancels and replaces ISO 4079:1991, which has been technically revised.

ISO 4079 consists of the following parts, under the general title Rubber hoses and hose assemblies —
Textile-reinforced hydraulic types — Specification:

— Part 1: Oil-based fluid applications

— Part 2: Water-based fluid applications
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Rubber hoses and hose assemblies — Textile-reinforced
hydraulic types — Specification —

Part 2:
Water-based fluid applications

1 Scope

This part of ISO 4079 specifies requirements for five types of textile-reinforced hydraulic hoses and hose
assemblies of nominal size from 5 to 100. They are suitable for use with hydraulic fluids HFC, HFAE, HFAS
and HFB as defined in ISO 6743-4 at temperatures ranging from — 40 °C to + 60 °C.

This part of ISO 4079 does not include requirements for end fittings. It is limited to requirements for hoses and
hose assemblies.

NOTE It is the responsibility of the user, in consultation with the hose manufacturer, to establish compatibility of the
hose with the fluid to be used.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 1402, Rubber and plastics hoses and hose assemblies — Hydrostatic testing

ISO 1817, Rubber, vulcanized — Determination of the effect of liquids

ISO 4079-1, Rubber hoses and hose assemblies — Textile-reinforced hydraulic types — Specification —
Part 1: Oil-based fluid applications

ISO 4671, Rubber and plastics hoses and hose assemblies — Methods of measurement of dimensions

ISO 4672:1997, Rubber and plastics hoses — Sub-ambient temperature flexibility tests

ISO 6605, Hydraulic fluid power — Hoses and hose assemblies — Test methods

ISO 6803, Rubber or plastics hoses and hose assemblies — Hydraulic pressure impulse test without flexing
ISO 6945, Rubber hoses — Determination of abrasion resistance of the outer cover

ISO 7233, Rubber and plastics hoses and hose assemblies — Determination of suction resistance

ISO 7326:1991, Rubber and plastics hoses — Assessment of ozone resistance under static conditions

ISO 8033:1991, Rubber and plastics hose — Determination of adhesion between components
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3 Classification

Five types of hose are specified, distinguished by their construction, working pressure and minimum bend
radius:

— Type 1TE: hoses with a single braid of textile reinforcement

— Type 2TE: hoses with one or more braid(s) of textile reinforcement

— Type 3TE: hoses with one or more braid(s) of textile reinforcement (higher working pressure)
— Type R3: hoses with two braids of textile reinforcement

— Type R6: hoses with a single braid of textile reinforcement

NOTE Type 1TE is not subjected to the impulse or vacuum resistance tests. Type R3 is not subjected to the vacuum
resistance or abrasion resistance tests. Type R6 is not subjected to the impulse, vacuum resistance or abrasion resistance
tests.

4 Materials and construction

4.1 Hoses

Hoses shall consist of a rubber lining resistant to water-based hydraulic fluids, one or more layers of suitable
textile yarn, and an oil- and weather-resistant rubber cover.

Hoses shall be designed to enable end fittings to be assembled without removal of the cover.

4.2 Hose assemblies

Hose assemblies shall be manufactured with only those hose fittings whose functionality has been verified in
accordance with Subclauses 6.2, 6.4, 6.5 and 6.6 of this part of ISO 4079.

The manufacturer's instructions for proper preparation and fabrication of hose assemblies shall be followed.

5 Dimensions

5.1 Hose diameters and hose concentricity

When measured in accordance with ISO 4671, the inside and outside diameters of the hoses shall conform to
the values given in Table 1.

When measured in accordance with ISO 4671, the concentricity of the hoses shall conform to the values given
in Table 2.

5.2 Length

The length of supplied hoses and hose assemblies shall be the subject of agreement between the
manufacturer and the purchaser.

NOTE Recommendations for supplied lengths of hoses and hose assemblies are given in Annex C.
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