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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of
national standards institutes (ISO member bodies). The work of developing Inter-
national Standards is carried out through ISO technical committees. Every member
body interested in a subject for which a technical committee has been set up has the’
right to be represented on that committee. International organizations, governmental
and non-governmental, in liaison with 1SO, also take part in the work.

Draft International Standards adopted by the technical committees are circulated to
the member bodies for approvat before their acceptance as International Standards by
the ISO Council.

International Standard 1SO 4464 was developed by Technical Committee ISO/TC 59,
Building construction, and was circulated to the member bodies in February 1977.

It has been approved by the member bodies of the following countries :

Australia lreland South Africa, Rep. of
Belgium Israel Spain

Bulgaria Italy Sweden

Canada Mexico Turkey
Czechoslovakia Netheriands United Kingdom
Denmark New Zealand USSR

Finland Norway Yugoslavia

Germany, F. R. Poland

Hungary Romania

No member body expressed disapproval of the document.

© international Organization for Standardization, 1980 @

Printed in Switzerland
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INTERNATIONAL STANDARD

ISO 4464-1980 (E)

Tolerances for building — Relationship between the
different types of deviations and tolerances used for

specification

0 Introduction

This International Standard forms one of a series concerning
tolerances for building and building components. Some of
these are already published (see clause 3}. The others currently
being prepared concern the following subjects :

— calculation of joint clearance and prediction of fit;

— methods for predicting deviations of assemblies and
distribution of tolerances;

— series of values to be used for specification of
tolerances;

— indication of tolerances on building and civil engineer-
ing drawing.

This series will continue with methods for the use of tolerances
in sampling, quality control and approval.

Processes of manufacture, setting out, and erection on site of
building components induce deviations. Tolerances define the
limits of deviations and this International Standard identifies
the tolerances that need to be considered. Not all of these
tolerances will be relevant in every case; they may be used in-
dividually.

1 Scope

This International Standard describes the various types of
tolerances which can be used in specifying accuracy in
manufacture, setting out and erection. It illustrates where the
deviations exist which are limited by these tolerances. Ex-
amples are given for deviations of different kinds existing
together.

NOTE — The indications given on each expression are not,
strictly speaking, definitions [which is the role of 1ISO 1803 (cur-
rently being revised)] but aim only to distinguish each expres-
sion from the others.

1} At present at the stage of draft. {Revision of ISO/R 1101-1868.)

2 Field of application

This International Standard applies to components, both
prefabricated and formed in situ, and spaces in all forms of
building construction.

3 References

1ISO 1101, Technical drawings — Geometrical tolerancing —
Tolerances of form, orientation, location and runout —
Generalities, definitions, symbols, indication on drawings.V

SO 1803, Tolerances for building — Vocabulary.2)

IS0 3443/1, Tolerances for building — Part 1 : Basic principles
for evaluation and specification.

IS0 3443/2, Tolerances for building — Part 2 : Statistical basis
for predicting fit between components having a normal
distribution of sizes.

1SO 4463, Measurement methods for building — Setting-out
and measurement —. Permissible measuring deviations.

4 General

This International Standard deals with induced geometrical
deviations in the processes of manufacture, setting out and
erection caused, for example, by human error, inaccuracy of
tools and limitations in the precision of instrumental measure-
ment. Inherent deviations caused by physical and chemical
changes, such as variations in temperature, moisture content,
and strain, occur at the same time. It is therefore necessary
when dealing with tolerances to specify reference conditions
for example of temperature, humidity, loading and age under
which the tolerances apply.

2} ISO 1803 s stili in force but is currently being revised. Since the ideas on which 1SO 4464 is based are sometimes different, it should be used on its
own and without referring to ISO 1803, cross-referencing not always being possible between these two documents. Furthermore, the authors of the
revision of 1SO 1803 which is being prepared are aware of the need for consistency between [SO 1803 revised, when its drafting is complete, and

1SO 4464. All necessary modifications to these two documents can then be made.
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5 Framework for tolerances

A framework for tolerances can be illustrated according to
figure 1.

in order to specify optimized values, this diagram can be read
from right to left as well as from left to right.

6 Tolerances"

The various types of tolerances covered by the system shown
in clause 5 may be described as follows.

6.1 construction tolerance : The width of the space? on
the site, related to reference points or lines, within the limits of
which a point, a line or a surface of a component shall be
situated.

NOTE — Manufacturing tolerance, setting-out tolerance and erection
tolerance together compose the construction tolerance. Construction
tolerances are determined by the requirements of the construction for
satisfactory performance.

6.2.1 manufacturing tolerance : The width of the space
related to the reference form, within the limits of which a point,

a line or a surface of a component shall be situated after
manufacture.

NOTE — Dimensional tolerance, orientation tolerance and form
tolerance together compose the manufacturing tolerance. The latter is
not related to any reference object on the site. See the ""box principle’’
(clause 8).

6.2.2 setting-out tolerance : The width of the space on the
site within the limits of which a setting-out point or line shall be
situated.

NOTE — The positional and orientation tolerances for setting out
together compose the setting-out tolerances.

6.2.3 erection tolerance : The width of the space on the
site, related to the actual form of a component and the actual
position for reference points or lines, within the limits of which
a point, a line or a surface of a component shall be situated.

NOTE — For each component there is a reference position determined
by reference points or lines set out on the site and by the actual form of
the component. This position also gives the reference position for each
point, line or surface of the component. From these positions, the
erection tolerance determines the width of the space within the limits
of which a given point, line or surface of the component shall be
situated. The positional and orientation tolerances for erection
together compose the erection tolerance.

6.2.1 Dimensional tolerance 6.3.1
Manufacturing - -
tolerance g:el:]tlztli?r; tolerance {M.T.) 6.3.2
(M.T.) guartty
Form tolerance 6.3.3
6.1 6.2.2
Setti Positional tolerance 6.4.1
Construction etting out
tolerance '(tglecr)a_?c)e
U Orientation tolerance (S.0.T.) | 6.4.2
6.2.3
. Positional tolerance 6.4.1
Erection
tolerance
E.T.
( ) Orientation tolerance (E.T.) 6.4.2
Figure 1 — lllustrative framework of tolerances

1) The numbering system used has been adopted in order to emphasize the relation between the different types of tolerance. A similar numbering

system has been used for the deviations (see clause 7).

2} This space is generally indicated by the reference size and permitted deviations or permitted limits of size.
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