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Foreword

ISO (the International Organization for Standardization) is a worldwide fed-
eration of national standards bodies {(ISO member bodies). The work of
preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for
which a technical committee has been established has the right to be
represented on that committee. International organizations, governmental
and non-governmental, in liaison with 1SO, also take part in the work. ISO
collaborates closely with the International Electrotechnical Commission
(IEC) on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are
circulated to the member bodies for voting. Publication as an International
Standard requires approval by at least 75 % of the member bodies casting
a vote.

International Standard 1SO 4510-2 was prepared by Technical Committee
ISO/TC 127, Earth-moving machinery, Subcommittee SC 3, Operation and
maintenance.

This second edition cancels and replaces the first edition
(ISO 4510-2:1986), which has been technically revised.

ISO 4510 consists of the following parts, under the general title Earth-
moving machinery — Service tools:

—  Part 1: Common maintenance and adjustment tools
—  Part 2: Mechanical pullers and pushers

Annex A of this part of iSO 4510 is for information only.
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Earth-moving machinery — Service tools —

Part 2:
Mechanical pullers and pushers

1 Scope

This part of ISO 4510 specifies for guidance the types, general requirements and main nominal dimensions of mechanical
pullers, attachments and adaptors used for carrying out repair work.

This part of ISO 4510 includes mechanical pullers and push pullers, pulling attachments and adaptors which are
commonly used for pulling gears and bearings mounted on the types of earth-moving machinery defined in
SO 6165.

Machine manufacturers should consider

— the usage of these pullers and pushers for carrying out repair work (see for example notes in figures A.1, A4
and A.5);

— choosing dimensions for machine design from tables 1 to 4, and

— specifying, in suitable manuals as described in ISO 6750, the type of tools to be used for carrying out repair
work.

2 Normative references

The following standards contain provisions which, through reference in this text, constitute provisions of this part
of ISO 4510. At the time of publication, the editions indicated were valid. All standards are subject to revision, and
parties to agreements based on this part of ISO 4510 are encouraged to investigate the possibility of applying the
most recent editions of the standards indicated below. Members of IEC and ISO maintain registers of currently
valid International Standards.

ISO 4510-1:1987, Earth-moving machinery — Service tools — Part 1: Common maintenance and adjustment tools.
ISO 6165:— 1, Earth-moving machinery — Basic types — Vocabulary.

ISO 6750:1984, Earth-moving machinery — Operation and maintenance — Format and content of manuals.

1) To be published. (Revision of 1ISO 6165:1987)
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3 Types of pullers, attachments and adaptors
3.1 Mechanical pullers

Figure 1 shows types of mechanical puller. These pullers can be used alone (see figure A.1) or in combination with
external pulling attachments (see figure A.2) for disassembly operations.
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3.2 Push pullers
Figure 2 shows a push puller.

Push pullers can be used alone (see figure A.4) or in combination with internal pulling attachments (see figure A.5)
or external pulling attachments (see figure A.6) for removal and installation of gears, bearings, shafts and other
press-fitted parts.
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3.3 Pulling attachments

Internal pulling attachments [see figure 3a)] can be used alone (see figure A.3) or in combination with push pullers
(see figure A.5) for removal of bearing cups, oil seals, bushes and other parts from blind holes without damage.

External pulling attachments [see figure 3b)] are used in combination with pullers {see figure A.2) or push pullers
(see figure A.6) to remove the bearing outer race and other parts where space does not permit the jaws to fit di-
rectly behind the parts to be removed.
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Figure 3

3.4 Pulling adaptor, male and female thread

Pulling adaptors (see figure 4 and figure 2) are used at the ends of the legs of push pullers.

Female thread

\— Male thread

Figure 4
3.5 Step plate adaptor

Step plate adaptors (see figure 5) are used to protect shaft centres from distortion when extreme pressure is ap-
plied through the puller screw. These adaptors are also used between the end of the puller screw and the hollow
shaft (see figures A.2, A.4 and A.6).
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