Full document details: ISO 4773-2023

INTERNATIONAL ISO
STANDARD 4773

First edition
2023-10

Non-destructive testing — Ultrasonic
guided-wave testing using the phased-
array technique

Essais non destructifs — Essais par ondes ultrasonores guidées
utilisant la technique multiélément

Reference number
1SO 4773:2023(E)

Documents

Document Sharing Hub
© IS0 2023



http://avadocuments2026.com/doc/iso-4773-2023
http://avadocuments2026.com/doc/iso-4773-2023

ISO 4773:2023(E)

COPYRIGHT PROTECTED DOCUMENT

© 1502023

All rights reserved. Unless otherwise specified, or required in the context of its implementation, no part of this publication may
be reproduced or utilized otherwise in any form or by any means, electronic or mechanical, including photocopying, or posting on
the internet or an intranet, without prior written permission. Permission can be requested from either ISO at the address below
or ISO’s member body in the country of the requester.

ISO copyright office

CP 401 o Ch. de Blandonnet 8
CH-1214 Vernier, Geneva
Phone: +41 22 749 01 11
Email: copyright@iso.org
Website: www.iso.org

Published in Switzerland DOC ume ntS
.. Document Sharing Hub
11 © IS0 2023 - All rights reserved

Full document details: ISO 4773-2023


http://avadocuments2026.com/doc/iso-4773-2023
http://avadocuments2026.com/doc/iso-4773-2023

ISO 4773:2023(E)

Contents Page
FOT@WOT. ... ettt iv
0010 o0 1o L0 Ut (o) o OSSOSO \ 4
1 SCOPI@ ... 1
2 NOTIMNATIVE FEECITEINCES ..........ooooooooeooeeeeeeeeeeeeeeeeeeeeeeeeeeesee st 1
3 Y T N0 T B U2 0 o) o) 1 1
4 Personnel requirements
5 Principles of phased-array guided-wave teSting...............eeeiee e 2
6 TEST @QUUEPITIEIIT ..otk 2
6.1 L] 0 1<) o= U OO 2
6.2 Test instrument..... .3
6.3 Probe e .3

6.4 Environmental requirements

7 Periodical check of the test e qUEPIMENT ... 4
7.1 Periodical check of the INSTIUMENT ... 4

7.2 Periodical check of probe
7.3 Check of the complete SYSTEM SETLINE ... 4
7.4 RECOTAINEG LEVEL.....cc e 4
8 Test procedure.... 4
8.1 General....s 4
8.2 Pre-requisites for object... .5
8.3 Setting Of the @QUIPIMIEINT ..o 5
8.3.1 Coating removal process for Probe SETUP ... 5
8.3.2 Setting of sensitivity and range 5
8.3.3 Setting of DAC and TCG.......ccccccovccricen 6
8.4 Classification of signals ... 6
8.5 Periodical check of settings ... w7
8.6 PerfOrTNING THE TEST. ..ot 7
9 Evaluating the teSt F@SULTS. ...t 8
9.1 L] =) =Y S 8
9.2 PTOCEAUIE..... et 8

10 Test report
Annex A (normative) Checklist for the testing with ultrasonic guided-waves...............ccnn 10
BIDLEOGIAPIY ...t 18
Documents
Document Sharin%Hub

© IS0 2023 - All rights reserved 1

Full document details: ISO 4773-2023


http://avadocuments2026.com/doc/iso-4773-2023
http://avadocuments2026.com/doc/iso-4773-2023

ISO 4773:2023(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO document should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

ISO draws attention to the possibility that the implementation of this document may involve the use
of (a) patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed
patent rights in respect thereof. As of the date of publication of this document, ISO had not received
notice of (a) patent(s) which may be required to implement this document. However, implementers are
cautioned that this may not represent the latest information, which may be obtained from the patent
database available at www.iso.org/patents. ISO shall not be held responsible for identifying any or all
such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to
the World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see
www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 135, Non-destructive testing,
Subcommittee SC 3, Ultrasonic testing.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

To improve guided-wave tests, coverage will be extended from above-ground to underground
facilities, and the technology will transition from single-element use to multi-element phased-array
technology. Noticeable advantages in using the phased-array ultrasonic guided-wave technique over
the conventional single-element technique are improvements in the signal-to-noise ratio (SN ratio) and
in the testing reliability in harsh environments like buried or coated pipelines.

Alow signal-to-noise ratio in buried or coated pipe reduces the sensitivity and the range of conventional
guided-wave testing. The phased-array guided-wave focusing method presented in this document can
overcome this issue. Beam focusing and steering with the proper mode selection is a key benefit.
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INTERNATIONAL STANDARD 1SO 4773:2023(E)

Non-destructive testing — Ultrasonic guided-wave testing
using the phased-array technique

1 Scope

This document specifies a concept of application of phased-array guided-wave testing for various types
of inaccessible structures, including buried pipelines.

Materials considered are carbon steel and stainless steel. This document does not include principles
and criteria for underground facilities and the phased-array ultrasonic guided-wave testing scheme.

Furthermore, this document consists of an optimized process to draw reliable test results on inaccessible
pipe cases. This document provides guidance on the use of phased-array guided-wave testing for
various types of inaccessible structures, including buried pipelines made of carbon steel and stainless
steel. The methodology outlined in this document includes an optimized process for achieving reliable
test results on inaccessible pipe cases, with adjustments made to the beam pattern of the GW's focus
location based on the defect type, location, and frequency. The process also takes into consideration the
distribution diagram of the guided waves and the characteristics of the selected mode, with optimal
focusing and steering achieved by adjusting the excitation time delay for each transducer based on the
number of circumferential arrangement intervals of a given array probe.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

[SO 5577, Non-destructive testing — Ultrasonic testing — Vocabulary
[SO 9712, Non-destructive testing — Qualification and certification of NDT personnel

ISO 18211, Non-destructive testing — Guided-wave testing of above-ground pipelines and plant piping
using guided-wave testing with axial propagation

[SO 23243, Non-destructive testing — Ultrasonic testing with arrays — Vocabulary

3 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 5577, ISO 18211 and ISO 23243
apply.

[SO and IEC maintain terminology databases for use in standardization at the following addresses:

— IS0 Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

4 Personnel requirements

The personnel performing phased-array ultrasonic guided-wave testing shall be qualified in accordance
with ISO 9712 (Level 1 with an additional 6-month training).

If ISO 9712 is not applicable to a specific situation, such as in cases where the relevant industrial sector
has established other equivalent standards, those standards shall be used instead.
a Documents
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The personnel shall be trained on the use of the specific test equipment because there are significant
differences between the available systems and diagnostic approaches.

5 Principles of phased-array guided-wave testing

The phased-array guided-wave testing is a technique that enables focusing and steering of ultrasonic
waves by synthesizing a plurality of ultrasonic beams having a phase difference through a time delay
between different ultrasonic probes. The phased-array guided-wave technique enables focusing and
steering of ultrasonic beams.

Previously, as shown in Figure 1, only the synthesis of bulk wave signals was used. A similar principle
can be applied to the signal synthesis of guided-waves; and this principle is applied to improve the
reliability and test signals of guided-wave ultrasonic testing.

The phased-array probe is divided into torsional-mode and multi-mode modules (torsional,
longitudinal), and each module is connected to a multi-channel instrument. The multi-channel modules
are operated sequentially with time delay, focusing and steering the ultrasonic beam to the volume to
be tested.

L

a) b)

Key

1 probe element
2 testobject

3  imperfection

Figure 1 — Schematic showing the difference between the conventional phased-array ultrasonic
testing (UT-PA) and the described guided-wave testing; a) Conventional UT-PA; b) Described
guided-wave UT-PA.

6 Testequipment

6.1 General
The pulse-echo mode or pitch-catch mode technology shall be used.

The electronic system used for signal processing and analysis shall be capable of distinguishing the
induced wave modes used in specific detection systems.

The instrument shall also have a device to display and record data. Documents
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