International

Standard

ISO 5014
Dense and insulating shaped Fourth edition
refractory products — 2025-03
Determination of modulus of
rupture at ambient temperature
Produits réfractaires faconnés denses et isolants —
Détermination du module de rupture a température ambiante

Documents

Reference number :
ISO 5014:2025(en) © 1SO 2025 Document Sharing Hub

Full document details: ISO 5014-2025


http://www.avadocuments.com/doc/iso-5014-2025
http://www.avadocuments.com/doc/iso-5014-2025

ISO 5014:2025(en)

COPYRIGHT PROTECTED DOCUMENT

© 1S0 2025

All rights reserved. Unless otherwise specified, or required in the context of its implementation, no part of this publication may
be reproduced or utilized otherwise in any form or by any means, electronic or mechanical, including photocopying, or posting on
the internet or an intranet, without prior written permission. Permission can be requested from either ISO at the address below
or ISO’s member body in the country of the requester.

ISO copyright office

CP 401 o Ch. de Blandonnet 8

CH-1214 Vernier, Geneva

Phone: +41 22 749 01 11

Email: copyright@iso.org

Website: www.iso.org
Published in Switzerland

Documents
© IS0 2025 - All rights reserved Document Sharing Hub
ii
Full document details: ISO 5014-2025


https://www.iso.org
http://www.avadocuments.com/doc/iso-5014-2025
http://www.avadocuments.com/doc/iso-5014-2025

ISO 5014:2025(en)

Contents Page

FOT@WOTM. ...ttt iv

1
2
3
4 Significance and use...
5 PIEIICIPIE ...
6
7

APPATATULS ... 3

T@ST PIECES......coc et

7.1 Number of test pieces

7.2 Shape and size.........

7.3 PrrPATATION ...k
8 PTOCEAUIE..........cccoooooeseesesssss st 6
9 EXPIESSION Of F@SULES ...ttt 7
10 TESTETE@POTT ... 8
Annex A (informative) Precision and DIas.............sssssssssss s 9
BIDLEOZIAPIY ... 11

Documents
© IS0 2025 - All rights reserved Document Sharing Hub
iii
Full document details: ISO 5014-2025


http://www.avadocuments.com/doc/iso-5014-2025
http://www.avadocuments.com/doc/iso-5014-2025

ISO 5014:2025(en)

Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO document should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 33, Refractories.

This fourth edition cancels and replaces the third edition (ISO 5014:1997), which has been technically
revised.

The main changes are as follows:

— revised definitions;

— addition of a clause on significance and use;

— addition of an informative annex on precision and bias.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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International Standard ISO 5014:2025(en)

Dense and insulating shaped refractory products —
Determination of modulus of rupture at ambient temperature

1 Scope

This document specifies a method for the determination of the modulus of rupture of dense and insulating
shaped refractory products at ambient temperature, under conditions of a constant rate of increase of stress.

Shaped refractories are those which have fixed geometry and dimensions when delivered to the user. This
document is accordingly applicable to standard shape refractory bricks, but also special shapes refractory
products and pre-cast products.

This document is also applicable to unshaped refractories (see ISO 1927-6) after preparation of test
specimens according to [SO 1927-5.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

ISO 13385-1, Geometrical product specifications (GPS) — Dimensional measuring equipment — Part 1: Design
and metrological characteristics of callipers

ISO 7500-1, Metallic materials — Calibration and verification of static uniaxial testing machines — Part 1:
Tension/compression testing machines — Calibration and verification of the force-measuring system

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

[SO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

31

modulus of rupture

MOR

OF

maximum stress that a prismatic test piece of specified dimensions can withstand when it is bent in a three-
point bending (3.2) device

3.2

three-point bending

means of bending a beamlike test piece whereby the test piece is supported on bearings near its ends, and a
central force is applied

3.3

dense shaped refractory product

product with specific dimensions, having a true porosity of less than 45 % by volume, when measured in
accordance with ISO 5017
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