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IS0 509: 1996(E) 

Foreword 

IS0 (the International Organization for Standardization) is a worldwide 
federation of national standards bodies (IS0 member bodies). The work 
of preparing International Standards is normally carried out through IS0 
technical committees. Each member body interested in a subject for 
which a technical committee has been established has the right to be 
represented on that committee. International organizations, governmental 
and non-governmental, in liaison with ISO, also take part in the work. IS0 
collaborates closely with the International Electrotechnical Commission 
(IEC) on all matters of electrotechnical standardization. 

Draft International Standards adopted by the technical committees are 
circulated to the member bodies for voting. Publication as an International 
Standard requires approval by at least 75 % of the member bodies casting 
a vote. 

International Standard IS0 509 was prepared by Technical Committee 
lSO/TC 110, industrial trucks, Subcommittee SC 2, Safety of powered 
industrial trucks. 

It cancels and replaces the Recommendation ISO/R 509:1966, of which it 
constitutes a technical revision. 

0 IS0 1996 
All rights reserved Unless otherwise specified, no part of this publication may be reproduced 
or utilized in any form or by any means, electronic or mechanical, including photocopying 
and microfilm, without permission in writing from the publisher 

International Organization for Standardization 
Case postale 56 l CH-1211 Geneve 20 l Switzerland 

Printed in Switzerland 

ii 

Full document details: ISO 509-1996

http://avadocuments2026.com/doc/iso-509-1996
http://avadocuments2026.com/doc/iso-509-1996


INTERNATIONAL STANDARD @ IS0 IS0 509:1996(E) 

Pallet trucks - Principal dimensions 

1 Scope 

This International Standard specifies the principal di- 
mensions for pallet trucks for transporting flat pallets 
complying generally with IS0 6780 and their loads. 

The dimensions apply to the heights, widths and 
lengths of the fork arms of pallet trucks which may 
have either single or tandem trail wheels. 

It should not be inferred that the use of a particular 
size of pallet truck is restricted to one particular size of 
pallet. 

NOTE 1 The pallet dimensions shown in figure 2 are 
informative only and are given in anticipation of an 
amendment to IS0 6780 of the entry dimensions of full 
perimeter base pallets as defined in IS0 445. The 
amendment is intended to bring IS0 6780 into line with 
existing practice 

2 Normative reference 

The following standard contains provisions which, 
through reference in this text, constitute provisions of 
this International Standard. At the time of publication, 
the edition indicated was valid. All standards are 
subject to revision, and parties to agreements based 
on this International Standard are encouraged to 
investigate the possibility of applying the most recent 
edition of the standard indicated below. Members of 
IEC and IS0 maintain registers of currently valid Inter- 
national Standards. 

IS0 6780:1988, General-purpose flat pallets for 
through transit of goods - Principal dimensions and 
tolerances. 

3 Truck dimensions 

3.1 Fork arm heights 

3.1.1 In the unloaded condition and in the lowered 
position the fork arm height dimensions of pallet 
trucks shall be as follows: 

a) the distance between the underside of the fork 
arms and the ground, F (see figures 1 and 21, shall 
be a minimum of 30 mm; 

b) the height of the fork arms from the ground at the 
point of entry, G, (see figure I), shall be a 
maximum of 86 mm; 

c) the height of the fork arms from the ground at the 
heel of the truck, G2 (see figure I), shall be a 
maximum of 90 mm. 

3.1.2 In the unloaded condition and the raised 
position, the fork arm height dimension of pallet 
trucks shall be such that the height of the top surface 
of the fork arms from the ground, H (see figure I), 
shall be a minimum of 185 mm. 

3.2 Fork arm widths 

3.2.1 Distance between fork arms 

For pallet trucks, the distance between fork arms, E 
(see figure I), shall be a minimum of 180 mm. 

1 

Full document details: ISO 509-1996

http://avadocuments2026.com/doc/iso-509-1996
http://avadocuments2026.com/doc/iso-509-1996

