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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of
national standards bodies (ISO member bodies). The work of preparing International
Standards is normally carried out through I1SO technical committees. Each member
body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, govern-
mental and non-governmental, in liaison with 1SO, also take part in the work. —

Draft International Standards adopted by the technical committees are circulated to
the member bodies for approval before their acceptance as International Standards by
the 1SO Council. They are approved in accordance with ISO procedures requiring at
least 75 % approval by the member bodies voting.

International Standard ISO 5226 was prepared by Technical Committee ISO/TC 67,
Materials and equipment for petroleum and natural gas industries.
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INTERNATIONAL STANDARD

IS0 5226-1985 (E)

Materials and equipment for petroleum and natural gas
industries — Aluminium alloy drill pipe for oil or natural

gas wells

1 Scope and field of application
This International Standard specifies the characteristics of
aluminium alloy drill pipes with screwed-on steel tool joints for
use in the drilling of oil and natural gas wells.
2 References
1SO 25666, Stee/ — Conversion of elongation values —

Part 1: Carbon and low alloy steels.

Part 2: Austenitic steels.
1SO 3962, Materials and equipement for petroleum and natural
gas industries — Tool joints for steel drill pipe for oil or natural
gas wells.

ISO 6892, Metallic materials — Tensile testing.

1SO 8492, Metallic materials — Tube — Flattening test.V)

3 Drill pipe condition

Aluminium alloy drill pipes are manufactured from tubular
billets by hot extrusion with a mandrel and they are supplied as

a) tubular blanks;
b) threaded tubular blanks;

c) drill pipes with screwed-on tool joints.

4 Data to be given by the purchaser

4.1 When placing orders, the purchaser shall specify the
following information:

a) the reference number of this International Standard;
b} the overall length of a lot, in metres;
c) the type of drill pipe and tubular blank:
— with external thickenings of ends (see figure 1};
— with internal thickenings of ends (see figure 2);
d) the size (outside diameter), in millimetres (see table 4);
e) the wall thickness, in millimetres (see tables 5 and 6);
f) the length range (see table 3);
g) the material group (see table 1);
h} the delivery date;
i) the shipping instruction and purchaser’s requirements;

k) the delivery type (see clause 3).

4.2 The purchaser shall also state on the order his re-
quirements concerning the following optional stipulations:

—  pipe coating;

— type of protective compound.

1) At present at the stage of draft. (Revision of ISO/R 202-1961, ISO/R 955-1969 and ISO/R 1556-1971.)
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