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1ISO 5249 : 1988 (E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of
national standards bodies (ISO member bodies). The work of preparing International
Standards is normally carried out through ISO technical committees. Each member
body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, govern-
mental and non-governmental, in liaison with ISO, also take part in the work. ISO
collaborates closely with the International Electrotechnical Commission (IEC) on all
matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are circulated to
the member bodies for approval before their acceptance as International Standards by
the ISO Council. They are approved in accordance with ISO procedures requiring at
least 75 % approval by the member bodies voting.

International Standard 1SO 5249 was prepared by Technical Committee 1SO/TC 72,
Textile machinery and allied machinery and accessories.

Users should note that all International Standards undergo revision from time to time
and that any reference made herein to any other International Standard implies its
latest edition, unless otherwise stated.
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INTERNATIONAL STANDARD

1SO 5249 : 1988 (E)

Textile machinery and accessories — Guide rollers for
dyeing and finishing machinery — Main dimensions

1 Scope and field of application

This International Standard lays down a range of nominal
values of external and spindle diameters, and gives information
on the working performance requirements for steel guide rollers
used with dyeing and finishing machinery.

2 References

ISO 1505, Textile machinery and allied machinery and
accessories — Dyeing and finishing equipment — Working
widths and nominal widths.

ISO 1940-1, Mechanical vibration — Balance quality re-
quirements of rigid rotors — Part 1: Determination of permiss-
ible residual unbalance.

ISO 2013, Textile machinery and accessories — Beams —
Method of measuring variations of form and position.

ISO 4200, Plain end steel tubes, welded and seamless —
General tables of dimensions and masses per unit length.

3 Types of roller

See figures 1 and 2.
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Figure 1 — Type A: Revolving spindle
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Figure 2 — Type B: Fixed spindle
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