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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.
International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 5264-2 was prepared by Technical Committee ISO/TC 6, Paper, board and pulps, Subcommittee SC 5,
Test methods and quality specifications for pulps.

This third edition cancels and replaces the second edition (ISO 5264-2:2002), which has been technically
revised.

With regard to ISO 5264-2:2002, the following changes have been made:

a) the normative references have been updated,;

b) a more precise description of the PFI mill has been given in Annex A;

c) a new reference pulp for internal control beating has been added to Annex C;

d) editorial updating.

ISO 5264 consists of the following parts, under the general title Pulps — Laboratory beating:
— Part 1: Valley beater method

—  Part 2: PFI mill method
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Introduction

In view of the widespread use of the following beaters:
— Valley beater,
—  PFI mill,

it has been decided to provide guidance on the use of these beaters in order to achieve consistency of results
with each instrument. Although both beaters show similar trends in the effect on pulp properties, there is no
correlation between the actual results obtained with the different types of beaters.

ISO 5264-1 specifies a method of laboratory beating using a Valley beater.

Beating is a preliminary step in the preparation of laboratory sheets for testing the physical properties of pulps.
In the PFI mill, each beating is performed separately, i.e. a new test portion of unbeaten pulp is taken for each
beating.

NOTE A complete test of physical properties normally comprises unbeaten pulp and several beatings of the same
pulp, where the beating is carried out for different numbers of roll revolutions. The number of roll revolutions depends on
the type of pulp and the beating load. After beating, the drainability is measured according to ISO 5267-1 or ISO 5267-2,
and laboratory sheets are prepared according to 1SO 5269-1"], ISO 5269-22] or ISO 5269-3[3l. Physical testing of the
laboratory sheets is performed according to ISO 527011,
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