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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 5293 was prepared by Technical Committee ISO/TC 41, Pulleys and belts (including veebelts),
Subcommittee SC 3, Conveyor belts.

This second edition cancels and replaces ISO 5293:1981 and ISO/TR 10357:1989, which have been
technically revised.
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INTERNATIONAL STANDARD ISO 5293:2004(E)

Conveyor belts — Determination of minimum transition
distance on three idler rollers

1 Scope

This International Standard specifies the formula for calculating conveyor belt transition distances and details
its application and derivation.

This International Standard is not suitable or valid for light conveyor belts as described in ISO 21183-1[1],

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 1537, Continuous mechanical handling equipment for loose bulk materials — Troughed belt conveyors
(other than portable conveyors) — Ildlers

ISO 9856, Conveyor belts — Determination of elastic and permanent elongation and calculation of elastic
modulus

3 Calculation of minimum transition distance

The formula for calculating the transition distance, the derivation of which is given in Annex A, is as follows:

Ly = h {£(1—cosl)}0’5

sinA| AT
where
L, is the transition distance, expressed in metres;
h is the vertical distance, expressed in metres, the belt edge raises or lowers in the transition

(see Figure 1);
A is the idler trough angle;
M is the elastic modulus, expressed in newtons per millimetre, measured under tension 7g;

TR is the maximum recommended belt-to-belt joint tension (RMBT), expressed in newtons per
millimetre, for a steady-state condition of the conveyor;

AT s the induced belt edge stress, expressed in newtons per millimetre, in the transition.
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