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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of
national standards institutes (ISO member bodies). The work of developing Interna-
tional Standards is carried out through 1SO technical committees. Every member body
interested in a subject for which a technical committee has been set up has the right to
be represented on that committee. International organizations, governmental and non-
governmental, in liaison with 1SO, also take part in the work.

Draft International Standards adopted by the technical committees are circulated to
the member bodies for approval before their acceptance as International Standards by
the ISO Council. ' :

International Standard SO 5395/4 was developed by Technical Committee
ISO/TC 23, Tractors and machinery for agriculture and forestry, and was circulated to
the member bodies in January 1981.

It has been approved by the member bodies of the following countries :

Australia Germany, F.R. Romania

Belgium India South Africa, Rep. of
Canada Iran Spain

China Italy Switzeriand
Czechoslovakia Korea, Dem. P. Rep. of Turkey

Denmark Korea, Rep. of United Kingdom
Egypt, Arab Rep. of Mexico USSR

Finland New Zealand

France Portugal

The member bodies of the following countries expressed disapproval of the document
on technical grounds :

Austria
Sweden
USA

It-incorporates draft Addendum 1, which was circulated to the member bodies in July
1981 and has been approved by the member bodies of the following countries :

Australia Germany, F.R. , Romania

Austria India South Africa, Rep. of
Belgium Irag Spain

Brazil Italy Sweden

China : Korea, Dem. P. Rep. of Switzerland
Czechoslovakia Korea, Rep. of United Kingdom:
Egypt, Arab Rep. of Mexico USA

France New Zealand USSR

No member body expressed disapproval of the document.
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INTERNATIONAL STANDARD

1SO 5395/4-1983 (E)

Power lawn mowers, lawn tractors, and lawn
and garden tractors with mowing attachments —
Safety requirements and test procedures —
Part 4 : Requirements for cylinder (reel) mowers

0 Introduction

This International Standard forms part of a series covering
safety requirements and test procedures for power lawn
mowers, lawn tractors, and lawn and garden tractors with
mowing attachments. The complete list of parts will be as
follows :

Part 1: Definitions.?
Part 2 : Basic requirements.

Part 3: Requirements for rotary mowers.
Section one :. General construction.
Section two : Test procedures.

Section three : Pedestrian controlled machines —
Requirements.

Section four : Ride-on (riding) machines —
Requirements. )

Section five : Towed units — Requirements.

Part 4 : - Requirements for cylinder (reel) mowers.
Section one : General construction.
Section two : Test procedures.

Section three : Pedestrian controlled machines —
Requirements.

Section four : Ride-on (riding) machines —
Requirements. -

Section five : Towed units — Requirements.

Part 5 : Noise measurement.?)

1) In preparation.

2) At present at the stage of draft.

Full document details: ISO 5395-4-1983

1 Scope and field of application

This International Standard specifies safety requirements and
test procedures applicable to powered cylinder (reel) mowers,

" including pedestrian controlled and ride-on {riding) types,

ride-on (riding) lawn tractors, and lawn and garden tractors
with mower attachments, and having a width of cut greater
than 300 mm.

_NOTES

1 This International Standard does not apply to sulky-type attach-
ments, flail mowers, or sickle-bar mowers, and the electrical aspects of
electrically-driven machines with rated voltages above 42 V are not
covered.

2 Where applicable, the requirements of this International Standard
could be applied to professional (commercial) power lawn mowers,
lawn and garden tractors and lawn tractors.

3 Safety requirements common to all types of machines are covered
by ISO 5395/2.
2 References

ISO 4254, Agricuftural tractors and machinery — Technical
means for providing safety.2)

ISO 6395, Power lawn mowers, lawn tractors, and lawn and
garden tractors with mowing attachments. — Safety re-
quirements and test procedures —

Part 2 : Basic requirements.

Part 3 : Requirements for rotary mowers.
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