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Foreword

ISO (the international Organization for Standardization) is a worldwide federation of
national standards bodies (ISO member bodies). The work of preparing International
Standards is normally carried out through ISO technical committees. Each member
body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, govern-
mental and non-governmental, in liaison with I1SO, also take part in the work. ISO
collaborates closely with the International Electrotechnical Commission (IEC) on all
matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are circulated to
the member bodies for approval before their acceptance as International Standards by
the 1ISO Council. They are approved in accordance with 1ISO procedures requiring at
least 75 % approval by the member bodies voting.

International Standard ISO 5614 was prepared by Technical Committee ISO/TC 82,
Mining.

Users should note that all international Standards undergo revision from time to time
and that any reference made herein to any other International Standard implies its
latest edition, unless otherwise stated.

© International Organization for Standardization, 1988 @

Printed in Switzerland
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INTERNATIONAL STANDARD

1ISO 5614 : 1988 (E)

Locked coil wire ropes for mine hoisting — Technical

delivery requirements

1 Scope and field of application

This International Standard specifies those properties of locked
coil wire ropes for mine hoisting and of their component parts
which form a basis for acceptance.

The characteristics of the wire to be used for the manufacture
of these ropes are not covered by this International Standard.

2 References

ISO 2232, Drawn wire for general purpose non-alloy steel wire
ropes — Specifications.

ISO 2532, Steel wire ropes — Vocabulary.

ISO 3156, Stranded wire ropes for mine hoisting — Im-
pregnating compounds, lubricants and service dressings —
Characteristics and tests.

ISO 6892, Metallic materials — Tensile testing.

ISO 7800, Metallic materials — Wire — Simple torsion test.

IS0 7801, Metallic materials — Wire — Reverse bend test.

3 Components of the rope

3.1 Wires

Locked coil wire ropes for hoisting purposes may be made from
a combination of round and shaped wires. These shall be either
bright or galvanized.

The requirements for wires after manufacture are given in
clause 4.

3.2 Lubricants

The impregnating compounds and lubricants used during the
manufacture of these ropes shall comply with the requirements
laid down in 1SO 3156.

1) Cross-reference to annex A in ISO 2232 applies to the first edition published in 1973.
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3.3 Construction

The rope shall consist of an outer layer of shaped wire. The
inner layers shall have shaped, or a combination of shaped and
round, or round wires.

3.4 Wire tensile grades

The ropemaker may employ any combination of round and
shaped wire tensile grades given in 4.2.2.1 and 4.3.2.1 to pro-
duce the required rope-breaking load, provided that all the
round wires and all the shaped wires in any one layer of the
rope are each of one tensile grade.

4 Requirements
4.1 Requirements for the completed rope

4.1.1 Rope diameter

4.1.1.1 Nominal rope diameter

The nominal diameter shall be agreed between the manufac-
turer or supplier and the purchaser when the rope is ordered.

4.1.1.2 Actual rope diameter

The actual rope diameter measured on newly completed rope in
the unloaded state shall not vary from the agreed
nominal rope diameter by more than £ 2 %, subject to a maxi-
mum of + 0,75 mm for ropes above 38 mm diameter. Closer
tolerances on rope diameter for particular purposes may be
agreed between the manufacturer or supplier and the pur-
chaser.

The actual rope diameter shall be measured by the method laid
down in 5.1.1.

Documents


http://www.avadocuments.com/doc/iso-5614-1988
http://www.avadocuments.com/doc/iso-5614-1988

1ISO 5614 : 1988 (E)

4.1.2 Rope length

4.1.2.1 Nominal length

The nominal rope length shall be agreed between the manufac-
turer or supplier and the purchaser when the rope is ordered.
Any test pieces shall be included in the ordered length.

4.1.2.2 Actual rope length

The actual rope length measured on newly completed rope in
the unloaded state shall be subject to the following tolerances
on the ordered length :

up to and including 500 m : * % %

+ 20

over 500 m : o m for each 1 000 m or part thereof.

The actual rope length shall be determined by the method
agreed according to 5.1.2.

4.1.3 Nominal rope mass per metre

The nominal rope mass per metre and the tolerances shall be
agreed between the manufacturer or supplier and the pur-
chaser when the rope is ordered.

4.1.4 Breaking loads

4.1.4.1 General

Two methods of assessment are recognized. Compliance with
one or the other shall be agreed between the manufacturer or
supplier and the purchaser. The definitions of breaking loads
shall be those given in ISO 2532.

4.1.4.2 Method A

In this method, the terms used are ‘nominal breaking load’’ and
“measured breaking load"’.

a) Nominal breaking load

The nominal breaking load shall be agreed between the
manufacturer or supplier and the purchaser when the rope
is ordered.

b) Measured breaking load

The measured breaking load shall be not more than 5 %
below the nominal breaking load. It shall be determined by a
tensile test to destruction carried out in the manner
specified in 5.1.4.1 on a sample of the rope.

4.1.4.3 Method B

In this method, the terms used are “‘nominal aggregate break-
ing load” and "‘measured aggregate breaking load”.

a) Nominal aggregate breaking load

The nominal aggregate breaking load shall be agreed be-
tween the manufacturer or supplier and the purchaser when
the rope is ordered.

b) Measured aggregate breaking load

The measured aggregate breaking load shall not be less than
the nominal aggregate breaking load. It shall be determined
by the method laid down in 5.1.4.2.

4.2 Requirements for round wires from rope
4.2.1 Wire diameter

4.2.1.1 Nominal diameters

The intervals separating successive nominal diameters for
bright and galvanized wires are given in table 1. The diameter
of galvanized wires shall be measured over the galvanized
coating.

Table 1
Dimensions in millimetres
Nommalddlameter Intervals
d<2 0,05
d>2 0,1

If, for technical reasons, the nominal diameters of the wires dif-
fer from these values, the nominal diameters of the wires shall
be indicated by the manufacturer or supplier in the confirma-
tion of the order to the rope purchaser and in the full works cer-
tificate (see 7.3).

1) The minimum breaking load may also be agreed between the manufacturer or supplier and the purchaser; in this case, the minimum breaking load

is calculated from the nominal aggregate breaking load and an agreed spinning loss factor.
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