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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO documents should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 153, Valves.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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International Standard ISO 5640:2024(en)

Industrial valves — Mounting Kits for part-turn valve actuator
attachment

1 Scope

This document provides requirements for metallic mounting Kkits for part-turn valves and actuator
attachments.

It includes all components transmitting torques from actuators to valves with a maximum flange torque up
to 16 000 Nm (up to F30 flange type).

It applies to mounting kits for part-turn valves and actuators with integral attachment flanges and drive
components as described in ISO 5211 (see Figure 1), when direct mounting of the actuator on valve is not
practical. Figure 1 illustrates the two different types of mounting kits in the scope of this document.
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a) Direct interface with mounting kit b) Direct interface with mounting kit (when com-

bination of a multi-turn actuator and a gearbox)

Key

1  part-turn actuator 5 gearbox

2 interface (see ISO 5211) 6 interface (see ISO 5210)
3 valve 7  multi-turn actuator

4  mounting kit

Figure 1 — Mounting kit between part-turn actuator and valve

Stacking of mounting kits/intermediate supports is not within the scope of this document.
This document specifies methods for design and environmental corrosion protection.

When a reference is made to this document, all the requirements apply, unless otherwise agreed between
the purchaser and the manufacturer/supplier, prior to order.

In this document, the term "valve" covers valve or shaft extension top-flange, and the term “actuator” covers
part-turn actuator or combination of multi-turn actuator and gearbox.

Control valves are excluded from this document.
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2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

ISO 5211, Industrial valves — Part-turn actuator attachments

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.
[SO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

31
mounting kit
group of components comprising an intermediate support (3.2), bolting and optional coupling (3.3)

3.2

intermediate support

mechanical component (bracket, spool, adapter flange) that allows the attachment between a part-turn
valve and actuator or gearbox

Note 1 to entry: For electric actuators refer to SO 22153.
Note 2 to entry: For gearboxes refer to [SO 221009.

3.3

coupling

driven component that allows torque transmission from an actuator or gearbox driving component to the
valve shaft (3.7)

3.4

coupling clearance

clearance to ensure that there is axial movement between the actuator or gearbox and the valve shaft (3.7)
to avoid thrust being applied between the driving and driven components

Note 1 to entry: See Annex A.

3.5

part-turn actuator

actuator which transmits torque to the valve for a rotation of one revolution or less and does not have to
withstand axial thrust

Note 1 to entry: A part-turn actuator may be a combination of a multi-turn actuator and part-turn gearbox.

3.6

valve top mounting face

feature of the valve body or an additional component which is part of the valve and which allows the
attachment of actuating devices or intermediate support (3.2)

Note 1 to entry: For details on the valve top mounting face refer to ISO 5211.

3.7

valve shaft

valve stem

part of the valve transmitting the driving torque to the obturator
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3.8
part-turn actuator attachment
attachment interface of the actuator or gearbox which includes:

— parts that attach the part-turn actuator (3.5) or gearbox to the intermediate support (3.2);

— driving component of the part-turn actuator or gearbox necessary to attach it to the coupling (3.3) or
to the driven component of the valve, which may be an integral part or a removable component of the
actuator or gearbox

4 Design requirements

4.1 General

Part-turn actuator attachments shall be in accordance with ISO 5211.

4.2 Materials
Mounting kit materials shall be:

— for intermediate supports, of cast iron (CI), ductile iron (DI), carbon steel (CS), stainless steel (SS), or
when agreed, other material (OT);

— for bolting (environmental corrosion categories according to Table 1):
— categories C2 and C3: stainless steel or a corrosion-protected carbon steel;
— categories C4, C5 and CX: stainless steel;

— other categories: material to be specified by the purchaser.

Special care shall be taken for material selection in the event of environmental critical conditions and to
avoid material combinations that could promote galvanic corrosion.

4.3 Design temperature

The mounting kit shall be designed for operation at a temperature range as a minimum between -20 °C and
60 °C. Any other temperature ranges shall be agreed between purchaser and the mounting kit manufacturer.

4.4 Environmental corrosion protection
Mounting kits shall be protected against corrosion by material selection and surface treatment.

The manufacturer's technical documentation shall specify the choice of the materials and/or the type of the
surface treatment.

Surface treatment system for carbon or low-alloy steels (e.g. according to ISO 630-1) shall be chosen
according to the classification categories given in Table 1.

Test assessment and test procedures are the responsibility of the manufacturer.

NOTE Table 1 can be used to define the corrosion category and help the mounting kit manufacturers to define the
surface treatment for corrosion protection.
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