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Foreword

ISO (the International  Organization for Standardization)  is  a worldwide federation  of national  standards bodies
(ISO member bodies).  The work of preparing  International  Standards is normally carried out through ISO
technical  committees.  Each member body interested in  a subject for which  a technical  committee has been
establ ished has the right to be represented on  that committee.  International  organizations,  governmental  and
non-governmental,  in  l iaison with  ISO,  also take part in  the work.  ISO col laborates closely with  the International
Electrotechnical  Commission (IEC)  on  al l  matters of electrotechnical  standardization.

International  Standards are drafted in  accordance with  the rules given  in  the ISO/IEC Directives,  Part 2.

The main  task of technical  committees is to prepare International  Standards.  Draft International  Standards
adopted by the technical  committees are circulated to the member bodies for voting.  Publication  as an
International  Standard requires approval by at least 75 % of the member bodies casting  a vote.

Attention  is drawn to the possibil i ty that some of the elements of th is document may be the subject of patent
rights.  ISO shal l  not be held responsible for identifying  any or al l  such  patent rights.

ISO 5692-1  was prepared by Technical  Committee ISO/TC 23,  Tractors and machinery for agriculture and
forestry,  Subcommittee SC 4,  Tractors.

This fi rst edition  of ISO 5692-1 ,  together with  ISO 5692-2:2002 and ISO 2001 9:2001 ,  cancels and replaces
ISO 5692:1 979,  of which i t constitutes a technical  revision.

ISO 5692 consists of the fol lowing parts,  under the general  ti tle Agricultural vehicles — Mechanical connections
on towed vehicles:

— Part 1: Dimensions for hitch rings of 50/30 mm cross section

— Part 2: Coupling ring 40 with socket

This corrected version of ISO 5692-1  incorporates the fol lowing  corrections.

— To the title has been added,  for clarification,  “. . .  of  cross section.”

— The Scope has been modified  to reflect the change in  title.

— Mention of ISO 2001 9 has been made in  the Foreword.

— In  Annex A,  ISO 1 1 02:1 986 has been deleted as a reference in  relation  to ISO 6489-2:2002.

50/30 mm

Full document details: ISO 5692-1-2004

http://www.avadocuments.com/doc/iso-5692-1-2004
http://www.avadocuments.com/doc/iso-5692-1-2004

