
I 
I 

INTERNATIONAL STANDARD 

INTERNATIONAL ORGANIZATION FOR STANDARDIZATION 
ORGANISATION INTERNATIONALE DE NORMALISATION 
MEXAYHAPOAHAR OPTAHMJAUMR il0 CTAHflAPTH3AUMM 

IS0 
5755-2 
First edition 
1987-09-15 

Full document details: ISO 5755-2-1987

http://avadocuments2026.com/doc/iso-5755-2-1987
http://avadocuments2026.com/doc/iso-5755-2-1987


Foreword 
IS0 (the International Organization for Standardization) is a worldwide federation of 
national standards bodies (IS0 member bodies). The work of preparing International 
Standards is normally carried out through IS0  technical committees. Each member 
body interested in a subject for which a technical committee has been established has 
the right to be represented on that committee. International organizations, govern- 
mental and non-governmental, in liaison with ISO, also take part in the work. 

Draft International Standards adopted by the technical 
the member bodies for approval before their acceptance as International Standards by 
the IS0 Council. They are approved in accordance with IS0  procedures requiring at 
least 75 % approval by the member bodies voting. 

International Standard IS0  5755-2 was prepared by Technical Committee ISO/ iC 119, 
Powder metallurgy. 

Users should note that all International Standards undergo revision from time to time 
and that any reference made herein to an er hlternational Standard implies its 
latest edition, unless otherwise stated. 
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INTERNATIONAL STANDARD IS0 5755-2: 1987 (E) 

Sintered metal materials - Specifications - 

Part 2 : 
Sintered iron and sintered steel containing one or both of the 
elements carbon and copper, used for structural parts 

1 Scope and field of application 

This part of IS0 5755 specifies the requirements for the 
chemical composition and physical and mechanical properties 
of sintered iron and sintered steel containing one or both of the 
elements carbon and copper used mainly for structural parts. 
The data on the mechanical properties given are obtained on 
test pieces. 

When selecting powder metallurgical materials, it should be 
taken into account that the properties depend not only on the 
chemical composition and density, but also on the production 
methods. The properties of sintered materials giving satisfac- 
tory service in particular applications will not necessarily be the 
same as those of wrought or cast materials that might other- 
wise be used. Therefore, liaison with prospective suppliers is 
more than usually necessary. 

Any material in this part of IS0 5755 with less than 85 % 
relative density may be used, whenever oil-impregnated, for 
bearings or structural parts requiring surfaces to have bearing 
properties. 

This document should be read in conjunction with IS0  5755-1 
and IS0 5755-3. 

2 References 

IS O 2738, Permeable sintered metal materials - Determination 
of density, oil content and open porosity. 

IS0 2740, Sintered metal materials fexcluding hardmetal) - 
Tensile test pieces. 

IS0 4498, Sintered metal materials, excluding hardmetals - 
Determination of apparent hardness 

- Part I : Materials of essentially uniform section hard- 
ness. 

- Part 2 : Case-hardened ferrous materials, surface 
enriched by carbon or carbon and nitrogen. 

IS0  5755, Sintered metal materials - Specifications 

- Part I :  Materials, for bearings, impregnated with liquid 
lubricant. 

- Part 3: Sintered alloyed and sintered stainless steels 
used for structural parts. 

IS0 6892, Metallic materials - Tensile testing. 

3 Sampling 

Sampling shall be carried out in accordance with the relevant 
International Standards. 

4 Test methods 

4.1 Chemical analysis 

Whenever possible, and always in case of dispute, the methods 
of chemical analysis shall be those specified in the relevant 
International Standards. If no International Standard is 
available, the method may be agreed upon and specified at the 
time of enquiry and order. 

4.2 Density 

The density shall be determined in accordance with IS0 2738. 
Whenever possible, the density shall be determined on the 
whole part. 

In cases where the part is so large as to make it impractical to 
carry out the test on one piece, it may be necessary to reduce 
its volume by sub-division. All the pieces resulting from the 
sub-division shall be subjected to the density determination. 
The density of the part shall be calculated on the basis of the 
total mass and total volume, regardless of whether the test is 
carried out on the whole part or on the separate pieces. 

Density requirements of specific sub-divisions of the part shall 
be agreed upon by the customer and supplier. 
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