
Microbeam analysis — Hyper-
dimensional data file specification 
(HMSA)

International 
Standard

ISO 5820

First edition 
2024-02

Reference number 
ISO 5820:2024(en) © ISO 2024

Full document details: ISO 5820-2024

http://www.avadocuments.com/doc/iso-5820-2024
http://www.avadocuments.com/doc/iso-5820-2024


ii

ISO 5820:2024(en)

﻿
© ISO 2024 – All rights reserved

COPYRIGHT PROTECTED DOCUMENT

©  ISO 2024
All rights reserved. Unless otherwise specified, or required in the context of its implementation, no part of this publication may 
be reproduced or utilized otherwise in any form or by any means, electronic or mechanical, including photocopying, or posting on 
the internet or an intranet, without prior written permission. Permission can be requested from either ISO at the address below 
or ISO’s member body in the country of the requester.

ISO copyright office
CP 401 • Ch. de Blandonnet 8
CH-1214 Vernier, Geneva
Phone: +41 22 749 01 11
Email: copyright@iso.org
Website: www.iso.org

Published in Switzerland

Full document details: ISO 5820-2024

http://www.avadocuments.com/doc/iso-5820-2024
http://www.avadocuments.com/doc/iso-5820-2024


ISO 5820:2024(en) 

© ISO 2024 – All rights reserved 

iii 

Contents 

Foreword ................................................................................................................................................................   xi 

Introduction .......................................................................................................................................................... xii 

1 Scope ............................................................................................................................................................. 1 

2 Normative references .............................................................................................................................. 1 

3 Terms and definitions .............................................................................................................................. 1 

4 Overview ...................................................................................................................................................... 1 
4.1 Design Considerations ............................................................................................................................. 1 
4.2 Binary and XML file pair .......................................................................................................................... 2 
4.2.1 General ......................................................................................................................................................... 2 
4.2.2 HMSA general structure .......................................................................................................................... 2 
4.2.3 XML general structure ............................................................................................................................. 3 
4.2.4 HMSA-XML association ............................................................................................................................ 3 
4.3 Hyper-dimensional data .......................................................................................................................... 3 

Table 1 — Dimensionality of common data types ......................................................................................... 3 
4.4 Unicode and internationalization ......................................................................................................... 4 
4.5 Minimalism ................................................................................................................................................. 4 
4.6 Extensibility ................................................................................................................................................ 4 
4.7 What HMSA does not do........................................................................................................................... 5 

5 XML File Specification .............................................................................................................................. 6 
5.1 XML general structure ............................................................................................................................. 6 
5.2 XML specification ...................................................................................................................................... 7 
5.2.1 General ......................................................................................................................................................... 7 
5.2.2 XML features not supported ................................................................................................................... 7 
5.2.3 XML conformance and validation ......................................................................................................... 7 
5.2.4 Character encodings ................................................................................................................................. 7 
5.2.5 Byte order markers .................................................................................................................................. 8 
5.2.6 Case sensitivity .......................................................................................................................................... 8 
5.3 XML declaration ......................................................................................................................................... 8 
5.3.1 General ......................................................................................................................................................... 8 
5.3.2 XML version attribute ........................................................................................................................... 8 

5.3.3 XML character encoding attribute ................................................................................................ 8 
5.3.4 XML standalone attribute .................................................................................................................... 8 
5.4 Document root element ......................................................................................................................... 8 

5.4.1 General ......................................................................................................................................................... 8 
5.4.2 The Version attribute ............................................................................................................................ 9 

5.4.3 The XML:lang attribute .......................................................................................................................... 9 
5.4.4 The UID attribute ...................................................................................................................................... 9 

5.5 XML Parameter element formats .......................................................................................................... 9 
5.5.1 General ......................................................................................................................................................... 9 
5.5.2 Numerical values ....................................................................................................................................... 9 
5.5.3 Arrays of values ...................................................................................................................................... 10 

Full document details: ISO 5820-2024

http://www.avadocuments.com/doc/iso-5820-2024
http://www.avadocuments.com/doc/iso-5820-2024


ISO 5820:2024(en) 

© ISO 2024 – All rights reserved 

iv 

Table 2 — Array type attribute values........................................................................................................... 10 
5.5.4 Physical units .......................................................................................................................................... 10 
5.5.5 Alternative language attributes ......................................................................................................... 11 
5.5.6 Special characters .................................................................................................................................. 11 

Table 3 — Non-permitted element or attribute characters..................................................................... 11 
5.5.7 Ordering of elements ............................................................................................................................ 12 

6 The <Header> list element ................................................................................................................. 12 

6.1 General ...................................................................................................................................................... 12 
6.2 Header items are optional ................................................................................................................... 12 
6.3 The <Checksum> element ................................................................................................................... 12 
6.4 The <Title>, <Author> and <Owner> elements ........................................................................ 13 

6.5 The <Date>, <Time> and <Timezone> elements ........................................................................ 13 
6.6 The <ArbitraryData> element ...................................................................................................... 13 

6.7 Other optional header elements ........................................................................................................ 14 

7 The <Conditions> list element ....................................................................................................... 15 

7.1 General ...................................................................................................................................................... 15 
7.2 Conditions are optional ........................................................................................................................ 15 
7.3 Condition templates and classes........................................................................................................ 15 
7.4 Condition identifiers ............................................................................................................................. 17 
7.5 Typical conditions ................................................................................................................................. 17 

8 The <Dataset> element ..................................................................................................................... 18 

8.1 General ...................................................................................................................................................... 18 
8.2 The <DataLength> and <DataOffset> elements ..................................................................... 19 

8.3 The <DatumType> element ................................................................................................................ 19 

Table 4 — <DatumType> elhement values .................................................................................................. 19 
8.4 The <Dimensions> list element ....................................................................................................... 20 

8.4.1 General ...................................................................................................................................................... 20 
8.4.2 Ordering of dimensions........................................................................................................................ 20 
8.4.3 Coordinate mapping equations .......................................................................................................... 21 
8.4.4 Identity and calibration of dimensions ............................................................................................ 22 
8.5 The <IncludeConditions> list element...................................................................................... 24 

Annex A (normative)  Condition templates and classes ........................................................................... 25 

 General ...................................................................................................................................................... 25 

 <Instrument> ....................................................................................................................................... 25 

A.2.1 General ...................................................................................................................................................... 25 

A.2.2 The <Manufacturer> and <Model> elements ............................................................................ 25 

A.2.3 The <SerialNumber> element ......................................................................................................... 25 

 <Probe> ................................................................................................................................................... 25 

 <Probe Class=”EM”> ........................................................................................................................ 26 

A.4.1 General ...................................................................................................................................................... 26 

A.4.2 Required elements: ............................................................................................................................... 26 

A.4.2.1 The <ProbeEnergy> element ........................................................................................................... 26 

A.4.3 Optional elements:................................................................................................................................. 26 

Full document details: ISO 5820-2024

http://www.avadocuments.com/doc/iso-5820-2024
http://www.avadocuments.com/doc/iso-5820-2024


ISO 5820:2024(en) 

© ISO 2024 – All rights reserved 

v 

A.4.3.1 The <GunType> element ...................................................................................................................... 26 

A.4.3.2 The <EmissionCurrent> element .................................................................................................. 26 

A.4.3.3 The <FilamentCurrent> element .................................................................................................. 26 

A.4.3.4 The <ExtractorBias> element ....................................................................................................... 26 

A.4.3.5 The <GunPressure> element ............................................................................................................ 27 

A.4.3.6 The <ProbeDiameter> element ....................................................................................................... 27 

A.4.3.7 The <ProbeCurrent> element ......................................................................................................... 27 

A.4.3.8 The <ProbeConvergenceAngle> element ................................................................................... 27 

A.4.3.9 The <Aperture> element(s) .............................................................................................................. 27 

A.4.3.10 The <Control> element(s) ....................................................................................................... 27 

A.4.3.11 The <LensCurrent> element(s) ............................................................................................. 27 

<Probe Class=”EM/SEM”> .............................................................................................................. 28 

A.5.1 General ...................................................................................................................................................... 28 

A.5.2 Optional elements: ................................................................................................................................. 28 

A.5.2.1 The <WorkingDistance> element .................................................................................................. 28 

<Probe Class=”EM/TEM”> .............................................................................................................. 28 

A.6.1 General ...................................................................................................................................................... 28 

A.6.2 Optional elements: ................................................................................................................................. 28 

A.6.2.1 The <ProbeMode> element ................................................................................................................. 28 

A.6.3 Example: ................................................................................................................................................... 28 

<Specimen> ............................................................................................................................................ 29 

A.7.1 General ...................................................................................................................................................... 29 

A.7.2 The <Name> element ............................................................................................................................. 29 

A.7.3 The <Description> element ............................................................................................................ 29 

A.7.4 The <Owner> element ........................................................................................................................... 29 

A.7.5 The <Origin> element ........................................................................................................................ 29 

A.7.6 The <Material> element ................................................................................................................... 29 

A.7.7 The <Coating> element ...................................................................................................................... 29 

A.7.8 The <Thickness> element ................................................................................................................. 30 

A.7.9 Example: ................................................................................................................................................... 30 

<SpecimenEnvironment>................................................................................................................. 30 

A.8.1 General ...................................................................................................................................................... 30 

A.8.2 The <Pressure> element ................................................................................................................... 30 

A.8.3 The <Temperature> element ............................................................................................................ 30 

A.8.4 The <Medium> element ........................................................................................................................ 31 

Full document details: ISO 5820-2024

http://www.avadocuments.com/doc/iso-5820-2024
http://www.avadocuments.com/doc/iso-5820-2024


ISO 5820:2024(en) 

© ISO 2024 – All rights reserved 

vi 

A.8.5 Example: ................................................................................................................................................... 31 

<MeasurementMode> .......................................................................................................................... 31 

A.9.1 Optional elements:................................................................................................................................. 31 

A.9.1.1 The <Control> element(s) ................................................................................................................ 31 

<MeasurementMode Class=”TEM”> ............................................................................................ 32 

A.10.1 General ...................................................................................................................................................... 32 

A.10.2 Optional elements:................................................................................................................................. 32 

A.10.2.1 The <Aperture> element(s)..................................................................................................... 32 

A.10.2.2 The <LensCurrent> element(s) ............................................................................................. 32 

<MeasurementMode Class=”TEM/Imaging”> ........................................................................ 32 

A.11.1 General ...................................................................................................................................................... 32 

A.11.2 Optional elements:................................................................................................................................. 32 

A.11.2.1 The <Defocus> element ............................................................................................................ 32 

A.11.2.2 The <AcceptanceAngle> element ........................................................................................ 33 

A.11.2.3 The <NominalMagnification> element ............................................................................ 33 

A.11.3 Example: ................................................................................................................................................... 33 

<Detector> ............................................................................................................................................ 33 

A.12.1 General ...................................................................................................................................................... 33 

A.12.2 Optional elements:................................................................................................................................. 33 

A.12.2.1 The <Manufacturer> and <Model> elements ................................................................... 33 

A.12.2.2 The <SerialNumber> element ................................................................................................ 33 

A.12.2.3 The <SignalType> element ..................................................................................................... 34 

A.12.2.4 The <MeasurementUnit> element ........................................................................................ 35 

A.12.2.5 The <CollectionMode> element ........................................................................................... 35 

A.12.2.6 The <Distance> element .......................................................................................................... 35 

A.12.2.7 The <Area> element .................................................................................................................... 35 

A.12.2.8 The <SolidAngle> element ..................................................................................................... 35 

A.12.2.9 The <SemiAngle> element ....................................................................................................... 35 

A.12.2.10 The <Temperature> element .................................................................................................. 36 

A.12.2.11 The <Elevation> element ....................................................................................................... 36 

A.12.2.12 The <Azimuth> element ............................................................................................................ 36 

A.12.2.13 The <DetectorName> element ................................................................................................ 36 

A.12.2.14 The <Aperture> element(s)..................................................................................................... 36 

A.12.2.15 The <Control> element(s) ....................................................................................................... 36 

A.12.3 Example: ................................................................................................................................................... 37 

Full document details: ISO 5820-2024

http://www.avadocuments.com/doc/iso-5820-2024
http://www.avadocuments.com/doc/iso-5820-2024


ISO 5820:2024(en) 

© ISO 2024 – All rights reserved 

vii 

<Detector Class=”Camera”>....................................................................................................... 37 

A.13.1 General ...................................................................................................................................................... 37 

A.13.2 Base template: ......................................................................................................................................... 37 

A.13.3 Optional elements: ................................................................................................................................. 37 

A.13.3.1 The <FocalLength> element ................................................................................................... 37 

A.13.3.2 The <ExposureTime> element ................................................................................................ 37 

A.13.3.3 The <FrameIntegration> element ...................................................................................... 37 

A.13.3.4 The <Magnification> element .............................................................................................. 37 

A.13.3.5 The <NumericalAperture> element .................................................................................... 38 

A.13.3.6 The <PixelSize> element ........................................................................................................ 38 

A.13.4 Example: ................................................................................................................................................... 38 

<Detector Class=”CL”>................................................................................................................. 38 

A.14.1 General ...................................................................................................................................................... 38 

A.14.2 Base templates: ....................................................................................................................................... 38 

A.14.3 Optional elements: ................................................................................................................................. 38 

A.14.3.1 The <DispersionElement> element .................................................................................... 38 

A.14.3.2 The <Grating-d> element ........................................................................................................ 39 

A.14.3.3 The <EntranceSlit> element ................................................................................................ 39 

A.14.4 Example: ................................................................................................................................................... 39 

<Detector Class=”WDS”> .............................................................................................................. 39 

A.15.1 General ...................................................................................................................................................... 39 

A.15.2 Base templates: ....................................................................................................................................... 39 

A.15.3 Optional elements: ................................................................................................................................. 39 

A.15.3.1 The <DispersionElement> element .................................................................................... 40 

A.15.3.2 The <Crystal-2d> element ..................................................................................................... 40 

A.15.3.3 The <RowlandCircleDiameter> element .......................................................................... 40 

A.15.3.4 The <PulseHeightAnalyzer> elements ............................................................................. 40 

A.15.3.5 The <Counter> element ............................................................................................................. 41 

A.15.3.6 The <WDSPosition> element ................................................................................................... 41 

A.15.4 Examples: ................................................................................................................................................. 41 

<Detector Class=”XEDS”>............................................................................................................ 42 

A.16.1 General ...................................................................................................................................................... 42 

A.16.2 Base templates: ....................................................................................................................................... 42 

A.16.3 Optional elements: ................................................................................................................................. 42 

A.16.3.1 The <Technology> element ..................................................................................................... 42 

Full document details: ISO 5820-2024

http://www.avadocuments.com/doc/iso-5820-2024
http://www.avadocuments.com/doc/iso-5820-2024


ISO 5820:2024(en) 

© ISO 2024 – All rights reserved 

viii 

A.16.3.2 The <NominalThroughput> element ................................................................................... 42 

A.16.3.3 The <TimeConstant> element ................................................................................................ 43 

A.16.3.4 The <StrobeRate> element ..................................................................................................... 43 

A.16.3.5 The <Window> element ............................................................................................................... 43 

A.16.3.6 The <GoldLayer> element ....................................................................................................... 43 

A.16.3.7 The <DeadLayer> element ....................................................................................................... 44 

A.16.3.8 The <ActiveLayer> element .................................................................................................. 44 

A.16.4 Examples: ................................................................................................................................................. 44 

<Acquisition> .................................................................................................................................... 45 

A.17.1 General ...................................................................................................................................................... 45 

A.17.2 The <DateTime> element ................................................................................................................... 45 

A.17.3 The <SpecimenPosition> element ............................................................................................... 45 

A.17.4 Position elements: ................................................................................................................................. 45 

A.17.4.1 The <X>, <Y> and <Z> elements................................................................................................ 45 

A.17.4.2 The <EulerRotation> element ............................................................................................. 46 

A.17.4.3 The <R> element ........................................................................................................................... 46 

A.17.4.4 The <TotalTime> element ....................................................................................................... 46 

A.17.4.5 The <FrameCount> element ..................................................................................................... 46 

A.17.4.6 The <FrameTime> element ....................................................................................................... 46 

A.17.4.7 The <DwellTime> element ....................................................................................................... 47 

A.17.4.8 The <DwellTime_Live> element ........................................................................................... 47 

<Sequence> ............................................................................................................................................ 47 

A.18.1 General ...................................................................................................................................................... 47 

A.18.2 The <Control> element ..................................................................................................................... 47 

A.18.3 Example: ................................................................................................................................................... 48 

<Calibration> .................................................................................................................................... 48 

A.19.1 General ...................................................................................................................................................... 48 

A.19.2 The <Quantity> element ................................................................................................................... 48 

A.19.3 The <Unit> element ............................................................................................................................. 49 

A.19.4 <Calibration Class="Constant"> .......................................................................................... 49 

A.19.4.1 General ............................................................................................................................................. 49 

A.19.4.2 The <Value> element ................................................................................................................. 49 

A.19.4.3 Example: .......................................................................................................................................... 49 

A.19.5 <Calibration Class="LinearDispersion"> ...................................................................... 49 

A.19.5.1 General ............................................................................................................................................. 49 

Full document details: ISO 5820-2024

http://www.avadocuments.com/doc/iso-5820-2024
http://www.avadocuments.com/doc/iso-5820-2024


ISO 5820:2024(en) 

© ISO 2024 – All rights reserved 

ix 

A.19.5.2 The <Gradient> element .......................................................................................................... 49 

A.19.5.3 The <Intercept> element ........................................................................................................ 50 

A.19.6 <Calibration Class="PolynomialDispersion"> ............................................................ 50 

A.19.6.1 General ............................................................................................................................................. 50 

A.19.6.2 The <Coefficients> element ................................................................................................ 50 

A.19.7 <Calibration Class="Explicit"> .......................................................................................... 50 

A.19.7.1 General ............................................................................................................................................. 50 

A.19.7.2 The <Values> element ............................................................................................................... 50 

A.19.8 <Calibration Class="Intensity">........................................................................................ 51 

A.19.8.1 General ............................................................................................................................................. 51 

A.19.8.2 The <Quantity> element .......................................................................................................... 51 

A.19.8.3 The <Unit> element .................................................................................................................... 51 

A.19.8.4 Example: .......................................................................................................................................... 51 

Annex B (normative)  Units and prefixes ...................................................................................................... 52 

 General ...................................................................................................................................................... 52 

 SI units ....................................................................................................................................................... 52 

Table 5 — SI Units ................................................................................................................................................ 52 

 SI-derived units....................................................................................................................................... 52 

Table 6 — SI derived units ................................................................................................................................ 52 

 Non-SI units .............................................................................................................................................. 53 

Table 7 — Non-SI units ....................................................................................................................................... 53 

 SI prefixes ................................................................................................................................................. 54 

Table 8 — SI magnitude prefixes ..................................................................................................................... 54 

Annex C (normative)  Unicode character substitutions ............................................................................ 55 

Annex D (informative)  Example files ............................................................................................................ 56 

 Optical micrograph ................................................................................................................................ 56 

 Single XEDS spectrum ........................................................................................................................... 57 

 SEM backscattered electron image.................................................................................................... 58 

 Conventional TEM image ...................................................................................................................... 60 

 Conventional electron diffraction pattern ...................................................................................... 62 

 SEM-XEDS hyper-spectral map ........................................................................................................... 64 

 EPMA+XEDS+CL+BSE map ................................................................................................................... 66 

Annex E (Informative)  Common dataset dimensions ............................................................................... 70 

 General ...................................................................................................................................................... 70 

 <X>, <Y> and <Z> .................................................................................................................................... 70 

Full document details: ISO 5820-2024

http://www.avadocuments.com/doc/iso-5820-2024
http://www.avadocuments.com/doc/iso-5820-2024


ISO 5820:2024(en) 

© ISO 2024 – All rights reserved 

x 

<U> and <V> ............................................................................................................................................. 70 

<Position> ............................................................................................................................................ 71 

<Channel> .............................................................................................................................................. 71 

<Color> ................................................................................................................................................... 71 

<Rotation> and <Tilt> .................................................................................................................... 72 

<Focus> ................................................................................................................................................... 72 

<Measurement> .................................................................................................................................... 73 

Full document details: ISO 5820-2024

http://www.avadocuments.com/doc/iso-5820-2024
http://www.avadocuments.com/doc/iso-5820-2024


ISO 5820:2024(en) 

© ISO 2024 – All rights reserved 

xi 

Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national 
standards bodies (ISO member bodies). The work of preparing International Standards is normally 
carried out through ISO technical committees. Each member body interested in a subject for which a 
technical committee has been established has the right to be represented on that committee. 
International organizations, governmental and non-governmental, in liaison with ISO, also take part in 
the work. ISO collaborates closely with the International Electrotechnical Commission (IEC) on all 
matters of electrotechnical standardization.  

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the 
different types of ISO document should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives). 

ISO draws attention to the possibility that the implementation of this document may involve the use of 
(a) patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed
patent rights in respect thereof. As of the date of publication of this document, ISO had not received
notice of (a) patent(s) which may be required to implement this document. However, implementers
are cautioned that this may not represent the latest information, which may be obtained from the
patent database available at www.iso.org/patents. ISO shall not be held responsible for identifying any
or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.  

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and 
expressions related to conformity assessment, as well as information about ISO's adherence to the 
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see 
www.iso.org/iso/foreword.html. 

This document was prepared by Technical Committee ISO/TC 202, Microbeam analysis. 

Any feedback or questions on this document should be directed to the user’s national standards body. 
A complete listing of these bodies can be found at www.iso.org/members.html. 
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Introduction 

Most if not all commercial microanalysis systems acquire and store data in proprietary formats. This 
hinders the transfer of data between instruments and or between laboratories, such as might be 
required for multi-technique analyses, round robin studies or collaborations. It is possible that even 
software from the same manufacturer but for different generations of instruments does not store data 
in compatible formats. This makes the archiving of data extremely difficult beyond the lifetime of the 
supported system. The format in this document has been developed by an independent group of 
experts from the Microscopy Society of America (MSA), the US Micro-Analysis Society (MAS), and the 
Australian Microbeam Analysis Society (AMAS) to be fully transferrable and archivable. It is 
independent of instrument manufacturer, computer hardware and operating system. 

An existing standard (ISO 22029) allows for platform independent transfer and archiving of simple x-
ray spectral data, but the increasing capabilities of microanalysis systems to acquire multi-
dimensional signals in parallel has made this standard insufficient to meet all current needs. This 
standard has been written to meet these expanded requirements. 
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Microbeam analysis — Hyper-dimensional data file specification 
(HMSA) 

1 Scope 

The MSA/MAS/AMAS hyper-dimensional data file specification (HMSA, for short) is a platform-
independent data format to permit the exchange of hyper-dimensional microscopy and 
microanalytical data between different software applications. The applications include, but are not 
limited to: 

— Hyper-spectral maps, such as electron energy loss spectroscopy (EELS), energy dispersive x-ray 
spectrometry (XEDS), or cathodoluminescence spectroscopy (CL). 

— ‘Hyper-image’ maps, such as pattern maps using electron backscatter diffraction (EBSD) or 
convergent beam electron diffraction (CBED). 

— 3-dimensional maps, such as confocal microscopy, or focused ion beam (FIB) serial section maps. 

— 4-dimensional maps, such as double-tilt electron tomography. 

— Time-resolved microscopy and spectroscopy. 

In addition to storing hyper-dimensional data, the HMSA file format is applicable for storing 
conventional microscopy and microanalysis data, such as spectra, line profiles, images, and 
quantitative analyses, as well as experimental conditions and other metadata. 

2 Normative references 

There are no normative references in this document. 

3 Terms and definitions 

No terms and definitions are listed in this document. 

ISO and IEC maintain terminology databases for use in standardization at the following addresses: 

— ISO Online browsing platform: available at https://www.iso.org/obp 

— IEC Electropedia: available at https://www.electropedia.org/ 

4 Overview 

4.1 Design Considerations 

The following requirements were considered in the design of this file format: 

a) Modern experimental apparatus produce data with high dimensionality, such as spectral maps
and 3D serial section maps. Therefore, this file format shall store data of high dimensionality.
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b) High dimensionality data is necessarily very large, and consequently difficult and time
consuming to store or transfer over networks. The file format shall therefore be as compact as is
reasonably practical.

c) Many microanalytical techniques produce structurally similar hyperdimensional data. To
simplify implementation of common tools, this file format shall use a common format to store
data produced by different analytical techniques.

d) The data format shall preserve the scientific accuracy and meaning of the data. Therefore, the file
format shall store data without loss of precision and include sufficient experimental parameters
to permit the correct interpretation of the data.

e) To achieve the intended mission of being a widely supported exchange format, the file format
shall achieve acceptance from instrument and software vendors, and from the microanalysis
community. Consequently, the file format shall be useful, easy to understand, and easy to
implement.

f) Furthermore, as the file format is intended for exchange, it shall be readable (and
implementable) in any commonly available programming languages and environments. The
format shall therefore be platform independent, and not require any proprietary or special
software or hardware.

4.2 Binary and XML file pair 

4.2.1 General 

To satisfy the above requirements, the MSA/MAS/AMAS hyper-dimensional data file format uses a 
pair of files; a simple binary file to efficiently store the experimental data, and a text-based XML file to 
store the experimental conditions. The advantages of this dual format are: 

— The structure of the binary file format is simple, unambiguous, and precisely defined in a human 
readable format within the XML file. 

— High dimensionality experimental data is binary encoded for space efficiency, whilst also being 
easy to read and write programmatically. 

— Experimental conditions are stored in a human-readable and self-descriptive format. Conditions 
are stored in a hierarchical structure to logically classify related settings. 

— No special libraries are required to read or write HMSA/XML files. For convenience, XML 
libraries may be used, and are freely available on most programming environments. 

4.2.2 HMSA general structure 

The HMSA file is a binary file format consisting of an 8 byte (64 bit) unique identifier (5.4.4: The UID 

attribute), followed by one or more dataset objects. The location, size and layout of the binary dataset 
objects are described in the dataset definitions within the XML file (8: The <Dataset> element), and 

are not described within the binary HMSA file. The values contained within the HMSA file datasets 
cannot therefore be read or interpreted without the corresponding dataset definition within the XML 
file. 

Blocks of arbitrary and proprietary binary or text data also may be placed in the binary HMSA file. 
These arbitrary data blocks may be used to store proprietary application-specific data, or ancillary 
experimental data that cannot be formatted as a HMSA data set object (8: The <Dataset> element). 

The formatting of these arbitrary data blocks in the HMSA file are not defined by this specification, 
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but the location and size of the arbitrary block should be declared in the <Header> section of the XML 
file using one or more <ArbitraryData> elements (6.6: The <ArbitraryData> element). 

The byte ordering of the HMSA binary file shall be little-endian (Intel/Windows style). 

4.2.3 XML general structure 

The XML file consists of human-readable hierarchical text, using a subset of the XML version 1.0 
format. 

The structures within the XML file are strictly defined and self-descriptive, so that the XML file can be 
read and interpreted correctly without a finely detailed study of the specification. This strict 
definition does, however, require software that writes the XML files to diligently adhere to the 
specification. 

The structure of the XML file is described in detail in 5: XML file specification. 

4.2.4 HMSA-XML association 

Because the XML file is required to interpret the HMSA file, the HMSA/XML files shall be associated in 
such a way that software that loads a HMSA file can readily and unambiguously locate the associated 
XML file. The principal method by which the HMSA and XML files are associated together is by file 
name. The HMSA/XML file pairs shall share the same file name except for their file extensions, such 
as "Spodumene.HMSA" and "Spodumene.XML". The HMSA/XML file pairs should be transferred 
together, and stored in the same directory. 

Users may inadvertently rename or move one member of the file pair, which would prevent software 
from finding the correct experimental conditions or binary data. To reduce this risk, the XML and 
HMSA files each contain an identifier that is, for all intents and purposes, unique to each individual 
pair of files. By comparing the unique identifiers (UIDs) given in the XML and HMSA file, software can 
be assured that binary data matches the description in the XML file, and vice versa. Furthermore, by 
searching the file system for XML or HMSA files containing the UID, software may automatically find 
renamed or relocated files. This pseudo-unique identifier is a 64-bit code, providing a possible 264 
(~1,84 x 1019) unique values. The UID is described further in 5.4.4: The UID attribute. 

4.3 Hyper-dimensional data 

The HMSA format is designed to store data that may be structured as a regular N-dimensional array. 
This design readily supports common microanalytical dataset types such as spectra, grayscale and 
color images, hyperspectral maps, ‘hyper-image’ maps (an image per pixel), 3-dimensional analyses 
by confocal microscopy or serial sectioning, as well as irregular sequences of the above. Table 1 
summarizes the dimensionality of common dataset types: 

Table 1 — Dimensionality of common data types 

Dimensions Example datasets 

1 

A single spectrum. 

A sequence of single-valued measurements, such as an x-ray intensity line profile, or time 
sequence of vacuum pressure. 

2 
A 2D grayscale image. 

A sequence of spectra. 

3 

A 2D color image or hyper-spectral map. 

A sequence of 2D grayscale images. 

A 3D grayscale image, such as from a FIB-SEM serial section. 

Full document details: ISO 5820-2024

http://www.avadocuments.com/doc/iso-5820-2024
http://www.avadocuments.com/doc/iso-5820-2024


ISO 5820:2024(en) 

© ISO 2024 – All rights reserved 

4 

Dimensions Example datasets 

4 
A 2D ‘hyper-image’ map of 2D measurements, such as an EBSD pattern map. 

A 3D color image or spectral map, such as from a FIB-SEM serial section. 

5 A 3D map of 2D measurements, such as an EBSD pattern map from a FIB-SEM serial section. 

This specification does not restrict the number or size of dimensions in a HMSA dataset. The number, 
identity and sizes of the dataset dimensions are defined by the <Dataset> element in the XML file 

(see 8: The <Dataset> element). Examples of common dataset dimensions are defined in Annex E. 

4.4 Unicode and internationalization 

The HMSA XML file format requires the use of the UTF-8 Unicode character encoding, permitting 
native-language representations of the non-English names for authors, organizations, specimens, 
locations, etc. However, for maximum interoperability, the names of XML elements and attributes 
shall be given in US English using the ASCII character set. Furthermore, the values of elements shall 
be given in US English where possible, with non- English text provided as an alternative translation to 
the English text using an alt-lang- [xx][-YY] attribute (5.5.5: Alternative language attributes). 

In addition to supporting non-English scripts, the use of Unicode for the HMSA XML file allows the 
use of scientifically meaningful non-Latin characters such as α, μ, and Å. However, these characters 
may not be typeable on many standard keyboards, and so they should only be used when no 
unambiguous Latin character equivalent is available. Please refer to Annex C for a list of permitted 
Unicode characters in units and unit prefixes. 

In cases where the Unicode character set includes multiple code points for visually indistinguishable 
glyphs, HMSA XML files shall consistently use one code point in preference to any alternatives (see 
Annex C). 

4.5 Minimalism 

The purpose of the HMSA file format is to enable the convenient exchange of scientific data between 
different software packages. To succeed in this purpose, the HMSA file format shall be unambiguous 
in its specification, and easy to implement. To this end, the HMSA XML file format has been designed 
with a minimalist core of mandatory features that are necessary only to properly determine the 
layout of the hyper-dimensional dataset(s) in the HMSA binary data file. The structure of the dataset 
definition in the XML file is strictly defined to exclude all experimental parameters, thereby making it 
universal for all dataset types (8: The <Dataset> element). 

All useful experimental conditions (such as spectrometer gain and offset) and other metadata (such 
as author or date) are recommended, but optional. Nevertheless, to ensure compatibility, the 
structure and format of these optional conditions and metadata elements are defined in this 
document (6: The <Header> list element, and 7: The <Conditions> list element). 

The absolute minimum effort possible to produce a conformant HMSA XML file is demonstrated in 
the ‘baseline’ HMSA XML example files in Annex D. These files contain no optional elements such as 
conditions or metadata. Important conditions such as microscope settings and spectrometer 
calibration are not included, meaning that – for example - spectra can only be interpreted as raw 
channels, and the user is responsible for determining energy calibration and accelerating voltage. For 
reference, the same files are also provided in typical form in Annex D and include all common 
experimental conditions and metadata. 

4.6 Extensibility 

In addition to being simple and easy to implement (4.5: Minimalism), a key feature of the HMSA file 
format is that it is extensible. Although this specification enumerates a number of common condition 
objects (Annex A), the specification permits the unlimited use of additional, un-specified 
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experimental conditions to be stored in the HMSA XML file (7: The <Conditions> list element). 

Critically, the well-formed, hierarchical and self-descriptive nature of XML allows these additional 
conditions to be included without imposing an additional burden on applications to support any or 
all of these conditions. In effect, applications are not required to read, write or interpret any 
conditions, but may elect to provide additional scientific meaning or interpretation to the data by 
including additional conditions to any degree of detail. 

For example, consider the case of a typical XEDS spectral map collected in an SEM. A typical HMSA file 
would include conditions for spectrometer calibration and beam accelerating voltage. This 
information is sufficient for a basic interpretation of the map data, such as peak identification in 
spectra and generating elemental region of interest (ROI) images. A more detailed file may also 
include a Faraday cup beam current measurement, and even intensity measurements from standard 
reference materials so as to allow quantification of elemental compositions. An extreme example may 
also include all electron gun conditions, lens currents, and the like, so as to allow the comparison or 
monitoring of microscope and detector performance between instruments or over time. However, 
not all SEMs have Faraday cups, and nor do all experiments require quantification or performance 
monitoring, and thus these elements are purely optional. 

In addition to supporting unlimited experimental conditions, the HMSA specification also supports 
the inclusion of multiple binary datasets in a single HMSA/XML file pair. Typical usage cases for 
multiple dataset files are: 

— The storage of multi-detector maps, such as simultaneous XEDS+EELS in a TEM, XEDS+EBSD in a 
SEM, or WDS+XEDS+CL in an EPMA. 

— The storage of auxiliary map data that is helpful for the interpretation of the primary dataset, 
such as a beam current/flux map, a specimen thickness map, or a detector saturation/dead-time 
map. 

— The storage of reference spectra with spectral maps. 

Support for multiple datasets is provided in such a way as to impose no additional burden on 
applications that expect only single-dataset files. Applications are not required to support multiple 
datasets. 

4.7 What HMSA does not do 

To reduce the complexity of implementing HMSA support, certain features or usage cases have been 
excluded: 

— HMSA is not intended to be a general long-term archival format for all relevant or extraneous 
data from a set of experiments. HMSA is intended to store the data, and optionally the relevant 
conditions, from a single experiment, on a single apparatus, from a single specimen, collected 
over a single contiguous time interval. 

— No compression is to be used on either the XML or HMSA file, as compression algorithms may be 
proprietary or unavailable in some environments. Users may elect to compress the XML/HMSA 
file pair for transmission or storage at their own discretion, but HMSA-compatible software 
should not write compressed HMSA/XML files. 

— The format is not primarily intended to be an efficient ‘working’ format for applications, and so it 
has not been specifically optimized for minimum memory footprint, maximum read/write speed, 
efficient random seeking, etc. 

— HMSA is not intended to support all possible experimental techniques. Whilst a reasonable effort 
has been made to support a broad range of experimental dataset types, the HMSA format may 
not be particularly amenable to some types of experimental data (sparse spectra, for example.) 

Full document details: ISO 5820-2024

http://www.avadocuments.com/doc/iso-5820-2024
http://www.avadocuments.com/doc/iso-5820-2024


ISO 5820:2024(en) 

© ISO 2024 – All rights reserved 

6 

5 XML File Specification 

5.1 XML general structure 

The XML file consists of human-readable hierarchical text, using a subset of the XML version 1.0 
format (5.2: XML specification). The structures within the XML file are strictly defined and self-
descriptive, so that the XML file can be read and interpreted correctly without a finely detailed study 
of the specification. This strict definition does, however, require software that writes the XML files to 
diligently adhere to the specification. 

The XML files have the following general structure: 

— An XML declaration 

— An MSAHyperDimensionalDataFile root element, containing: 

— A Header element, containing: 

— Descriptive metadata such as the document title, collection date, author, etc. 

— A Conditions element, containing: 

— One or more items of experimental conditions that describe how the dataset is to be 
interpreted or displayed, such as microscope and spectrometer settings. 

— One or more Dataset elements, which formally define the address, ordering, and size of a 
binary data block within the HMSA file. 

In XML, this looks like: 

<?xml version="1.01" [...] ?> 

<MSAHyperDimensionalDataFile [...] > 

   <Header> 

      [...] 

   </Header> 

   <Conditions> 

      [...] 

   </Conditions> 

   <Dataset> 

      [...] 

   </Dataset> 

</MSAHyperDimensionalDataFile> 

  

The XML declaration, <MSAHyperDimensionalDataFile> document root element, <Header>, 

<Conditions> and <Dataset> elements are described in the following clauses: 

— 5.3: XML declaration 

— 5.4: Document root element 

— 6: The <Header> list element 

— 7: The <Conditions> list element 

— 8: The <Dataset> element 
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5.2 XML specification 

5.2.1 General 

The HMSA XML file specification follows the W3C Extensible Markup Language (XML) 1.01 
Recommendation (Fifth Edition), except where noted below (See https://www.w3.org/TR/xml/). 

5.2.2 XML features not supported 

To simplify the tasks of reading, writing and interpreting HMSA XML files, this specification excludes 
certain XML features that may complicate implementation for no benefit in this application. HMSA 
XML files shall not contain the following XML features declared in the XML 1.01 recommendation 
(clause numbers in parentheses): 

— Comments (2.5) 

— Processing instructions (2.6) 

— CDATA sections (2.7) 

— Document type definitions (2.8) 

— Element type definitions (3.2) 

— Conditional sections (3.4) 

— Entity declarations (4.2) 

— Notation declarations (4.7) 

The HMSA XML format also explicitly does not support the following associated W3C XML 
specifications: 

— XML Schema 

— Namespaces in XML 

5.2.3 XML conformance and validation 

The W3C XML specification defines two levels of compliance; conformant, and valid. Conformant XML 
files satisfy all requirements of the XML specification, such as wellformedness. Valid XML files are 
conformant XML files, and also contain document type definitions (DTDs) that specify the structure 
and range of all elements in the XML file. Valid XML files can therefore be validated for completeness 
and correctness by a generic validating XML parser, without reference to an external specification of 
the file format. In effect, valid XML files are self-specifying. 

In the interests of minimizing the size and complexity of HMSA XML files, XML document and element 
type definitions were excluded from the HMSA XML specification (5.2.2: XML features not 
supported). Consequently, HMSA XML documents are conformant XML files, but not valid XML files. 

5.2.4 Character encodings 

HMSA XML files shall only be encoded in the Unicode UTF-8 character encoding. To provide 
backwards compatibility with the ASCII character set, HMSA XML files should use the basic Latin 
characters and symbols in the range of U+0032 to U+007E in preference to visually similar Unicode 
characters when it is customary to do so, and whenever such substitution does not change the 
meaning or introduce ambiguity. For example, ‘Ka’ should be used to represent the Kα x-ray in the 

Full document details: ISO 5820-2024

http://www.avadocuments.com/doc/iso-5820-2024
http://www.avadocuments.com/doc/iso-5820-2024


ISO 5820:2024(en) 

© ISO 2024 – All rights reserved 

8 

Siegbahn notation, and ‘um’ should be used to represent μm. Further character substitutions are 
specified in Annex C. 

5.2.5 Byte order markers 

Byte order markers (BOM) are not required for UTF-8 encoded text files but may be automatically 
inserted at the start of the file stream by certain text editors. Thus, HMSA XML files may, but should 
not, contain the UTF-8 BOM (0xEFBBBF), and shall not contain byte order markers for other 
character encodings (e.g., 0xFFFE for UTF-16LE on Windows, or 0xFEFF for UTF-16BE on 
Unix/Linux/Mac). HMSA XML parsers shall process and ignore UTF-8 BOM, if present. 

5.2.6 Case sensitivity 

As defined in the XML standard, the structure of an XML file is case sensitive. The names of all 
elements and attributes shall be written with the case specified in this document. The values of 
attributes and elements are also assumed to be case sensitive, unless specified otherwise in this 
document. 

To avoid confusion, identifier attributes such as Name and ID shall have unique values in case-

insensitive comparison. 

5.3 XML declaration 

5.3.1 General 

The HMSA XML file shall begin with an XML declaration of the form: 

<?xml version="1.01" encoding="UTF-8" standalone="yes" ?> 

  

The attributes of the XML declaration are described below. 

5.3.2 XML version attribute 

The version attribute of the XML declaration shall have the value "1.0". XML version 1.1 or 

subsequent versions are not supported by this version of the HMSA/XML specification. 

5.3.3 XML character encoding attribute 

The encoding attribute of the XML declaration shall have the value "UTF-8". No other character 

encoding is permitted for HMSA XML files. 

5.3.4 XML standalone attribute 

The standalone attribute of the XML declaration shall have the value "yes". HMSA XML files do not 

support external document type definitions. 

5.4 Document root element 

5.4.1 General 

The root element of the HMSA XML file shall be named and formatted with required attributes as 

follows: 

<MSAHyperDimensionalDataFile Version="1.02" xml:lang="en-US" 

UID="193581B9DD220ABB"> 

  

The attributes of the root element are described below. 

Full document details: ISO 5820-2024

http://www.avadocuments.com/doc/iso-5820-2024
http://www.avadocuments.com/doc/iso-5820-2024


ISO 5820:2024(en) 

© ISO 2024 – All rights reserved 

9 

5.4.2 The Version attribute 

The HMSA version shall be declared as "1.02" in the Version attribute. 

5.4.3 The XML:lang attribute 

The default language of the document shall be US English, which shall be declared using an 
xml:lang attribute of the document root element with a value of "en-US". 

5.4.4 The UID attribute 

A pseudo-unique identifier shall be provided in the UID attribute in the form of 16 hexadecimal 

characters (0-9, A-F), representing a 64-bit binary value. This 64-bit unique identifier, which is stored 
in both the XML and binary HMSA files, serves two purposes: 

a) To verify that a HMSA file and XML file match. This is required because HMSA files cannot be 
decoded without the XML description, and using the wrong XML description can result in 
corrupted results or undefined software behavior. 

b) To allow software to search for a missing component of the file pair such as a renamed or moved 
file. 

To ensure maximum efficacy of the UID mechanism, software that writes or modifies HMSA files shall 
create new UIDs when: 

— Creating a new HMSA/XML dataset. 

— Modifying any contents of either the HMSA or XML files. 

— Extracting a subset of a HMSA file. 

The UID may be retained unchanged when: 

— Creating an exact copy of a HMSA/XML pair. 

— Renaming a HMSA/XML pair. 

To further guarantee the integrity of HMSA UIDs, the following is required of UID generation 
algorithms: 

— The output domain of the algorithm should span every possible 64-bit value. 

— The output shall not be a predictable or reproducible sequence of UIDs. 

The recommended method of generating a UID is to use a one-way cryptographic hash function, such 
as the NIST-published SHA-1 algorithm, with a diverse set of inputs to ensure sufficient hash entropy. 

5.5 XML Parameter element formats 

5.5.1 General 

The format of elements and attributes used to store arbitrary parameters in the HMSA XML file are 
defined below. 

5.5.2 Numerical values 

This specification defines a uniform scheme for representing numerical values as text within HMSA 
XML files, so as to simplify software implementations and reducing the likelihood of 
misinterpretation of experimental parameters. The values of numerical parameters shall be written 
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in decimal, without any digit grouping markers such as commas or whitespaces. The use of leading or 
trailing whitespaces is permitted. Text encoding of floating-point values shall follow the IEEE 754-
1985 standard for binary <-> decimal conversion. Furthermore: 

— Radix/decimal point marker shall be the full stop character (U+002E). 

— Exponents shall be denoted by either ‘E’ or ‘e’. 

The HMSA XML format does not explicitly define data types or binary precision for numerical 
parameters, other than for arrays (see 5.5.3: Arrays of values). To minimize the risk of data 
truncation or misinterpretation, software that reads HMSA XML files should interpret all integer 
values as signed 64-bit integers and should interpret all floating-point values as double-precision 64-
bit floats. 

The expected data types and precision of individual element values may be defined within this 
specification, and in such instances the declared data type shall be used by software when reading or 
interpreting interpret those elements. One example is the <DataLength> element in the 
<Dataset> element, for which the data type shall be a 64-bit integer (See 8.2: The <DataLength> 

and <DataOffset> elements). 

5.5.3 Arrays of values 

Arrays of values shall be written as comma separated values. For example: 

<Fibonacci ArrayType="int" Count="6">1, 1, 2, 3, 5, 8</Fibonacci> 

  

The number of values in the array shall be specified using a Count attribute. The use of the Count 

attribute name is reserved for the purpose of specifying array sizes and shall not be used for any 
other purpose in a HMSA XML file. 

If all the array values are numbers of the same data type, the data type should be specified using an 
ArrayType attribute, with one of the values as shown in Table 2: 

Table 2 — Array type attribute values 

ArrayType Description 

“int” Signed 32-bit integer 

“int64” Signed 64-bit integer 

“float” 32-bit IEEE 754 single-precision floating point number 

“float64” 64-bit IEEE 754 double-precision floating point number 

The values of the ArrayType attributes shall be written in lower case. If the ArrayType attribute is 

not specified, the type of the array values should be assumed to be text. 

5.5.4 Physical units 

For numerical values with physical units, the units should be defined using a Unit attribute. Units 

shall be provided in SI units, SI derived units (e.g., "Pa", "Å"), or one of the customary technique-
specific units defined in Annex B (e.g., "counts", "wt%"). Units shall be declared in abbreviated form, 
with optional single-character SI prefix codes (e.g., "kV", for kilovolt). The list of permitted prefixes is 
also included in Annex B. 

Condition objects defined in Annex A specify the physical units that shall be used for parameters 
within those objects. The precise formats of the unit text shall be consistent with the definitions in 
the appendices. 
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To preserve scientific accuracy, it is critical that HMSA files use a consistent scheme for specifying 
compound units that is readable and writeable by both humans and computers. Aesthetically 
pleasing representations such as kg.m.s-2 are difficult to type and are prone to display or 
interpretation errors when moving between software packages. To avoid confusion, HMSA files shall 
therefore use only the full stop ‘.’ (U+002E), solidus ‘/’ (U+0047) and numerals 0-9 (U+0030 - 
U+0039) to represent compound units such as "kg.m/s2". The use of the hyphen-minus sign ‘-’ 
(U+002D) to indicate negative exponents is permitted only for inverse singular units, such as inverse 
centimetres (cm-1), but not compound units (e.g. "m/s2", not "m.s-2"). Other methods of superscript 
markup such as the circumflex accent ^ (U+005E) shall not be used. The use of brackets in unit 
definitions is not permitted. 

The Unicode character set defines a number of specific code points for scientific symbols, which are 
visually identical to non-scientific code points. For example, the Unicode Latin capital A with ring 
above ‘Å’ (U+00C5) is visually indistinguishable from the Unicode Ångström symbol ‘Å’ (U+212B). 
The casual use of one or the other symbol for the same quantity poses a risk to software 
compatibility. Consequently, to avoid confusion and maximize compatibility, the lowest code point 
shall be used in cases where a unit symbol can be written in two or more visually indistinguishable 
characters. Required character substitutions are provided in Annex C. 

When defining concentrations, it is mandatory to specify whether the measurement is molar or 
atomic (mol%), volumetric (vol%) or mass or weight (wt%). Similarly, when using parts per million 
or parts per billion notations for concentration, the nature of the measurement shall be specified 
(e.g., mol_ppm, vol_ppm, wt_ppm.) 

5.5.5 Alternative language attributes 

In addition to the US English text, values in other languages may be specified using altlang- xx[-
YY...] attributes, where ‘xx’ is the language code and ‘YY...’ the locale, as in the form of IETF 

language tags (i.e., ‘en-US’). For example, the author may be specified as: 

<Author alt-lang-ru="Фёдор Михай́лович Достоев́ский"> 

   Fyodor Mikhailovich Dostoyevsky 

</Author> 

  

This method should be used only to provide proper nouns in appropriate native languages, such as 
the names of authors, organizations, or places. The translations should be the culturally appropriate 
names that would be expected by native speakers of each language and need not be literal 
translations or transliterations. 

The use of the prefix alt-lang- in attribute names is reserved for such proper-noun attributes and 

shall not be used in other attribute names. 

5.5.6 Special characters 

In accordance with the XML specification, the following characters given in Table 3 shall not be used 
in the names or values of elements or attributes. 

Table 3 — Non-permitted element or attribute characters 

Character Code point XML entity 

< U+003C &lt; 

> U+003E &gt; 

“ U+0022 &quot; 

‘ U+0027 &apos; 

& U+0026 &amp; 
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When writing XML files, occurrences of these characters in value strings shall be converted to their 
respective XML entities, as given above. Upon loading of XML files, following structural parsing, 
occurrences of these XML entities in strings shall be converted back to their corresponding character 
values before being presented to users or other software. 

5.5.7 Ordering of elements 

The order in which elements are listed within the XML file is not specified in general, meaning XML 
elements may be sorted in any order within their parent XML element unless otherwise specified. A 
notable example of where the ordering of elements is specified is for the contents of the 
<MSAHyperDimensionalDataFile> document root element (see 5.4: Document root element), 

where the child elements shall be in the following order: <Header>, <Conditions>, then 
<Dataset>. A further example is in the ordering of the elements within the <Dimensions> list of 
the <Dataset> object, which serves to define the ordering of data in the binary HMSA file (see 8.4.2: 

Ordering of dimensions). Condition templates may also define a required ordering of elements. 

6 The <Header> list element 

6.1 General 

The <Header> list element contains metadata that principally identifies the title of the document, 

the author/ownership of the data, and the date/time of collection. Header information shall not 
contain parameters that are required for the interpretation of the experimental data. 

6.2 Header items are optional 

In keeping with the principle of minimalism (4.5: Minimalism), all items in the <Header> list 
element are optional. Some elements, such as the <Checksum> (6.3: The <Checksum> element), 

should be included, but are not mandatory. Software that reads HMSA XML files should not require 
the presence of any items in the <Header> list to open, display or process files. 

If no items are defined within the <Header> list, the empty header list shall be specified as either an 

empty element (<Header />), or as a conventional matched pair of elements with no contents 
(<Header></Header>). XML parsers for HMSA XML files shall support both styles of empty 

element declaration. 

6.3 The <Checksum> element 

The <Header> list should include a <Checksum> element to allow software to verify that the binary 
HMSA file exactly matches that specified in the XML file. The <Checksum> element, if provided, shall 

take the following form: 

<Checksum Algorithm="SHA-1"> 

   53AAD59C05D59A40AD746D6928EA6D2D526865FD 

</Checksum> 

  

The contents of the <Checksum> element shall be the hexadecimal-encoded (A-F, 0-9) checksum 

digest of the entire binary HMSA file. The algorithm used to generate the checksum shall be declared 
using the Algorithm attribute. The checksum algorithm should be one of the following algorithms: 

— SUM32 (sum of all bytes in the binary HMSA file, truncated to a 32-bit / 8-hexadecimal character 
value) 

— SHA-1 (recommended) 
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The ‘SUM32’ algorithm is provided for basic protection against single-bit and some multiple-bit 
errors but does not protect against multiple-bit errors with zero sum change. For this reason, the 
‘SHA-1’ algorithm is recommended, as it provides strong detection of any form of modification and is 
furthermore a widely supported standard with libraries and implementations available in most 
programming languages and platforms. 

6.4 The <Title>, <Author> and <Owner> elements 

The title, author, and legal owner of the document should be specified within the <Header> list like 

so: 

<Title>Very Important Results</Title> 

<Author>J. Smith</Author> 

<Owner>ARCN Inc.</Owner> 

  

These elements may be provided in languages other than US English using an alternative language 
attribute alt-lang-xx[-YY] (5.5.5: Alternative language attributes). For example, the name of the 

author Leo Tolstoy may be provided in his native Russian Cyrillic script as: 

<Author alt-lang-ru="Лев Николае́вич Толстой́">Leo Nikolaevich 

Tolstoy</Author> 

  

6.5 The <Date>, <Time> and <Timezone> elements 

The date and time of the creation of the HMSA file should be stored in <Date>, <Time> and 

<Timezone> elements, of the following format: 

<Date>1985-10-26</Date> 

<Time>20:04:00</Time> 

<Timezone>UTC-8 US Pacific Standard Time</Timezone> 

  

The <Date> and <Time> values shall be written in the ISO 8601 date/time format, with the date as 
YYYY-MM-DD, and the time as HH:MM:SS in 24 hour format. The <Timezone> value shall be given in 

terms of Universal Coordinated Time as "UTC", "UTC±HH", or "UTC±HH:MM", with the timezone 
offsets given in hours (HH), hours and minutes (HH:MM), or omitted if the offset is zero. Examples 
include "UTC", "UTC+10", and "UTC- 03:30". Following the timezone UTC offset, the two-character 
ISO 3166-1 alpha-2 country code and full formal timezone name may be given, such as in "UTC-4 CA 
Atlantic Standard Time". 

Dates shall be encoded according to the Gregorian calendar in the common era (CE / AD). 

6.6 The <ArbitraryData> element 

Within the binary HMSA file, applications may elect to store blocks of arbitrary and proprietary 
binary or text data. The location and size of these arbitrary data blocks should be declared in the 
<Header> list element using one or more <ArbitraryData> elements. The <ArbitraryData> 

element allows compatible applications to find the arbitrary data blocks in the HMSA binary file, and 
also allows third party applications to preserve custom or proprietary data blocks when modifying or 
saving HMSA files. For example, should one wish to incorporate a fully formatted TIFF image into the 
HMSA data file this can be accomplished by embedding it within an <ArbitraryData> element 

without loss, while at the same time including formatted hyperspectral data. However, blocks of 
arbitrary data may be inserted in HMSA binary files without corresponding <ArbitraryData> 

declarations. 

The <ArbitraryData> XML element shall contain <DataOffset> and <DataLength> 

elements, which respectively define the absolute position and size (in bytes) of the data block in the 
HMSA binary file, as 64-bit integers. These elements are defined analogously to those used in the 
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dataset definition (8.2: The <DataLength> and <DataOffset> elements). A Name attribute may 
be provided to identify the block, and a <Format> element may be used to describe the formatting of 

the arbitrary data block. An example <ArbitraryData> definition is provided below: 

<ArbitraryData Name="Example Corp. data block #1"> 

   <DataOffset>176126333</DataOffset> 

   <DataLength>3321</DataLength> 

   <Format>MAC table</Format> 

</ArbitraryData> 

  

Additional attributes or XML elements may be specified within the <ArbitraryData> element but 

are not defined by this specification. 

The first dataset object in a HMSA binary file is present at an offset of 8 bytes (i.e., immediately 
following the UID, see 4.2.2: HMSA general structure), but subsequent datasets may be present at any 
offset that does not overlap with another dataset. Hence, blocks of arbitrary data may be placed in the 
binary HMSA file after any dataset. This specification places no restrictions on the number or size of 
arbitrary data blocks present in a HMSA file. 

Blocks of arbitrary data in the binary HMSA file should commence with a unique identifier or ‘magic 
number’, so that applications that read arbitrary data from HMSA files may verify the expected 
formatting of the arbitrary data block. Blocks of arbitrary data in the binary HMSA file should not 
contain absolute position references to other locations within the file, as third-party applications may 
modify the ordering of datasets and arbitrary data blocks. Relative position references to locations 
within the same arbitrary data block may be used. 

Applications that save or modify HMSA/XML files may — but are not required to — preserve blocks 
of arbitrary data stored in the HMSA binary files. If an application does not preserve arbitrary data 
blocks when saving HMSA binary files, it should remove any <ArbitraryData> elements from the 
<Header> list of the XML files. As arbitrary data blocks may be removed from files, applications that 

read such arbitrary data should verify that the expected position of the arbitrary data block lies 
outside the position range of any declared dataset, and should validate any unique identifier or 
‘magic number’ that is given at the start of an arbitrary data block in the HMSA binary file. 

6.7 Other optional header elements 

The header may optionally include any number of other metadata elements, such as: 

— <Client> 

— <AuthorSoftware> 

— <Location> 

— <Comment> 

The formats and conventions of these optional elements are not defined, and these values shall not be 
required for the proper display or interpretation of the experimental data or conditions. Any 
scientifically meaningful metadata shall be stored within an appropriate element within the 
<Conditions> list (7: The <Conditions> list element). 
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