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Foreword

ISO (the International Organization for Standardization) is a worldwide
federation of national standards bodies (ISO member bodies). The work
of preparing International Standards is normally carried out through SO
technical committees. Each member body interested in a subject for
which a technical committee has been established has the right to be
represented on that committee. International organizations, governmental
and non-governmental, in liaison with ISO, also take part in the work. 1SO
collaborates closely with the International Electrotechnical Commission
{IEC} on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are
circulated to the member bodies for voting. Publication as an International
Standard requires approval by at least 75 % of the member bodies casting
a vote.

International Standard ISO 6 was prepared by Technical Committee
ISO/TC 42, Photography.

This second edition cancels and replaces the first edition (1ISO 6:1974).
The primary change is to eliminate the restriction that the |SO speed of
all black-and-white films be determined in a specified developer and fixing
bath. It also updates references, procedures and the format in accordance
with more recent speed standards for other film types.

Annexes A and B of this international Standard are for information only.
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Introduction

Black-and-white films will generally provide excellent results in several
different developers and processing conditions. At the same time, it is
realized that the speed of a film depends on the process used. Therefore,
this International Standard specifies a method for determining the photo-
graphic speed of film/process combinations. This means a particular film
may have several ISO speeds associated with it depending on the pro-
cesses used. For this reason, it is important that manufacturers indicate
the processing conditions for which 1SO speed values are quoted.

This International Standard recognizes that black-and-white films do not
generally have a unique speed if several different processes are rec-
ommended. This conflicts with the tradition of associating a specific speed
value with a particular product. In the future, the process used for deter-
mining speed values should be unequivocally described to avoid misinter-
pretation. Since users often do not know how these films will be
processed, manufacturers have an obligation to provide a speed value for
this situation which will ensure good results. Usually they will take ad-
vantage of the overexposure tonal latitude of the film and give it a con-
servative speed value to protect users from underexposure effects in case
the film is put through a process which yields low speed.

It is recognized that the speed at which a film can be exposed is de-
pendent on the extent of development, scene luminance range, subject
matter, printing paper, etc. This International Standard specifies that
film/process speed is determined when the film is processed to obtain a
specified contrast level. The relative ISO speed ranking of various films in
different process systems will generally differ. The SO speeds will pro-
vide correct exposures for average scenes with exposure meters con-
forming to 1SO 2720 or ISO 2721 when the film is processed as specified
in this International Standard.
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