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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.
International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. 1ISO shall not be held responsible for identifying any or all such patent rights.

ISO 6194-4 was prepared by Technical Committee ISO/TC 131, Fluid power systems, Subcommittee SC 7,
Sealing devices.

This third edition cancels and replaces the second edition (ISO 6194-4:1999), which has been technically
revised.

ISO 6194 consists of the following parts, under the general title Rotary shaft lip-type seals incorporating
elastomeric sealing elements:

— Part 1: Nominal dimensions and tolerances
— Part 2: Vocabulary

— Part 3: Storage, handling and installation
— Part 4: Performance test procedures

— Part 5: Identification of visual imperfections
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Introduction

Rotary shaft lip-type seals are used to retain fluid, e.g. lubricant, in equipment where the differential pressure
is relatively low. Typically, the shaft rotates, and the housing is stationary, although in some applications the
shaft is stationary, and the housing rotates.

Dynamic sealing is normally the result of a designed interference fit between the shaft and a flexible element
incorporated in the seal.

Similarly, a designed interference fit between the outside diameter of the seal, and the diameter of the housing
bore, retains the seal and prevents static leakage.

Careful storage, handling and proper installation of all seals are necessary to avoid hazards, both prior to and
during installation, which would adversely affect service life.

Documents

Document Sharing Hub
© 1SO 2009 — All rights reserved \Y

Full document details: ISO 6194-4-2009


http://www.avadocuments.com/doc/iso-6194-4-2009
http://www.avadocuments.com/doc/iso-6194-4-2009

Documents

Document Sharing Hub

Full document details: ISO 6194-4-2009


http://www.avadocuments.com/doc/iso-6194-4-2009
http://www.avadocuments.com/doc/iso-6194-4-2009

INTERNATIONAL STANDARD ISO 6194-4:2009(E)

Rotary shaft lip-type seals incorporating elastomeric sealing
elements —

Part 4:
Performance test procedures

WARNING — Persons using this part of ISO 6194 should be familiar with normal laboratory practice.
Whilst this part of ISO 6194 does not purport to address all the safety problems, if any, associated with
its application, attention is drawn to the need to employ sensible precautions while handling hot and
cold fluids and equipment. It is the responsibility of the user of this part of ISO 6194 to establish
appropriate safety and health practices and to ensure compliance with any national regulatory conditions.

1 Scope

ISO 6194 describes seals utilizing elastomeric sealing elements. They are considered suitable for use under
low-pressure conditions (see ISO 6194-1:2007, 6.1).

This part of ISO 6194 specifies general test requirements for rotary shaft lip-type seals. The tests may be
used for qualification purposes.

NOTE ISO 6194 is complementary to ISO 16589 which covers seals incorporating thermoplastic sealing elements.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 48, Rubber, vulcanized or thermoplastic — Determination of hardness (hardness between 10 IRHD and
100 IRHD)

ISO 188, Rubber, vulcanized or thermoplastic — Accelerated ageing and heat resistance tests
ISO 812, Rubber, vulcanized or thermoplastic — Determination of low-temperature brittleness

ISO 815-1, Rubber, vulcanized or thermoplastic — Determination of compression set — Part 1: At ambient or
elevated temperatures

ISO 815-2, Rubber, vulcanized or thermoplastic — Determination of compression set — Part 2: At low
temperatures

ISO 1817, Rubber, vulcanized — Determination of the effect of liquids
ISO 2781, Rubber, vulcanized or thermoplastic — Determination of density
ISO 5598, Fluid power systems and components — Vocabulary

ISO 6194-1:2007, Rotary shaft lip-type seals incorporating elastomeric sealing elements — Part 1: Nominal
dimensions and tolerances

ISO 6194-2, Rotary-shaft lip-type seals incorporating elastomeric sealing elements — Part 2: Vocabulary
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3 Terms, definitions and symbols

3.1 Terms and definitions

For the purposes of this document, the terms and definitions given in 1ISO 6194-2 and I1SO 5598 and the
following apply.

3.1.1
batch

identifiable and traceable consignment of rubber compound of definite composition and manufactured in a
single production operation

3.2 Symbols

For the purposes of this document, the symbols given in ISO 6194-1 apply.

4 Pre-test procedure

4.1 Inspect all seals submitted for testing for conformity to a relevant drawing or detailed specification
declared by the seal manufacturer.

4.2 For seals with an elastomeric component, ensure that the seal manufacturer has stated the material
designation batch number from which the seals have been made, together with the nominal density, nominal
hardness, maximum compression set value and maximum volume change after immersion in the test fluid.

Where the seal is required for the low-temperature stiffness test, ensure that the seal manufacturer has also
stated the maximum modulus after test at the selected test temperature.

Ensure that the batch of elastomer has been tested in accordance with Clause 7.

4.3 To facilitate accurate analysis of the test results, determine the following data concerning the physical
characteristics of the seal and test apparatus before testing:

a) lip diameter (with spring);

b) lip diameter (without spring, measured not less than 24 h after removal of spring);
c) outer case mean diameter and out-of-roundness;

d) shaft diameter, material hardness and surface roughness;

e) housing diameter, material and surface roughness;

f)  protection lip diameter, where applicable (with and without sealing lip spring fitted).

4.4 Ensure that the specified shaft eccentricity and housing off-set of the test apparatus have been
incorporated.

5 Dynamic normal-temperature test

5.1 Test apparatus

The test apparatus shall be similar to the typical example shown in Figure 1 and shall consist of a suitable
housing for retaining the test fluid and for positioning the test seals, as well as a rotating member having a
spindle mounted horizontally on suitable bearings. The design of the housing for the seal shall be in
accordance with the dimensions specified in 1SO 6194-1. The housing and the rotating member shall be
capable of reproducing the eccentricity and off-set specified in 4.4.
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