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Foreword

I1SO (the International Organization for Standardization) is a worldwide federation of
national standards institutes {ISO member bodies). The work of developing Inter-
national Standards is carried out through 1SO technical committees. Every member
body interested in a subject for which a technical committee has been set up has the
right to be represented on that committee. International organizations, governmental
and non-governmental, in liaison with 1SO, also take part in the work.

Draft International Standards adopted by the technical committees are circulated to
the member bodies for approval before their acceptance as International Standards by
the ISO Council.

International Standard 1S0 6305/1 was developed by Technical Committee
ISO/TC 17, Steel, and was circulated to the member bodies in May 1980.

It has been approved by the member bodies of the following countries :

Austria Germany, F. R. South Africa, Rep. of
Belgium Hungary Spain

Bulgaria India Sweden

Canada Italy Switzerland

Chile Japan Turkey

China Korea, Dem. P. Rep. of  United Kingdom
Czechoslovakia Korea, Rep. of USA

Egypt, Arab Rep. of Netherlands USSR

Finland Poland Venezuela

France Romania

The member bodies of the following countries expressed disapproval of the document
on technical grounds :

Australia
Brazil
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Printed in Switzerland

Documents

Document Sharing Hub

Full document details: ISO 6305-1-1981


http://www.avadocuments.com/doc/iso-6305-1-1981
http://www.avadocuments.com/doc/iso-6305-1-1981

INTERNATIONAL STANDARD
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Railway components — Technical delivery

requirements —

PDeacd 4 - Dallasd catmml £2le el o dom
rdarut I . nuliecu tecel! |1 "pl Le
1 Crnnmn and fiald Af annlinatiam

1] ODUPG atiu 1IcIu vl GPPIIDGL|UII

This part of 1SO 6305 specifies the quality requirements of the
product and the conditions of acceptance testing for rolled
steel fishplates intended for use with rails of linear mass equal
to or greater than 35 kg/m.

1SO 2859, Sampling procedures and tables for inspection by
attributes.

3 Conditions of manufacture

3.1 Steelmaking process

The steelmaking process shall be at the manufacturer’s option.
If requested by the purchaser, the manufacturer shall state in
his tender the type and the principal characteristics of the
steelmaking process; he may not alter them without advising
the purchaser’s representative.

The steel used shall be one of the grades defined in table 1 and
as selected by the purchaser.

Table 1
Tensile strength, R, Elongation
N/mm?2 % min,
470 — 570 20
550 — 650 18
R > 690* 12*
(with Rgpy > 480)

* Refers to mechanical properties obtained after heat treatment.

3.2 Manufacture

The fishplates shall be manufactured by cutting to length a
rolled section and finished in accordance with drawings sup-
plied by the purchaser.

Throughout the production process, the manufacturer shall use
the best techniques so that the fishplates satisfy the re-
quirements of this part of ISO 6305. Continuously cast blooms
may be used in addition to blooms made from ingots.
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Where the fishplates are to be subjected to heat treatment the
purchaser shall be advised of the conditions of such treatment
by the manufacturer.

3.4 Drawings and working gauges

A copy of the final drawings shall be supplied to the manufac-
turer by the purchaser together with the notification of ap-
proval of the order.

If stated in the order, the manufacturer before starting produc-
tion shall make up two sets of maximum and minimum working
gauges, incorporating the specified dimensional tolerances. If
required by the purchaser the working gauges shall be stamped
after approval by the purchaser’s representative.

Only these working gauges shall be valid for checking pur-
poses.

One set of working gauges shall be made available to the
receiving inspector for the period of acceptance testing.

The working gauges shall be provided at the manufacturer’s ex-
pense. New working gauges need not be provided for items
ordered in quantities of less than 5 000 at any one time.

When the working gauges have been approved by a purchaser,
or by an outside testing agency, these shall be used for other
purchasers wherever possible.

3.5 Marking
The fishplates shall carry in legible characters at the position
shown on the drawings compatible with the rolling re-
quirements :

— the identification mark of the manufacturer's works;

— the last two figures of the year of manufacture;

— if required a symbol indicating the section of the

fishplate.
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3.6 Freedom from defects

The fishplates shall be free from defects adversely affecting
their behaviour in service.

Surface defects may be tested by the receiving inspector with a
suitable tool to decide whether the defect is likely to affect the
fishplate in service.

Any operation carried out either in the cold or hot state with the
object of concealing a defect is not permitted.

3.7 Finishing

3.7.1 Straightness

The straightening shall be carried out with gradual pressure and
without impact.

3.7.2 Fishplate length

The rolled bars used shall be cut to fength by any suitable
method which does not impair the section and the quality of
the metal. Each cut shall be perpendicular to the axis, clean and
free of burrs. Any projections shall be removed from the sur-
faces bearing on the rail.

3.7.3 Drilling and slotting

By agreement with the purchaser, the holes shall be drilled or
punched.

Slots and holes of special shape may be obtained by any
suitable method.

All necessary precautions shall be taken to ensure that the
fishing surfaces are not deformed or the metal impaired. The
dimensions of the holes shall remain, on both surfaces, within
the permissible tolerances limits.

Burrs resulting from drilling and slotting shall be carefully
removed.

3.8 Dimensional and straightness tolerances

The methods and means of checking the principal dimensional
tolerances are defined in table 2.

If, for normat operations and by agreement between the
manufacturer and the purchaser, check gauges different from

but equivalent to those given in 3.4 are used, only the latter
shall be used in case of dispute.

4 Conditions of acceptance testing

4.1 General

The tests shall be carried out in the manufacturer’s works; the
preparation of the test pieces and the tests shall be at the
manufacturer’'s expense.

2
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4.1.1 Type and extent of tests
One tensile test on each type of fishplate per cast for casts of

50 t or less. For larger casts, one test for each additicnal 50 t or
part thereof.

4.1.2 Dimensions and finish

Inspection of dimensions shall include the dimensions and
measurements below :

— height;

— diameter of holes;

— position of holes;

— straightness;

— length;

— inclination of the fishing surfaces.
The other dimensions for which tolerances are specified in
table 2 may at any time be checked by the receiving inspector,
but are not subject to the inspection specified in 4.3.2.
The purchaser may waive the dimensional inspection in the

conditions stated in 4.3.3.

4.2 Selection of test pieces

4.2.1 Mechanical test pieces

The parts shall be selected and marked as directed by the
receiving inspector.

The test pieces shall be cut in the rolling direction and taken in
the area adjacent to one of the fishing surfaces without,
however, touching it.

Cutting and fishing shall be carried out entirely in the cold state,
by means of machine tools and without any hammering, cold
deformation, hardening or annealing.

if possible, the dimensions of the test piece shall meet the re-
quirements of ISO 82.

4.2.2 Dimensional checks

The parts selected for sampling shall be grouped in batches of
the same kind. The samples shall be selected in such a way that
they are representative of the batches submitted. The size of a
batch shall be not less than 1000 parts, nor more than
5 000 parts.

The receiving inspector has the right to break down or form
batches for inspection purposes.

The parts selected for sampling shall be marked by the receiv-
ing inspector, and these marks shall be kept intact until the end
of the acceptance testing operations.
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