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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of 
national Standards bodies (ISO member bodies). The work of preparing International 
Standards is normally carried out through ISO technical committees. Esch member 
body interested in a subject for which a technical committee has been established has 
the right to be represented on that committee. International organizations, govern- 
mental and non-governmental, in liaison with ISO, also take part in the work. ISO 
collaborates closely with the International Electrotechnical Commission (IEC) on all 
matters of electrotechnical standardization. 

Draft International Standards adopted by the technical committees are circulated to 
the member bodies for approval before their acceptance as International Standards by 
the ISO Council. They are approved in accordance with ISO procedures requiring at 
least 75 % approval by the member bodies voting. 

International Standard ISO 6326-3 was prepared by Technical Committee ISO/TC 158, 
Analysis of gases. 

ISO 6326 consists of the following 
Determination of Sulfur compounds : 

- Part 7: General introduction 

Parts, under the general title Natura/ gas - 

- Part 2: Gas chromatographic method using 
determination of odoriferous Sulfur compounds 

an elec trochemical detector for the 

- Part 3: Determination of hydrogen 
suffide Sulfur b y po ten tiometry 

sulfide, mercap tan Sulfur and carbon yl 

- Part 4: Determination of individual 
with a flame pho tome tric de tec tor 

Sulfur compounds bY PS chroma tograph y 

- Part 5: Lingener combustion method 
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lntroduction 

The standardization of several methods for the determination of Sulfur compounds in 
natura1 gas is necessary in view of the diversity of these compounds [hydrogen sulfide, 
carbonyl sulfide, thiols (mercaptans), tetrahydrothiophene (THT), etc.] and the pur- 
poses of the determinations (required accuracy, measurement at the drilling head or in 
the transmission pipes, etc. 1. 

In Order to enable the user to choose the method most appropriate to his needs and to 
perform the measurements under the best conditions, ISO 6326 has been prepared in 
several Parts. 

ISO 6326-1 gives a rapid com parison of standardized 
information for the choice of the method. 

methods and therefore provides 

The other Parts of ISO 6326, including this Part, describe in detail the various stan- 
dardized methods. 

The determination of total Sulfur is specified in ISO 4260 : 1987, Petroleum products 
and hydrocarbons - Determination of Sulfur content - Wickbold combustion 
method. 
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