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Foreword

ISO (the International Organization for Standardization) is a worldwide
federation of national standards bodies (ISO member bodies). The work
of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for
which a technical committee has been established has the right to be
represented on that committee. International organizations, governmental
and non-governmental, in liaison with ISO, also take part in the work. I1ISO
collaborates closely with the International Electrotechnical Commission
{IEC) on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are
circulated to the member bodies for voting. Publication as an International
Standard requires approval by at least 75 % of the member bodies casting
a vote.

International Standard ISO 640-2 was prepared by Technical Committee
ISO/TC 164, Mechanical testing of metals, Sub-Committee SC 3, Hardness
testing.

ISO 640 consists of the following parts, under the general title Metallic
materials — Calibration of standardized blocks to be used for Vickers
hardness testing machines:

— Part 1: HV 0,2 to HV 100 (Actually published as ISO 640:1984)
— Part 2: Less than HV 0,2

Annex A of this part of ISO 640 is for information only.

© ISO 1993

All rights reserved. No part of this publication may be reproduced or utilized in any form or
by any means, electronic or mechanical, including photocopying and microfilm, without per-
mission in writing from the publisher.

International Organization for Standardization
Case Postale 56 ® CH-1211 Genéve 20 ¢ Switzerland

Printed in Switzerland

Documents

ii Document Sharing Hub

Full document details: ISO 640-2-1993


http://www.avadocuments.com/doc/iso-640-2-1993
http://www.avadocuments.com/doc/iso-640-2-1993

INTERNATIONAL STANDARD

ISO 640-2:1993(E)

Metallic materials — Calibration of standardized blocks
to be used for Vickers hardness testing machines —

Part 2:
Less than HV 0,2

1 Scope

This part of 1SO 640 specifies a method for the cali-
bration of standardized metal blocks to be used for
the indirect verification of Vickers hardness testing
machines used for determining Vickers hardness us-
ing test forces of less than 1,961 N (HV 0,2) in ac-
cordance with ISO 146-2.

The method is applicable only for indentations with
diagonals > 20 um.

2 Normative references

The following standards contain provisions which,
through reference in this text, constitute provisions
of this part of ISO 640. At the time of publication, the
editions indicated were valid. All standards are subject
to revision, and parties to agreements based on this
part of ISO 640 are encouraged to investigate the
possibility of applying the most recent editions of the
standards indicated below. Members of IEC and I1SO
maintain registers of currently valid International
Standards.

ISO 146-2:1993, Metallic materials — Verification of
Vickers hardness testing machines — Part 2: Less
than HV 0,2.

ISO 468:1982, Surface roughness — Parameters,
their values and general rules for specifying require-
ments.

ISO 6507-3:1989, Metallic materials — Hardness test
— Vickers test — Part 3: Less than HV 0,2.
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3 Manufacture

3.1 The block shall be specially prepared using pro-
cedures which will give the necessary homogeneity,
stability of structure and uniformity of surface hard-
ness.

3.2 Each metal block to be standardized shall be of
a thickness not less than 5 mm.

3.3 The standardized blocks shall be free of
magnetism.

3.4 The maximum deviation in flatness of the sur-
faces shall not exceed 0,005 mm.

The maximum error in parallelism shall not exceed
0,025 mm/50 mm.

3.5 The test surface shall be free from scratches
which interfere with the measurement of the inden-
tations. The surface roughness R, shall not exceed
0,05 pm for the test surface and 0,8 um for the bot-
tom surface. The sampling length / shall be 0,80 mm
(see I1SO 468).

3.6 To allow verification that no material is subse-
guently removed from the standardized block, its
thickness at the time of standardization shall be
marked on it to the nearest 0,01 mm, or an identifying
mark shall be made on the test surface (see
clause 8).
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