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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through 1SO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. 1ISO shall not be held responsible for identifying any or all such patent rights.

ISO 6445 was prepared by Technical Committee CEN/TC 33, Doors, windows, shutters, building hardware
and curtain walling (as EN 1121:2000) and was adopted, under a special “fast-track procedure”, by Technical
Committee ISO/TC 162, Doors and windows in parallel with its approval by the ISO member bodies.

This second edition cancels and replaces the first edition (ISO 6445:1989) which has been technically revised.

“

Throughout the text of this document, read “... this European Standard ...” to mean “... this International

Standard ...".
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Forew ord

This E‘European Standard has been prepared by Technical Committee CEN/TC 33 "Doors,
windows, shutters, building hardware and curtain walling", the secretariat of which is held by
AFNOR.

This European Standard shall be given the status of a national standard, either by publication of
an identical text or by endorsement, at the latest by December 2000, and conflicting national
standards shall be withdrawn at the latest by December 2000.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Czech
Republic, Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg,
Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and the United Kingdom.

This European Standard supersedes EN 79:1985.
This draft is one of a series of standards for doors.

This standard includes six informative annexes describing the test procedures.
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EN 1121:2000

1 Scope

This European Standard defines the test method to be used for determining the behaviour of door

leaves and doorsets between two different climates.

2 Normativ e refererences

This European Standard incorporates by dated or undated reference, provisions from other
publications. These normative references are cited at the appropriate places in the text and the
publications are listed hereafter. For dated references, subsequent amendments to or revisions of
any of these publications apply to this European Standard only when incorporated in it by
amendment or revision. For undated references the latest edition of the publication referred to

applies.

EN 952 Door leaves - General and local flatness - Measurement method
EN 12046-2 Operating forces — Test method — Part 2: Doors

EN 1026 Windows and doors — Air permeability — Test method

prEN 12519:1996 Doors and windows - Terminology

3 Definitio ns

For the purposes of this standard the definitions given in prEN 12519:1996 apply, together with the
following:

3.1
Face 1, face 2
the orientation of face 1 and face 2 of the door with regard to the climates is defined in 6.1
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3.2

Bow

Maximum deviation of the long edge of a door leaf measured in accordance with EN 952.
According to its orientation, it can be positive or negative, see figure 1
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Figure 1 - Definition of positive and negat ive bow
4 Principle
The test is carried out by subjecting the doors to two different climates on either side for a period
of time, and measuring the resulting bow of the longitudinal lock side edge at stages of the test. If
required, the operating forces and the air permeability of the doors in their deformed state are also
determined.
5 Apparat us
5.1 Basic equi pment

The test facility shall consist as minimum of :

- a climate chamber or enclosure in which the required climatic conditions on the cold side can be
maintained and adjusted within the stipulated tolerances ;

- an opposite climate chamber or enclosure in which the required climatic conditions on the warm
side can be maintained and adjusted within the stipulated tolerances ;

- a frame for supporting the doors, which is sufficiently rigid that it will not be significantly deformed
by any force that may be transmitted from the door leaf to the door frame ;

- a device for measuring bow ;

- a device for determining the operating forces in accordance with EN 12046-2 during exposure to
the climatic stress.
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5.2 Suppl ementary equi pment

- a bank of filament infrared lamps (see informative Annex A) for heating face 2 of the door. The
power of the apparatus shall be such that the surface temperature 6 shall be reached within
2 hours and maintained afterwards within a range of + 5 °C.

The filament infrared lamps shall be positioned in such a way that the emitted radiation energy is
distributed as evenly as possible over the door leaf. (See Annex A).

- Reference surfaces, having an absorption coefficient as in the visible field (0,4 pm to 0,7 um) of
at least 0,90 and a thermal resistance of between 0,1 Km?W and 0,2 Km?/W, each consisting of
an aluminium sheet with matt black finish, mounted on polystyrene thermally insulating material
(extruded; lambda 0,03 W/mK) having a thermal resistance between 0,6 Km3/W and 0,7 Kmz/W,
and incorporating a temperature sensor;

NOTE 5 mm thickness of polystyrene is usually adequate.

- a device for measuring the surface temperatures of the door leaf;

- a device, installed in the climatic chamber, for determining the air permeability of the door
between the test chambers in accordance with EN 1026;

or
- a device for deforming the door leaf mechanically, when determination of the air permeability of
the doorset is carried out outside the climatic test chambers.

NOTE Annex B gives an example of such a device.

6 Preparation
6.1 Orientation of the doors

The orientation of the faces of the door shall be defined by the manufacturer prior to its installation
in the test chamber. (See also tables 1 and 2).

Closing side = face 1, if the door normally opens outwards, or
Closing side = face 2, if the door normally opens inwards.

If this information is missing, the door shall be tested in the orientation least favourable for the
classification.

NOTE Which orientation is least favourable for the classification depends on the test required. One
orientation may be worse for operating forces and the other for air permeability. It may therefore be
necessary to test the door in both orientations.

6.2 Mounting

If possible, the door and its frame shall be mounted in the test facility in accordance with the
manufacturer’s normal fixing instructions. However, the door frame shall be fixed in such a way
that its bow does not exceed 1,0 mm under test.

Documents
Document Sharingj—lub

™A 1IN NNNE Al —:ghts reserved

Copyright International Organization for Standardization
Reproduced by IHS under license with ISO
No reproduction or networking permitted without license from IHS Not for Resale

Full document details: ISO 6445-2005


http://avadocuments2026.com/doc/iso-6445-2005
http://avadocuments2026.com/doc/iso-6445-2005

