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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 6462 was prepared by Technical Committee ISO/TC 29, Small tools, Subcommittee SC 9, Tools with 
cutting edges made of hard cutting materials. 

This second edition cancels and replaces the first edition (ISO 6462:1983), which has been technically revised. 
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Face and shoulder milling cutters with indexable inserts — 
Dimensions 

1 Scope 

This International Standard specifies the dimensions of face milling cutters with indexable inserts. 

The form and dimensions of the inserts are left to the discretion of the manufacturer. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 240, Milling cutters — Interchangeability dimensions for cutter arbors or cutter mandrels 

ISO 2780, Milling cutters with tenon drive — Interchangeability dimensions for cutter arbors — Metric series 

ISO 2940-1, Milling cutters mounted on centring arbors having a 7/24 taper — Fitting dimensions Centring 
arbors 

ISO 3365, Indexable hardmetal (carbide) inserts with wiper edges, without fixing hole — Dimensions 

ISO 11529-2, Milling cutters — Designation — Part 2: Shank-type and bore-type milling cutters with indexable 
inserts 

3 Style 

Milling cutters with indexable inserts shall have cutting edge angles, κr, of 45°, 60°, 75° and 90° and the 
following styles: 

⎯ style A with tenon drive and hexagon socket head cap screw; 

⎯ style B with tenon drive and cutter retaining screw with interchangeability dimensions in accordance with 
ISO 2780; 

⎯ style C mounted on centring arbor having a 7/24 taper with interchangeability dimensions in accordance 
with ISO 2940-1. 

NOTE 1 Cutting edge angles other than those listed in this clause are optional as long as they fit into the designation 
system according to ISO 11529-2. 

NOTE 2 The abbreviated terms for the dimensions are taken from ISO/TS 13399-3. 
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