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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of
national standards bodies (ISO member bodies). The work of preparing International
Standards is normally carried out through SO technical committees. Each member
body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, govern-
mental and non-governmental, in liaison with 1SO, also take part in the work.

Draft International Standards adopted by the technical committees are circulated to
the member bodies for approval before their acceptance as International Standards by
the 1ISO Council. They are approved in accordance with ISO procedures requiring at
least 75 % approval by the member bodies voting.

International Standard ISO 6639-4 was prepared by Technical Committee ISO/TC 34,
Agricultural food products.

Section five cancels and replaces ISO 1162-1975. .

Users should note that all International Standards undergo revision from time to time
and that any reference made herein to any other international Standard implies its
latest edition, unless otherwise stated.

© International Organization for Standardization, 1987 @

Printed in Switzerland
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INTERNATIONAL STANDARD

ISO 6639-4 : 1987 (E)

Cereals and pulses — Determination of hidden

insect infestation —

Part 4:
Rapid methods

0 Introduction

This International Standard describes methods of determining
hidden insect infestation in cereals and puises. it consists of the
following parts:

Part 1: General principles.
Part 2: Sampling.

Part 3: Reference method.
Part 4: Rapid methods.

1 Scope and field of application

This part of 1SO 6639 specifies five rapid methods for
estimating the degree of, or detecting the presence of, hidden
insect infestation in a sample of a cereal or pulse.

NOTE — The characteristics leading to the choice of rapid method are
summarized in the table in ISO 6639/1.

Section one: Method by determination of carbon dioxide
production (clauses 3 to 9)

The method is primarily intended for testing whole grains. it is
not applicable for testing

a) finely ground grain products, as there is a risk that par-
ticles of material will be sucked up with air samples; or

b) grain products with moisture contents greater than
15 % (m/m), because of the risk of carbon dioxide produced
by the products themselves and by micro-organisms in-
terfering with the resuits.

In addition, the method is not applicable to the rapid testing of
grain products on to which carbon dioxide has aiready been
adsorbed in large quantities, for example grain stored in a con-
fined atmosphere or when there are clear external indications of
heavy infestation.

The method can be used for coarsely milled or kibbled grain
products, provided that they have been sieved before testing to
remove fine particles and loose insects.

The method does not permit the presence of dead adults,
pupae, larvae or eggs to be detected.

Section two: Ninhydrin method (clauses 10 to 16)

The method is applicable to any dry grain prone to internal
insect infestation, particularly wheat, sorghum, rice and similar
sized grains. Large grains, such as maize, have to be partially
broken (kibbled) before they can be tested. This treatment of
large grains can cause some insects to be lost or fragmented,
thus rendering the interpretation of results unreliable. Numbers
of eggs and young larvae may be underestimated, but, in this
respect, the method is no less efficient than any other.

Section three: Whole grain flotation method
(clauses 17 to 24)

The method is suitable for detecting hidden infestation in most
cereals and puises but only on a qualitative basis.

Section four: Acoustic method (clauses 25 to 31)

The method is suitable for detecting living insect adults and
larvae feeding inside grains. It does not permit dead adults and
larvae or living eggs and pupae (non-feeding stages) to be
detected.

Section five: X-ray method (clauses 32 to 38)

The method is suitable for detecting living and dead larvae and
adults within grains. Insects which have been recently killed
(for example by fumigation) may be difficult to distinguish from
those still living.

2 References

IS0 520, Cereals and pulses — Determination of the mass of
1 000 grains.

IS0 565, Test sieves — Woven metal wire cloth, perforated
plate and electroformed sheet — Nominal sizes of openings.

ISO 712, Cereals and cereal products — Determination of
moisture content (Routine reference method).

ISO 950, Cereals — Sampling (as grain).

ISO 951, Pulses in bags — Sampling.
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Section one: Method by determination of carbon dioxide production

3 Principle

Incubation of a test portion of the material at a standard
temperature, and estimation, by a gasometric method or an
infra-red method, of the amount of carbon dioxide generated
during a standard period as a measure of the total metabolism
of the material.

NOTE — This method is based on work in which it was shown that
respiration could be used to detect insects in produce and that the
volume of airspace is approximately constant in butk grain packed
tight. The metabolic rate of dry grain, or a grain product, is very low.
That of insects is so much higher that the generation of carbon dioxide
in dry grain or grain product can be regarded as a sign of infestation,
provided that care has been taken to avoid contamination with this gas
and to ensure that adsorption by the grain is minimized.

4 Apparatus

4.1 Sieve, of suitable aperture size such that fine particles
and insects can pass but the material under test is retained (see
1SO 565).

4.2 Balance, accurate to 0,1 g.

4.3 Apparatus for gasometric analysis (see figure 1).

4.3.1 Airtight sample containers, of capacity not ex-
ceeding 750 ml. Each container shall be closed with a rubber
septum,

4.3.2 Syringes and needles, for withdrawing samples of in-
terstitial air. The syringes shall be completely airtight and shall
be of sufficient capacity for the analysis. All-glass syringes of
capacity 20 ml are suitable.

4.3.3 incubator or climatic chamber, capable of being
maintained at 25 + 1 °C (see 4.4.1).

4.3.4 Gas analysis apparatus, suitable for measuring car-
bon dioxide concentrations to within +0,2 % (V/ V).

4.4 Apparatus for infra-red gas analysis (see figure 2).

4.41 Controlled climate room.

The analytical apparatus should be housed in a room having
controlled temperature and relative humidity, preferably at
25 + 1 °C and a relative humidity of 70 + 5 %.

4.4.2 Infra-red gas analyser, with two interchangeable
measurement ranges for carbon dioxide (0 to 50 pi/l and 0 to
500 ui/1), capable of operating with dry air as the carrier gas
supplied by a compressed air cylinder, an air pressure line or a
leakproof diaphragm pump at a flow rate of 2 000 mi/min.

4.4.3 Airtight sample containers, of capacity not ex-
ceeding 750 ml. These containers comprise a cylinder made of
gasproof material, approximately 100 mm in diameter, sealed at
the bottom and accommodating a removable lid with an airtight
closure at the top {see 4.3.1), having two orifices with nozzles
permitting air to be introduced into the lower part of the
cylinder after connection to the purified air line (see figure 2)
and to be expelied at the top.

4.4.4 Supply of compressed dry air (air pressure line, com-
pressed air cylinder or diaphragm pump) with a pressure-
reducing valve. A flow-regulating valve and a flowmeter are
necessary in the circuit.

4.45 Three-way valves, manually or electrically controlled.

4.4.6 Air washing and drying tubes, installed in the circuit
before the sample container. The washer comprises a flask to
allow the air to be bubbled through 10 % (m/m) sodium
hydroxide solution. The desiccator contains desiccant, for
example anhydrous calcium chloride.

4.4.7 Moisture indicator, placed between the sample con-
tainer and the analyser (silica gel with saturation indicator).

5 Sampling

Use samples obtained as described in ISO 6639/2.

6 Procedure

6.1 Preparation of test sample

Use the sieve {4.1) to remove any fine particles and insects from
the sample. If required, the insects may be identified and the
number of adults, pupae and larvae recorded separately for
each species.

In order to bring the sample to a suitable condition for testing,
keep it for 24 h in the incubator (4.3.3), controlied at 25 °C, or
in the controlled climate room (4.4.1) in a close-woven cloth
bag, or a wide-mouthed jar, tray or open tin, suitably covered
to prevent the entry or escape of free-living insects, while
allowing exchange of air (see ISO 6639/3, subclause 5.4).

Before preparing the airtight sample container (6.2), re-sieve
the sample to remove any insects which may have emerged
during the preparatory period.

Spread the sample thinly on a tray or other suitable flat surface,
and leave exposed to air for 15 to 30 min (to permit adsorbed
carbon dioxide to escape). Airing is less important for infra-red
analysis, but, if this is not done, the test report (clause 9) shall
mention the fact.

Immediately before filling the airtight sample container, deter-
mine the moisture content of the sample by the method
described in ISO 712, using test portions obtained in accord-
ance with 1SO 950 or iSO 951.
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Airtight container for the test portion

Hypodermic syringe

Air intake

Three-way stopcock

4 ml bulb {(volume to "‘0"" graduation on tube F)

Narrow-bore tube graduated in divisions of 0,01 m! from 0 to 1,00 mi
1,5 ml bulb

Graduation mark

Mercury reservoir (provided with means for adjusting level in tube F)
U-tube containing potassium hydroxide solution

Soda-fime tube, to protect contents of tube K from atmospheric carbon dioxide

Figure 1 — Apparatus for gasometric analysis
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Figure 2 — Diagram of apparatus for infra-red gas analysis with operating accessories

Full document details: ISO 6639-4-1987

L

Dry air supply {cylinder or air pressure line)

Leakproof diaphragm air pump

Pressure regulator

Air washer [bubbler with 10 % {m/m) sodium hydroxide (NaOH) solution|
Air desiccator [anhydrous calcium chioride {CaCly)l
Three-way valves (manual or electric)

Airtight connections

Sample container

Moisture indicator {silica gel with saturation indicator)
Flowmeter with flow-regulating needle-valve

Infra-red analyser

Potentiometric recorder (optional}

Air outlet
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