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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of
national standards institutes (ISO member bodies). The work of developing Inter-
national Standards is carried out through ISO technical committees. Every member
body interested in a subject for which a technical committee has been set up has the
right to be represented on that committee. International organizations, governmental
and non-governmental, in liaison with 1SO, also take part in the work.

Draft International Standards adopted by the technical committees are circulated to
the member bodies for approval before their acceptance as International Standards by
the ISO Council.

international Standard 1SO 67 was developed by Technical Committee 1SO/TC 56,
Mica.

This first edition was submitted directly to the ISO Council as part of the process of
transforming 1SO Recommendations into International Standards, in accordance with
clause 5.10.1 of part 1 of the Directives for the technical work of 1SO. It cancels and
replaces 1SO Recommendation R 67-1958, which had been approved by the member
bodies of the following countries :

Austria ireland South Africa, Rep. of
Bulgaria Italy Spain

Canada Japan United Kingdom
Czechoslovakia Mexico USA

France Netherlands USSR

Greece New Zealand Yugoslavia

Hungary Portugal

India Romania

No member body had expressed disapproval of the document.
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INTERNATIONAL STANDARD

1SO 67-1981 (E)

Muscovite mica blocks, thins and films — Grading by size

0 Introduction

Muscovite mica constitutes one of the two principal types of
mica, the other being phlogopite mica the grading of which is
dealt with by ISO 444. For the corresponding complementary
classification of muscovite mica according to visual quality,
reference should be made to I1SO 2185.

1 Scope and field of application
This International Standard specifies a standard method for
grading muscovite mica blocks, thins and films according to

size. It also specifies trimming requirements and defines rel-
evant terms used in the trade.

2 References

ISO 444, Phlogopite mica blocks, thins and splittings —
Grading by size.

1SO 2185, Muscovite mica blocks, thins and films — Visual
classification.

3 Definitions

For the purposes of this International Standard, the following
definitions apply.

3.1 crude mica: Crude crystals or books, as extracted from
the mine.

3.2 cobbing: The process of removing dirt and rock from
crude mica.

3.3 rifting: The process of splitting cobbed mica into sheets
of suitable thicknesses.

3.4 trimming; dressing: The process of removing major
flaws from rifted mica. Trimming may be accomplished with
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fingers, sickle or knife. Mica is then named after the implement
used, sickle-trimmed mica, thumb-trimmed mica.

3.5 sickle-trimmed mica: Crude mica cobbed, rifted and
trimmed with a sickle to eliminate major flaws and left with an
irregular outline and bevelled edges.

3.6 knife-trimmed mica: Sickle-trimmed mica, further
refined with a knife to eliminate interior defects and also such
defects as may have been overlooked by the sickie-cutter.

3.7 thumb-trimmed mica: Rifted mica, trimmed with
thumb and other fingers.

3.8 full-trimmed mica: Rifted mica, trimmed on all sides,
eliminating all cracks, reeves and cross-grains.

3.9 haif-trimmed mica: Rifted mica trimmed on two sides,
with at least two-thirds of the pieces trimmed on two adjacent
sides, and the balance of the pieces trimmed on the two parallel
long sides, with no cracks extending into the area by which the
piece is graded. The foregoing does not apply to sizes 06 and 16
{(grades 6 and 5 1/2), for which at least one of the two trimmed
sides must be free of cracks, and no cracks may extend into the
area by which the piece is graded. It shall be possible to cut
from the mica rectangles of accepted size and quality with a
mass loss not exceeding 60 % based on the total inspection
sample.

3.10 Madras rounds: Madras mica, cut with shears into
oval or circular shapes.

3.11 commercial forms of mica: Mica known as blocks,
thins, films and splittings.

3.12 blocks: Knife-trimmed mica of a specified minimum
thickness which may be, with a maximum tolerance of 5 %
(m/m),

either 0,20 mm with a tolerance limit at 0,18 mm, or

0,18 mm with a tolerance limit at 0,15 mm,

as agreed between the interested partB.o cum entS
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