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Foreword

ISO (the International Organization for Standardization) is a worldwide
federation of national standards bodies (ISO member bodies). The work
of preparing International Standards is normally carried out through 1SO
technical committees. Each member body interested in a subject for
which a technical committee has been established has the right to be
represented on that committee. International organizations, govern-
mental and non-governmental, in liaison with I1SO, also take part in the
work. iSO collaborates closely with the International Electrotechnical
Commission (IEC) on ali matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are
circulated to the member bodies for voting. Publication as an Interna-
tional Standard requires approval by at least 75 % of the member bodies
casting a vote.

International Standard 1SO 6714 was prepared by Technical Committee

ISO/TC 35, Paints and varnishes.

Annex A forms an integral part of this International Standard.
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INTERNATIONAL STANDARD

ISO 6714:1990(E)

Paints and varnishes — Preparation of acid extracts from

dried paint films

1 Scope

This International Standard specifies methods for
the preparation of acid extracts required as the test
solutions for the determination of the “soluble”
metal contents of dried paint films. The acid extracts
are prepared in 0,07 mol/l hydrochloric acid sol-
ution, which is chosen as an approximation of the
strength of the acids in the stomach.

The methods allow test solutions to be prepared
from test portions weighing between 25 mg and
250 mg. In certain situations, either it may not be
possible to obtain a 25 mg test portion, or larger test
portions may be needed and, in both circumstances,
appropriate modification of the method will be nec-
essary.

This International Standard is for use in conjunction
with the appropriate parts of ISO 3856. The acid ex-
tract prepared in accordance with 1ISO 6714 may be
used for the determination of the individual metal
contents.

2 Normative references

The following standards contain provisions which,
through reference in this text, constitute provisions
of this International Standard. At the time of publi-
cation, the editions indicated were valid. All stan-
dards are subject to revision, and parties to
agreements based on this International Standard
are encouraged to investigate the possibility of ap-
plying the most recent editions of the standards in-
dicated below. Members of IEC and ISO maintain
registers of currently valid International Standards.

1SO 565:1990, Test sieves — Metal wire cloth, perfo-
rated metal plate and electroformed sheet — Nominal
sizes of openings.

ISO 835-1:1981, Laboratory glassware — Graduated
pipettes — Part 1: General requirements.

ISO 835-2:1981, Laboratory glassware — Graduated
pipeltes — Part 2: Pipettes for which no waiting time
is specified.

ISO 835-3:1981, Laboratory glassware — Graduated
pipettes — Part 3: Pipettes for which a waiting time
of 15 s is specified.

ISO 835-4:1981, Laboratory glassware — Graduated
pipettes — Part 4: Blow-out pipettes.

180 1512:1974, Paints and varnishes — Sampling.

IS0 1513:1980, Paints and varnishes — Examination
and preparation of samples for testing.

ISO 1514:1984, Paints and varnishes — Standard
panels for testing.

ISO 3696:1987, Water for analytical laboratory use —
Specification and test methods.

ISO 3856-1:1984, Paints and varnishes — Determi-
nation of “soluble” metal content — Part 1: Deter-
mination of lead content — Flame atomic absorption
spectrometric method and dithizone
spectrophotometric method.

1SO 3856-2:1984, Paints and varnishes — Determi-
nation of “soluble” metal content — Part 2: Deter-
mination of antimony content — Flame atomic
absorption spectrometric method and Rhodamine B
spectrophotometric method.

ISO 3856-3:1984, Paints and varnishes — Determi-
nation of “soluble” metal content — Part 3: Deter-
mination of barium content — Flame atomic emission
spectrometric method,

ISO 3856-4:1984, Paints and varnishes — Determi-
nation of “soluble” metal content — Part 4: Deter-
mination of cadmium content — Flame atomic
absorption spectrometric method and polarographic
method.
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