
INTERNATIONAL STANDARD 

INTERNATIONAL ORGANIZATION FOR STANDARDIZATION 
ORGANISATION INTERNATIONALE DE NORMALISATION 
MEXAYHAPûAHAR OPTAHMML(MFI fl0 CTAkiAAPTM3AuMM 

Dental base metal casting alloys 

Alliages dentaires non précieux à couler 

IS0 
6871 
First edition 
1987-02-01 

Reference number 
IS0 6871 : 1987 (E) 

Full document details: ISO 6871-1987

http://www.avadocuments.com/doc/iso-6871-1987
http://www.avadocuments.com/doc/iso-6871-1987


Foreword 
IS0 (the International Organization for Standardization) is a worldwide federation of 
national standards bodies (IS0 member bodies). The work of preparing International 
Standards is normally carried out through IS0  technical committees. Each member 
body interested in a subject for which a technical committee has been established has 
the right to be represented on that committee. International organizations, govern- 
mental and non-governmental, in liaison with ISO, also take part in the work. 

Draft International Standards adopted by the technical committees are circulated to 
the member bodies for approval before their acceptance as International Standards by 
the IS0  Council. They are approved in accordance with IS0  procedures requiring at 
least 75 % approval by the member bodies voting. 

International Standard IS0 6871 was prepared by Technical Committee ISO/TC 106, 
Dentistry. 

Users should note that all International Standards undergo revision from time to time 
and that any reference made herein to any other International Standard implies its 
latest edition, unless otherwise stated. 

O International Organization for Standardization, 1987 O 

Printed in Switzerland 
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INTERNATIONAL STANDARD IS0 6871 : 198ï (El 

Dental base metal casting alloys 

O Introduction 

Specific qualitative and quantitative requirements for freedom 
from biological hazard are not included in this International 
Standard, but it is recommended that reference should be 
made to ISO/TR 7405 when assessing possible biological or e toxicological hazards. 

1 Scope and field of application 

This International Standard specifies the compositional re- 
quirements, mechanical properties and test methods for base 
metal casting alloys used for removable dental appliances. It 
does not apply to alloys intended for ceramic metal restorations 
or surgical implants. 

2 References 

IS0 6892, Metallic materials - Tensile testing. 

ISO/TR 7405, ological 
evaluation of 

3 Definitions 

(. For the purposes of this International Standard, the definitions 
given in IS0 6892 shall apply. 

4 Requirements 

4.1 Composition 

The alloys shall contain a total of not less than 85 % by mass of 
chromium, cobalt and nickel. 

Alternatively, the alloy shall be of any other composition which 
has been specifically demonstrated to comply satisfactorily 
with the requirements of 4.2. In this case the manufacturer 
shall state the composition and shall have available a full report 
of the tests which have been carried out to establish com- 
pliance with 4.2. 

4.2 Biocompatibility 

4.2.1 General 

See clause O for guidance on biocompatibility. 

4.2.2 Beryllium content 

If the alloy contains beryllium, the beryllium content shall not 
exceed 2 % by mass. 

4.3 Mechanical properties 

The mechanical properties of the alloy, when determined ac- 
cording to 7.1 on test pieces prepared in accordance with 6.1, 
shall not be less than the minimum values specified in the table. 

Table - Mechanical properties 

500 Nlmm2 

4.4 Castability 

A test piece prepared in accordance with 6.2 from material 
melted and cast according to the manufacturer's instructions 
shall reproduce the pattern accurately and shall be free of voids 
and round edges when viewed as stated in 7.2. 

5 Sampling 

A representative sample, sufficient for the preparation of all the 
test pieces, shall be taken from one batch of the alloy. 

6 Test pieces 

6.1 Test pieces for the determination of 
mechanical properties 

Prepare test pieces with dimensions shown in figure 1. Use the 
"lost wax" method and follow the manufacturer's recommen- 
ded investing and casting procedures. 

NOTE - Where centrifugal casting is used, it is recommended that the 
spruing arrangement shown in figure 2 should be used for the tensile 
test pieces and that the bar should be cast with its long axes in the 
plane of rotation of the centrifugal casting machine. 

6.2 Test piece for castability test 

Prepare a test piece with dimensions shown in figure 3 and use 
the spruing arrangement shown. 
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