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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International
Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies
casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

Specific qualitative and quantitative requirements for freedom from biological hazard are not included
in this International Standard but it is recommended that, in assessing possible biological hazards,
reference should be made to ISO 10993-1 and ISO 7405.

ISO 6873 was prepared by Technical Committee ISO/TC 106, Dentistry, Subcommittee SC 2,
Prosthodontic materials.

This third edition cancels and replaces the second edition (ISO 6873:1998) of which Clause 4 and
subclauses 5.4 and 8.2 have been technically revised. An alternative design for the extensometer used
to measure setting expansion is included.
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Introduction

This revision was necessary because gypsum products have been marketed since the last edition of
[SO 6873 was published, which have properties (required for newly introduced dental technology) for
which the requirements set in that edition were not appropriate. In this edition the classification has
been altered to take this into account and in so doing, requirements have been set appropriately. In
addition there was concern that Type 4 dental stone used for CAD/CAM models should not produce
significant setting expansion at times beyond the 2 h period at which setting expansion was measured
and arequirement had been set. In this edition the setting expansion for Type 4 dental stone is measured
at 24 h as well.
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INTERNATIONAL STANDARD ISO 6873:2013(E)

Dentistry — Gypsum products

1 Scope

This International Standard gives a classification of, and specifies requirements for, gypsum products
used for dental purposes such as making oral impressions, moulds, casts, dies or model bases, and
mounting models. It specifies the test methods to be employed to determine compliance with these
requirements. It also includes requirements for the labelling of packaging and for adequate instructions
to accompany each package.

This International Standard does not apply to dental bone graft substitutes composed of calcium sulfate
hemihydrate (or gypsum).

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

[SO 1302, Geometrical Product Specifications (GPS) — Indication of surface texture in technical product
documentation

ISO 1942, Dentistry — Vocabulary
[SO 3696:1987, Water for analytical laboratory use — Specification and test methods

ISO 8601, Data elements and interchange formats — Information interchange — Representation of
dates and times

[SO 15223-1, Medical devices — Symbols to be used with medical device labels, labelling and information to
be supplied — Part 1: General requirements

3 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 1942 and the following apply.

31
gypsum product
dental product composed essentially of a hemihydrate of calcium sulfate and any necessary modifiers

Note 1 to entry: Colouring matter and flavouring, if present, are regarded as necessary modifiers.

4 (Classification

The five types of gypsum product used in dentistry are classified in accordance with this International
Standard as follows:

a) Type 1: Dental plaster for impressions;

b) Type 2: Dental plaster for mounting (Class 1) and for models (Class 2);

c) Type 3: Dental stone for models;

d) Type 4: Dental stone (high strength, low expansion) for dies, model bases and CAD/CAM dies;
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e) Type 5: Dental stone (high strength, high expansion) for dies when this degree of expansion is
necessary for shrinkage compensation of some materials used in dental restoration.

5 Requirements

5.1 Quality

When tested according to 7.1, the powder shall be uniform and free from foreign matter and lumps. When
mixed according to the manufacturer’s instructions the product shall produce a homogeneous mix.

5.2 Fluidity at pouring time (Type 1 materials only)

When tested according to 7.2 at a pouring time of 1,25 min, the fluidity of type 1 materials shall be equal
to or greater than 70 mm.

5.3 Setting time

When tested according to 7.3, the setting time of type 1 materials shall be in the range of 2,5 min to
5,0 min and the setting time of all material types shall be within 20 % of the value claimed by the
manufacturer in 8.2.1 h) or 8.2.2 h), whichever is appropriate for the packaging in which the product is
supplied. If the manufacturer claims a range of setting time, then the midpoint of this range is taken as
the value claimed by the manufacturer.

5.4 Linear setting expansion

When tested according to 7.4, the linear setting expansion shall be within the range listed in Table 1.

Table 1 — Linear setting expansion and compressive strength

Type Linear setting expansion Compressive strength
% MPa
2h 24h 1h
min. max. min. max. min. max.
1 0,00 0,15 - - 4,0 8,0

2 (Class 1) 0,00 0,05 - - 9,0 -

2 (Class 2) 0,06 0,30 - - 9,0 -

3 0,00 0,20 - - 20,0 -

4 0,00 0,15 0,00 0,18 35,0 -

5 0,16 0,30 - - 35,0 -

5.5 Fracture (Type 1 materials only)

When tested according to 7.5, Type 1 impression plaster shall break with a clean fracture and be readily
reassembled to form the shape and size of the original unbroken specimen.

5.6 Compressive strength

When tested according to 7.6, the compressive strength shall meet the requirement(s) of Table 1.

5.7 Reproduction of detail
Types 1 and 2: When tested according to 7.7, groove c in Figure 6 shall be reproduced.
Types 3, 4 and 5: When tested according to 7.7, groove a in Figure 6 shall be reproduced. Documents
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