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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of any 
patent rights identified during the development of the document will be in the Introduction and/or on 
the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity 
assessment, as well as information about ISO’s adherence to the WTO principles in the Technical Barriers 
to Trade (TBT), see the following URL: Foreword — Supplementary information.

The committee responsible for this document is ISO/TC  164, Metallic materials, Subcommittee SC  1, 
Uniaxial testing.

This first edition cancels and replaces ISO 15579:2000.

ISO 6892 consists of the following parts, under the general title Metallic materials — Tensile testing:

—	 Part 1: Method of test at room temperature

—	 Part 2: Method of test at elevated temperature

—	 Part 3: Method of test at low temperature

—	 Part 4: Method of test in liquid helium
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Introduction

In this edition, there are two methods of testing speeds available. The first one, Method A, is based 
on strain rates (including crosshead separation rate) with narrow tolerances (±20 %) and the second, 
Method B, is based on conventional strain rate ranges and tolerances. Method A is intended to minimize 
the variation of the test rates during the moment when strain rate sensitive parameters are determined 
and to minimize the measurement uncertainty of the test results.

Mechanical properties determined by tensile test at low temperatures have been determined at the 
same rates at room temperature. This revised part of ISO 6892 incorporates the new set of testing rates 
of ISO 6892-1 and ISO 6892-2, developed to reduce the variability of test results.
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Metallic materials — Tensile testing —

Part 3: 
Method of test at low temperature
WARNING — This International Standard calls for the use of substances and/or procedures that 
can be injurious to health if adequate safety measures are not taken. This International Standard 
does not address any health hazards, safety or environmental matters associated with its use. It 
is the responsibility of the user of this International Standard to establish appropriate health, 
safety and environmentally acceptable practices and take suitable actions for any national and 
international regulations. Compliance with this International Standard does not in itself confer 
immunity from legal obligations.

1	 Scope

This part of ISO 6892 specifies a method of tensile testing of metallic materials at temperatures between 
+10 °C and -196 °C.

2	 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies.

ISO 6892-1:2009, Metallic materials — Tensile testing — Part 1: Method of test at room temperature

ISO 7500-1, Metallic materials — Verification of static uniaxial testing machines — Part 1: Tension/compression 
testing machines — Verification and calibration of the force-measuring system

ISO 9513, Metallic materials — Calibration of extensometer systems used in uniaxial testing

3	 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO  6892-1:2009 and the 
following apply.

In general, all test piece geometries/dimensions are based on measurements taken at room temperature. 
The exception can be the extensometer gauge length (see 3.3).

NOTE	 The following properties are generally not determined at low temperature unless required by relevant 
specifications or agreement:

         —	permanent set strength (Rr);

         —	percentage permanent elongation;

         —	percentage permanent extension;

         —	percentage yield point extension (Ae);

         —	percentage total extension at maximum force (Agt);

         —	percentage plastic extension at maximum force (Ag);

          —	percentage total extension at fracture (At).
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3.1
original gauge length
Lo
gauge length measured at room temperature before cooling of the test piece and before application of force

3.2
percentage elongation after fracture
A
permanent elongation of the gauge length, measured at room temperature, after fracture (Lu-Lo), 
expressed as a percentage of the original gauge length (Lo)

Note 1 to entry: For further details, see ISO 6892-1:2009.

3.3
extensometer gauge length
Le
initial extensometer gauge length used for measurement of extension by means of an extensometer

3.4
extension
increase in the extensometer gauge length (Le) at a given moment during the test

3.4.1
percentage extension
extension (3.4) expressed as a percentage of the extensometer gauge length (Le)

3.5
percentage reduction of area
Z
maximum change in cross-sectional area which has occurred during the test (So-Su), expressed as a 
percentage of the original cross-sectional area (So), where So and Su are calculated from the dimensions 
at room temperature

3.6
stress
R
force at any moment during the test divided by the original cross-sectional area (So) of the test piece

Note 1 to entry: All stresses referenced in this part of ISO 6892 are engineering stresses, calculated using the 
cross-sectional area of the test piece derived from dimensions measured at room temperature.

3.7
soaking time
ts
time taken to stabilize the temperature of the test piece prior to mechanical loading

4	 Symbols and designations

Additional symbols to ISO 6892-1:2009, Table 1 used throughout this International Standard and their 
designation are given in Table 1.

Table 1 — Symbols and designations

Symbol Unit Designation
T °C Specified temperature or nominal temperature at which the test should be performed
Ti °C Indicated temperature or measured temperature on the surface of the parallel length of 

the test piece
ts min Soaking time
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5	 Principle

The test involves straining a test piece by tensile force for the determination of one or more of the 
mechanical properties defined in ISO 6892-1:2009, Clause 3.

The test is carried out at a specified temperature between +10 °C and -196 °C.

6	 Test piece

For requirements concerning test pieces, see ISO 6892-1:2009, Clause 6.

NOTE	 Additional examples of test pieces are given in Annex A.

7	 Determination of original cross-sectional area (So)

For requirements concerning the determination of the original cross-sectional area, see 
ISO 6892-1:2009, Clause 7.

NOTE	 This parameter is calculated from measurements taken at room temperature.

8	 Marking the original gauge length (Lo)

For requirements concerning marking the original gauge length, see ISO 6892-1:2009, Clause 8.

9	 Apparatus

9.1	 Force measuring system

The force-measuring system of the testing machine shall be calibrated in accordance with ISO 7500-1, 
class 1 or better.

9.2	 Extensometer

For the determination of proof strength (plastic or total extension), the extensometer used shall be in 
accordance with ISO 9513, class 1 or better, in the relevant range. For other properties (with higher 
extension), an ISO 9513, class 2 extensometer can be used in the relevant range.

The extensometer gauge length shall be not less than 10 mm and shall correspond to the central portion 
of the parallel length.

NOTE	 When using an extensometer to measure extension up to fracture, the extensometer gauge length, 
Le, should be approximately equal to the original gauge length, Lo, otherwise, the extensometer gauge length, Le, 
should be at least half as long as the marked original gauge length, Lo, but cover no more than 90 % of the parallel 
length, Lc. This will ensure that the extensometer detects all yielding events that occur in the test piece. Further, 
for measurement of parameters “at” or “after reaching” maximum force, Le will be approximately equal to Lo.

Any part of the extensometer projecting beyond the cooling device shall be designed or protected from 
air currents so that fluctuations in the room temperature have only a minimal effect on the readings. 
It is advisable to maintain reasonable stability of the temperature and air currents surrounding the 
testing machine.

9.3	 Cooling device

9.3.1	 General

The cooling device shall be capable of cooling the test piece to the specified temperature, T.
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