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Foreword

ISO (the International Organization for Standardization) is a worldwide
federation of national standards bodies (ISO member bodies). The work of
preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which
a technical committee has been established has the right to be represented
on that committee. International organizations, governmental and non-
governmental, in liaison with ISO, also take part in the work. ISO
collaborates closely with the International Electrotechnical Commission
(IEC) on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are
circulated to the member bodies for voting. Publication as an International
Standard requires approval by at least 75 % of the member bodies casting
a vote.

International Standard ISO  ISO 6998 was prepared by Technical
Committee ISO/TC 47, Chemistry, Subcommittee SC 7, Aluminium oxide,
cryolite, aluminium fluoride, sodium fluoride, carbonaceous products for the
aluminium industry.

This second edition cancels and replaces the first edition (ISO 6998:1984),
of which it constitutes a minor revision. The main change concerns
clause 8 (Expression of results) which has been amended to make it
clearer.
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1

Carbonaceous materials for the production of aluminium —
Pitch for electrodes — Determination of coking value

1   Scope

This international Standard specifies a method for determination of the coking value of pitch used for the production
of aluminium.

2   Normative references

The following standards contain provisions which, through reference in this text, constitute provisions of this
International Standard. At the time of publication, the editions indicated were valid. All standards are subject to
revision, and parties to agreements based on this International Standard are encouraged to investigate the
possibility of applying the most recent editions of the standards indicated below. Members of IEC and ISO maintain
registers of currently valid International Standards.

ISO 565:1990, Test sieves — Metal wire cloth, perforated plate and electroformed sheet — Nominal sizes of
openings.

ISO 5725-1:1994, Accuracy (trueness and precision) of measurement methods and results — Part 1: General
principles and definitions.

ISO 6257:1980, Carbonaceous materials used in the production of aluminium — Pitch for electrodes — Sampling.

3   Principle

A test portion of coke is heated at 550 °C ± 10 °C and the residue weighed.

4   Material

4.1   Calcined petroleum coke, sieved.

Use the fraction which passes a 1 mm mesh sieve and is retained by a 212 mm mesh sieve (see ISO 565).

5   Apparatus

Ordinary laboratory apparatus, plus the following:

5.1   Porcelain crucibles,  of 25 ml to 50 ml capacity, having a height to external top diameter ratio of 0,7 to 0,9,
fitted with overlapping lids.
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